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GENERAL SPECIFICATIONS 
MODELS SS340-A1 AND SS440-A1 

GENERAL 

Overal l Length . ...... .. ... . . .. ...... . . . ... .... .. ... . .... . .. ..... ...... 103 inches (2,616 mm ) 
Overall Wid th . . . .... . . ... . . ... ... ... . . . .. ...... ... ............... . ... 40.5 inches (1,029 mm) 
Overall Height (With Windshield) . .. . . . . . ... . ... ..... .... ...... . .. . .. . .. . ... . . 35.5 inches (902 mm) 
Dry Weight (Approximate) ... . . ....... .. . . ............ . .. . .... . ... . ... ..... 390 pounds (177 kg) 

ENGI NE 

Models ... ... . ... ..... ..... . .... .. . . . . ... . .. .... . ... .. . ... . . . Type TC340A, used on SS340-A 1 
Type TC440A, used on SS440-A 1 

Displacement ... . . . . . . . . .. . . .. . . . .. . . . ... . ... .... . ... . .... ....... . (TC340A1) 20.7 C.1. (339cc) 
(TC440A1) 26 .6 C.1. (436cc) 

Bore x Stroke ..... . . . . . ... .... .. ... . . . . ... . ... .. ... ... (TC340A) 2.362 x 2.362 inches (60 x 60 mm) 
(TC440A) 2.677 x 2.362 inches (68 x 60 mm) 

Number of Cyl inders . ......... . . .. .... . .. . ... . ... .. ... . . ..... .. ... ...... .. ............ 2 
Engine RPM at Full Throttle ... . . ... .. .. . ... .. . . . .. ... 7,800-8,000 RPM (SS340), 7,900-8,000 RPM (SS440) 
Engine RPM at Idle Speed ..... . .. . .... ........ . ... . ........... . ........ ..... ..... 3,000 RPM 
Starter ... .. . ... .......... .. .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. Manual rewind 

IGNITION 

Ignition System . _ . . . . . . . . . . . . . . . . . . . . • . . . . . . . . . . . . . . . . . . . . . . . . . . . .. Capacitor Discharge (C.D.) 
Spark Plug ..... . ... . . .. . ..... . .... . ............. . . .. . ..... ... ... .... . . . . .. . NGK BR -9EV 

CARBURETOR 

MODEL 

SS340-A l SS440·Al 

Ca rburetor Make . ...... . . ... .. .... . .. . . .. . . . ........ .. . Mikuni Mikuni 
Carburetor Model . . .. .. .. .... . .. .. . . ... .... .. ...... . . . . VM 32 VM 36 Econo Jet 

Identif ication Marking .. .. .... . . .. .. ... ..... ... .. .. . . .. . . 32/122 36/ 60 
Type of Carburetor .. ... .. . ... ... .. . . . .. . . .... . ........ . Open Vent Open Vent 

Main Jet ............ ... . . .. ..... . . . . .. ........ ... .. . 175 150 
Air Jet ......... . .......... . ..... ... . .. . ..... ... ... . None None 
Jet Needle .. ..... .. . ... .... . . . ........... . ... . . ... .. . 6DH4-2 6DH4-3 
Needle Jet . . .. .. ... ... ............ . .. . ... ... . ... . ... . P-4 P-6 
Throttle Slide (Cut Away) . ..... . ..... . ............ . . .. . . . 0.118 inch (3.0 mm) 0.098 inch (2.5 mm) 

Pilot Jet . . ... . ... .. . ... .. . . .. .... . . . . .. .. . .. ..... .. . 30 30 
By Pass . . ... ..... . . . .. . . ....... ... .... . .. . ....... .. . 0.055 inch (1 .4 mm) 0.059 inch (1 .5 mm) 

Pilot Outlet . ... . . . . . ..... ........ . ............•... .. . 0.031 inch (0.8 mm) 0.031 inch (0.8 mm) 

Air Screw . .. ....... . ............ . ... .. .. .. . . ..... . . . 1.5 Turns 1.5 Turns 

Float Valve Seat .... .... .... . .. .. ...... .. ..... . . . ..... . 0.059 inch (1.5 mm) 0.059 inch (1.5 mm) 

Sta rter Jet . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.079 inch (2.0 mm) 0.079 inch (2.0 mm) 

Type of Float Chamber . ... .......... . ... . . .. ....... .... . Standard Special 

Starter System . ..... .. . ........ . . .. .... . . . .... .. . . ... . Cable Cable 
Econo (Power) Jet . .... .. .. .. .. . . .. . . .. . . ..... ....... . . None 120 Round Reverse 

Type 
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FUEL/OIL 

Gaso line ..... . . .. .. ...... .... . . .. . . . . .... .. . Regular leaded (minimum pump posted octane number 89) 
Oil ... . ... .. .... ..... . . . . . ...... ...... . . . . . .. ... Kawasaki Snowmobile Oil (B.I.A. certified T .C .W.) 
Gasoline/Oil Ratio . . . ..... .. ... .. .. . ...... . . ... . ......... . ... . .. ... . ...... .... . Oil Injection 
Oil Tank Capacity . .......... . .. ........ .. .... ... .. . .. . .... .. ...... ... .. 2.5 Quarts (2.37 liters ) 
Fuel Tank Capacity ....... .. ... . . . .. . . .... ... .. . .. .. .. ... .. .. ....... .. . 8.5 gal lons (32 .17 li ters ) 

DRIVE CONVERTER 

MODEL 

SS340-Al 

Engagement Speed (approximate rpm) .... . . . . . . . . 3900 
Drive Converter rpm . . . . . . . . . . .. . . . . . . . . . . . .. 7800-8000 
Spring Part Number and Color (Standard) . . . . . . . . .. 92031-3001 (Yellow) 
Spring Part Number and Color (Optional) . . . . . . . . . . 92081-3004 (Pink) 

92081-3005 (R ed) 
92081-3006 (Blue) 
92081 -3002 (Black) 

Spring Length - New with no load ± 0.25 inch (6.3 mm) .. 3.96 inches (Yellow) 
(100.5 mm) 
3.54 inches (Pink) (89.9 mm) 
3.74 inches (Red) (94.9 mm) 
4.14 inches (Blue) (105.2 mm) 
4.33 inches (Black) 
(110.1 mm) 

Number of Spring Coils (All Colors) . . . . . . . . . . . . .. 5-1/2 
Spring Wire Diameter .. ± 0.01 inch (0.2 mm) 

All Colors . . .. .. ........ .. ... .. .. .... . ... 0.197 inch (5.0 mm) 
Spring Rate ± 2.8 Ibs/inch (0.05 kg/mm) All Colors. . .. 56 lbs/inch 

1.0 kg/mm 
Spring Compress ion ± 5.5 Ibs (2 .5 kg) . . . . . . . . . . . . . 77.2 Ibs @ 2.54 inches 

(35.6 kg @ 64.5 mm) (Yellow) 
55 .1 Ibs @ 2.54 inches 
(25.4 kg @ 64.5 mm) (Pink) 
66.1 Ibs @ 2.54 inches 
(30.4 kg @ 64.5 mm) (Red) 
88.2 Ibs @ 2.54 inches 
(40.7 kg @ 64.5 mm) (Blue) 
99.2 Ibs @ 2.54 inches 
(45.6 kg @ 64.5 mm) (Black) 

Spring Outs ide Diameter ± 0.025 inch (0.63 mm) 
All Colors. . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 2.28 inches (57.9 mm) 

Weight Part Numbers (Standard) ....... . .. . . .... 92019-008 
92001-3009 

Ramp Part Number and Identification (Standard) . . . . . 39152-3004 C' 
Weight - Total gram weight (Standard) .. ..... . .. . . 54 .8g 

Part Number 

92019-008 
92001-3009 
92001-3003 
110G0620 
462F0600 
39152-3004 

Production Part - No PIN 

Weight Descr iption 

Nut, special, 6 mm 
Bolt, aluminum, 6 x 15 mm 
Bolt, alum inum, 6 x 20 mm 
Bolt, steel, 6 x 20 mm 
Washer, 6 mm 
Ramp weight C' 
Ramp weight C 

SS440-A 1 

3800 
7900-8000 
92031-3001 (Yellow) 
92081 -3004 (Pink) 
92081-3005 (Red) 
92081 -3006 (Blue) 
92081-3002 (Black) 
3.96 inches (Yellow) 
(100.5 mm) 
3.54 inches (Pink) (89.9 mm) 
3.74 inches (Red ) (94.9 mm) 
4.14 inches (Blue) (105.2 mm) 
4.33 inches (Black) 
(11 0.1 mm) 
5-1 /2 

0.1 97 inch (5.0 mm) 
56lbs/inch 
1.0 kg/mm 
77.2 Ibs @ 2.54 inches 
(35.6 kg @ 64.5 mm) (Yellow) 
55.1 Ibs @ 2.54 inches 
(25.4 kg @ 64.5 mm) (Pink) 
66.1 Ibs @ 2.54 inches 
(30.4 kg @ 64.5 mm ) (Red ) 
88.2 Ibs @ 2.54 inches 
(40.7 kg @ 64.5 mm) (Blue) 
99.2 Ibs @ 2.54 inches 
(45.6 kg @ 64.5 mm) (B lack) 

2.28 inches (57.9 mm) 
92019-008 
92001-3003 
No Part Number C 
56.1 g 

Gram Weight 

2.3 
1.8 
2.1 
6.0 
1.1 

50.7 
51.7 
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WEIGHT 

51.7 grams 

55.8 grams 

56.1 grams 

57.2 grams 

WEIGHT 

50.7 grams 

54.8 grams 

55.1 grams 

56.2 grams 

57.3 grams 

DRIVE CONVERTER RAMP WEIGHT COMBINATIONS 
(USING RAMP WEIGHT IDENTIFIED C) 

COMBINATION PART NO. WEIGHT COMBINATION 

Weight Ramp Assy C No PIN 58.3 grams Weight Ramp Assy C 
Bolt - Alum . 6 x 20 mm 
Nut - Special 6 mm 

Weight Ramp Assy C No PI N (2) Washers 6 mm 
Bolt - A lum. 6 x 15 mm 92001 -3009 

60.0 grams Weight Ramp Assy C 
Nut - Special 6 mm 92019-008 Bolt - Steel 6 x 20 mm 

Nut - Special 6 mm 

Weight Ramp Assy C No PIN 61 .1 grams Weight Ramp Assy C 

Bol t - A lum. 6 x 20 mm 92001-3003 Bolt - Steel 6 x 20 mm 

Nut - Special 6 mm 92019-008 Nut - Special 6 mm 
(1) Washer 6 mm 

Weight Ramp Assy C No PIN 62.2 grams Weight Ramp Assy C 
Bolt - A lum. 6 x 20 mm 92001-3003 Bolt - Steel 6 x 20 mm 
Nut - Special 6 mm 92019-008 Nut - Specia l 6 mm 

(1) Washer 6 mm 462F0600A (2) Washers 6 mm 

DRIVE CONVERTER RAMP WEIGHT COMBINATIONS 
(USING RAMP WEIGHT IDENTIFIED C') 

COMBINATION PART NO. WEIGHT COMBINATION 

Weight Ramp Assy C' 39152-3004 59.0 grams Weight Ramp Assy C' 
Bolt - Steel 6 x 20 mm 

Weight Ramp Assy C' 39152-3004 Nut - Specia l 6 mm 
Bolt - Alum. 6 x 15 mm 92001-3009 
Nut - Special 6 mm 92019-008 60.1 gr~ms Weight Ramp Assy C/ 

We ight Ramp Assy C' 39152-3004 
Bolt - Steel 6 x 20 mm 
Nut - Special 6 mm 

Bolt - A lum. 6 x 20 mm 92001-3003 (1) Washer 6 mm 
Nut - Special 6 mm 92019-008 

Weight Ramp Assy C' 
61 .2grams Weight Ramp Assy C' 

39152-3004 Bolt - Stee l 6 x 20 mm 
Bolt - Alum . 6 x 20 mm 92001-3003 Nut - Special 6 mm 
Nut - Special 6 mm 92019-008 (2) Washers 6 mm 
(1) Washer 6 mm 462F0600A 

Weight Ramp Assy C' 39152-3004 

Bolt - Alum. 6 x 20 mm 92001 -3003 
Nut - Special 6 mm 92019-008 
(2) Washers 6 mm 462F0600A 

1-4 GENERAL SPECIFICATIONS 

PART NO. 

No PIN 
92001 -3003 
92019-008 
462F0600 

No PIN 
110G0620 
92019-008 

No PI N 
110G0620 
92019-008 
46 2F0600 

No PIN 
110G0620 
92019-008 
462F0600 

PART NO. 

39152-3004 
110G0620 
92019-008 

39152-3004 
110G0620 
92019-008 ( 

462F0600 

39152-3004 
110G0620 
92019-008 
462F0600 



DRIVEN CONVERTER 

Cam Angle (Standard) . . .. . . . . .. ... . . . .. .. ... ..... . . . . . . . ...... . ..... .. ... . . 
Cam A ngle (Optional) .. .. .. .. .... . . . . .. . . . . . .. . . . ..... .. . .... . . . .... .. .... . 
Spring Part Number .... . .... . .. . .......... . . .. . .. . ...... . . . .... . .... . .. . .. . 
Spring Color .. . . . .. .. . ..... . .. .. . .... ... . . .... . . .. .......... . . . .... .. .. . 
Spring Length· New with no load ... . .... . . . . . . ... . ... . .. . .. .. ... . . . ... . . . .... . 
Spring Wire Diameter .. . . ..... . ... ... . . . . . . . .. .. . .. . ... . . . .. ... . .. .. ....... . 
Number of Spring Coils . .. ... . .... .... .. . . ... .. . . .. .... . . . . . . . . .. . ... . . . . . . . 
Spring Preload - Count erclockwise .. ... ........ . . .. .. .. . . . ... . ... . . ..... . ..... . . 

BELT 

Part Number 
Outside Circumference .. . . . . .. . . . .. . . . .. . .. . ... . .. . . . . . . . 

Width of Top Surfaces .. .. . . ..... . ..... ... .. . . . .. ..... . . . 

Thickness Top of belt to bottom of lug ... . .. . . ... . . .. . . . . ... .. .. .... . .. . .. .. . .. . 

Belt Taper A ngle . . . . .. . .. . . .. . .. .. . . .. ... . ... .. . . . . . . ... . ...... . . . ... . ... . 

BRAKE 

Minimum Brake Pad Thickness 

GEARING 

350 

300 

92081-3003 
Black 

6.3 inches(160.0 mm) 
0.177 inch (4.5 mm) 
7 ± 1/4 
1500 B2 or C1 

59011-3502 
46.62 ± 0.25 inches 
(1,184.2 ± 6.4 mm) 
1.25 ± 0.03 inches 
(31.7 ± 0 .8 mm) 
0.53 ± 0.03 inch 
(13.5±0.8 mm) 
300 

1/ 16 inch 
(1.58 mm) 

MODEL 

SS340-A SS440-A 

Top Sprocket 18 Teeth 21 Teeth 
Lower Sprocket 37 Teeth 39 Teeth 
Sprocket Overall Ratio. 2.06 to 1 1.86 to 1 
Chain (Silent Type) 64 Pitch 66 Pitch 
Chain Tensioner Spring Pink Green 
Drive Chain Tension Self Adjusting Self Adjusting 

TRACK AND SUSPENSION 

Track Type . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Rubber (I ntern al Drive Lug) 
Track Width . . . .. . . ........ . . . . . . . ..... .. .... . . . . .. .. ... . ... . . . . .. .. . . . . . 15 inches (381 mm) 
Track Length . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 121 inches (3,073.4 mm) 
Suspension . .. .... . . .......... . ....... .. . . . . . .... . . . .. . .. .. . ........ . ...... . . . Slide Rail 

GENERAL SPEC IFICATIONS 1-5 



ELECTR ICAL COMPONENTS 

Type .. . ..... .. . . . .. . . .. .... . ... ... . . ... ... . . . . ... . . . .... . . .... ... . . .. . . 12 VAC, 120 W 
Headlight Part . . . . . . . .... . . .... . .. .. . . ... . ... .. . ...... . . . ..... . . . ... . .. . . . .. . 92069-350 1 

12 V, 60/60 W 
Tail/Brake Light . . .. ... . . ... . .. . . . .. . . ... .... .. . . . . . . . . . . . . . . . . . . . . .. .. ..... . .. G.E. 1157 
Instrument Light .. . ... . . .. . . .. ..... . ..... . ... . . . .. .. .... . . .... .. . . ......... . .. . . G.E. 53 

12 V-3.4 W 

FRAME 

Frame .. . . .... . . . .. .. . . . .. . .. . . ... . ... .. ... . .... . .. .. Aluminum alloy and HSLA steel construction 

SERVICE SPECIFICATIONS 

EN GINE 

Effect ive Compression Ratio ... . . ... . . . ... . . . . . . . . .. . ..... . 

Top Ring/Groove Clearance . ... ..... . . . .. . . ... . .. . . .. . . .. . 

Bottom Ring/Groove Clearance . . ... .... . . ... ........ .. . . .. . 

Piston Ring End Gap (Top) . . . . . .. . ......... . . .. .. . .. . . .. . . 

Piston Ring End Gap (Bottom) ... . . . ...... ... .... .. . . .. . .. . 

Piston Sk irt Clearance . .. . .. . . ... . .. . ... .. . . . . . . ... ... . . . 

Connecting Rod Radial Play .. . . .. . .. .. . . . . . . . . . .. . ....... . 

Connecting Rod Side Clearance .. . . . . .... ..... .. .... . . ... . . . 

Connecting Rod Small End Diameter . ... . ... ... . . . . .. . . . .. .. . 

Crankshaft End Play (Max .) 

Crankshaft Run Out (Max.) 

'-6 SERVICE SPEC IFICATIONS 

MODEL 

SS340-A 

7.1 to 1 

0.009 inch (max) 
(0.22 mm) 
0.008 inch (max) 
(0.19 mm) 
0.008 - 0.016 inch 
(0.2 c 0.4 mm) 
0.008 . 0.016 inch 
(0.2 . 0.4 mm) 
0.003·0.005 inch 
(0.08 . 0.12 mm) 
0.0008 - 0.001 inch 
(0.02 - 0.03 mm) 
0.016 · 0.020 inch 
(0.4 . 0.5 mm) 
0.787 - 0.789 inch 
(20.0 - 20.05 mm) 
0.0 15 inch 
(0.38 mm) 
0.002 inch (T.I.R.) 
(0.05 mm) 

SS440-A 

7.3 to 1 

0.009 inch (max ) 
(0.22 mm) 
0.008 inch (max) 
(0.19 mm) 
0.008 · 0.016 inch 
(0.2 · 0.4 mm) 
0.008 · 0.016 inch 
(0.2·0.4 mm) 
0.002·0.004 inch 
(0.05 · 0.10 mm) 
0.0008 · 0.001 inch 
(0.02 - 0.03 mm) 
0.016 - 0.020 inch 
(0.4 ·0.5 mm) 
0.787 - 0.789 inch 
(20.0· 20 .05 mm) 
0.015 inch 
(0.38 mm) 
0.002 inch (T .I.R .) 
(0.05 mm ) 
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IGNITION 

Spark Plug Gap ........ ... .. ... ...... ... . . .... . . . . .... . . . . . . .. .. 0.020-0.024 in. (0.5-0.6 mm) 
Ignition Timing (Dynam ic) ... ......... . . . . .. . . ..... .... .. ........ ..... .... . 22 0 

@ 6,500 RPM 
Ignit ion Timing (B.T.O.C.) ... . ... . . . ... . . .. . . . . ... . ....... . ..... . ....... 0 .108 inch (2.75 mm) 

MAGNETO RESISTANCE TESTS 

Item Ohmmeter Leads Con nected Between Resistance 

Lighting Co il Ye ll ow-Yel low 0.1 8 oh m ± 20% 
Exciter Coil Red-Ground 128 ohms± 20% 
Pulser Coil Red-White 23 ohms ± 20% 

IGNITI ON COIL RESISTANCE TESTS 

Item Ohmmeter Leads Con nected Between Resistance 

Primary w inding Blue-Ground 0.37 ohm ± 20% 
tSecondary wind ing High Tension-High Tens ion 10,200 ohms ± 20% 
+Spark Plug Cap Terminals at each end of cap 5,000 ohms ± 20% 

CARBURETOR 

Air Screw Setting (I nitial) . .. . .. .. .. .. ..... . . . . . . _ . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.5 Turns Open 
Idle Screw Setting ( Ini tia l ) ... . . ... _ . . . .. . . . . . ... ... ... . . .... .. . .. . . . .. ... . . . .. 3 Turns off Seat 

(Final) .. .' .. .. . . _ .. . . . . .. ... . . .. ......... .... . ... . ... .. .... . 3000 R.P .M . 
Float Arm Adjustment. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Parallel to Body 

Gasket Surface 

CHASSIS 

Converter Offset Distance . .. .. .... . .. . .. ... ... . . .. . ........ . .. . . ... .. . . " 0.588 inches (14.9 mm) 
Converter Center D istance .... .. ..... .. .. . . .... . .. . . . .... . .. . ............... 12 inches (305 mm) 
Dr ive Chai n Tension ..... ....... . .. . ... . . . ....... ........ . ... ........... .... .. Self Adjusting 
Brake Lever Movement . .. .. .. . . . . _ .. . . . .. _ ................. . . . ............ . 3/4 inch (1 9 mm) 
Track Tension .... . ............ . ................ ... .. . . 3/4 inch maximum deflection (5 to 8 1b pull) 
Steering Alignment .. .. . .. . . ...... .. ....... ... .. . ............ .. .. . Skis parallel or 1/8 inch toe out 
Tie Rod End Adjustment Stud Jam Nut Dimension . . .. . . ... ......... . .. . . . ... 1-1 /4 inch (32 mm) maximum 

GENERAL ENGINE TORQUE SPECIFICATIONS 

Cyl inde r Head Bolts ... . . . . . . . . . . .. .. . _ .. ... . .. ..... ....... . .. . ... . . . .. ... . 16 ft/lb (2.2 kg'm) 
Crankcase Bo lts and Nuts _ . . ........... . .... .. . . . . .. .. .... . .. . .. . _ .... .. ..... 16 ft/lb (2.2 kg-m) 
Flywhee l Nut . ......... .... . . .. . ....... _ . .. ... .. . . . . . _ . .. . . . .... .. .... . .. 60 ft/lb (8.3 kg'm) 
Recoil Bolt .. ..... . - ... . ..... .. . _ . . . .. . . .. _ .. . ........... ... .. ... . ..... 50 in./lb (0 .6 kg'm) 
Spark Plug ....... .... _ . . . .... . .. . . . ... . . . .. ... . . . . .... ..... .. .. .. ... ... . 20 ft/lb (2.7 kg 'm) 
Holder (Carb.) Bol ts ............ .. . . .. . _ . . ..... . . . _ ....... .. .. .... ..... ... . 45 in/lb (0.5 kg'm) 
Driven Gear Nut . .. .. .. . .... . . ..... .. . .. .. .... .. ..... . ........ . ... . . . .... . 12 ft/lb (1.6 kg 'm) 
Gear Case Bolts (Socket Head) .. . . . ..... . . .. _ . ......... . ..... .. . ...... . .... .. . 12 ft/lb (1 .6 kg'm) 

tRemove spark plug caps. 
NOTE : Defective coils cannot always be detected using this test alone. Use of a coil tester which simulates operating con ­
d it ions is the recommended test method. 
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TORQUE CHART AND LOC-TITE TABLE 

Description Quantity Torque Loc-Tite 

ENGINE MOUNT & EXHAUST 

Engine mount to damper - nuts 6 105 in. lb. (1.21 kg 'm) 
Muffler mounting - nuts 4 95 in. lb. (1.09 kg'm) 
Engine mount to chassis - nuts 2 31 ft. lb. (4.28 kg-m) 
PTO mount to chassis - screw 5 80-90 in. lb. (0.92-1.04 kg'm) 

ELECTRICAL SYSTEM 

Ignition switch - nut 1 30 in_ lb. (0.35 kg'm) 
Voltage regulator mounting - nut 1 105 in. Ib.( 1.21 kg'm) 
Brake and throttle lever - lockscrew 1 20-25 in . lb. (0.23-0.29 kg-m) 
Tail lamp lens mounting - screws 2 50 in . lb. (0.058 kg'm) 
Head lamp housing mounting - screws 4 18-20 in. lb. (0. 21-0.23 kg-m) 
Tail lamp to bracket - nut 2 32 in . lb. (0.37 kg'm) 
Head lamp hinge - screws 4 18-20 in. lb. (0.21-0.23 kg-m) 

DRIVE CONVERTER 

Drive converter to crankshaft - bolt 1 60-70 ft. lb. (8.30-10 kg'm) 
Cover to movable sheave - bolt 6 8-1 0 ft. lb. (1. 1-1 .4 kg' m) 
Roller and pin assembly in moveable sheave - bolt 6 8-10ft.lb. (1.1-1.4 kg'm) 
Weight ramp and pin assy to spider - bolt 6 6-8 ft . lb. (0.8-1.1 kg'm) 
Weight ramp - nut 3 4-5 ft. Ib (0. 5-0.7 kg'm) 

DRIVEN CONVERTER & BRAKE 

Driven converter to jackshaft - bolt 1 40-50 ft. lb. (5.53-6.92 kg ' m) 
Coupling to fixed sheave - bolt 6 8-10ft.lb (1.1-1.4 kg'm) 
Windage cover to sheave - screw 16 6.5-8 ft. lb. (0.9-1.1 kg'm) 242 
Brake disc to hub mounting - screw 6 55-60 in. lb. (0.6-0.7 kg ' m) 
Clevis retainer to cam mounting - nut 1 40-50 in. lb. (0.46-0.57 kg 'm) 
Caliper to chain case - nut 2 35 ft . lb. (4.84 kg'm) 

CHAIN CASE & JACKSHAFT 

Chain case mounting - nuts 4 18 ft. lb. (2.5 kg 'm) 

Chain case cover mounting - screws 6 70 in . lb. (0.81 kg'm) 

Jackshaft bearing retainer to chassis - rear bolt 1 31 ft. lb . (4.28 kg'm) 

Jackshaft bearing retainer to chassis - front bolt 1 19 ft . lb. (2.63 kg -m) 

Top sprocket mounting - screw 1 40-50 ft. lb. (5.53-6.92 kg 'm) 

Jackshaft - bearing retainer adjusting bolt - jamnut 1 10-20 ft. lb. (1.38-2 .77 kg'm) 

Tensioner arm' bolt 2 70 in. lb. (0.81 kg 'm) 

Lower sprocket mounting - nut 1 35 ft. lb. (4.84 kg'm) 

Bearing flange - bolt 3 105 in. lb. (1.21 kg'm) 

Bearing locking collar - set screw 1 36 in . lb. (0.41 kg 'm) 222 
Bearing lock collar (locking torque) 1 36 in. lb. (0.41 kg'm) 

NOTE: Loc-Tite formulas are selected on the basis of the diameter of the fastener, and the strength of the bond required. 
Generally, #222 is used on fa steners up to 5/16 inch (8 mm) diameter . If a particularly strong bond is required, or the 
fastener diameter is greater than 5/16 inch (8 mm),#242 is specified . Loc-Tite may significantly increase the torque nec­
essary to remove a fastener. Be careful when applying extra force as this risks damaging the parts. Use only the specified 
formula on each fastener requiring Loc-Tite. Loc-Tite #222 and #242 are industrial designations. The consumer equiva­
lent which may be substituted is Loc-Tite "Lock 'n Sea l," product number 21 , blue. 
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TORQUE CHART (CONTINUED) 

) Description I Quantity J Torque Loc-Tite ) 

I I 
-

I SUSPENSION 
11 ft. lb. (1.52 kg'm) 

Rear pivot link - bolts 
2 
2 30 ft . lb. (4.15 kg'm) , 

Rear suspension arm - bolt 
2 25 ft . lb. (3.46 kg'm) 

Rear axle - bolts 
Limiter shaft - bolts 2 25 ft . lb. (3.46 kg'm) 

Idler shaft - bolts 2 25 ft . lb. (3.46 kg'm ) 

Shock absorber mounting - nuts 2 35 ft. lb. (4.84 kg'm) 

Eyebolts to suspension brackets - nuts 2 Adjust 

Swing arm - bolts 2 25 ft. lb. (3.46 kg'm) 

Wear strip attaching - nuts 2 25 in. lb. (0.29 kg'm) 

Cross shaft mou nti ng - screws 4 30 ft. lb. (4.15 kg 'ml 

Front pivot shaft to chassis - bolts 2 25 ft . lb. (3.46 kg'm) 

Suspension brace - front and rear - bolts 4 25 ft. lb. (3.46 kg 'm) 

Limiter damper - nut 1 35 ft. lb. (4.84 kg ' m) 

DRIVE SHAFT 

Bearing flange mounting - bolts 3 18 ft. lb . (2.5 kg'm) 

Speedometer drive adapter - nut 1 8-10ft.lb. (1.1-1.4 kg 'm) 

Bear ing locking collar set screw 1 72 in. lb . (0.83 kg 'm) 222 

Bearing lock collar (locking torque) 1 72 in . lb. (0.83 kg -m) 

SKI & SPINDLE 

Ski attaching - nut & skeg (wear runner) 6 18 ft. lb. (2 .5 kg 'ml 

Front spring mount - bolt 2 25 in. lb. (0.29 kg'm) 

Shock absorber to ski and spindle - nut 4 31 ft. lb. (4.28 kg'm) 

Saddle to spring - screw 4 46 ft. lb. (6.36 kg'm) 
Spindle to ski saddle - nut 2 35 ft. lb . (4.84 kg 'm) 
Rear spring mount - bolt 2 31 ft. lb. (4.28 kg'm) 

STEERING 

Handle holder - bolt 1 35 ft. lb. (4.84 kg 'm) 
Steering arm to spindle - bolt 2 30 ft. lb. (4.15 kg'm) 
Steering column to tie rod - nut 1 30 ft . lb. (4 .15 kg'm) 
Steering arms to tie rods · nuts 2 30 ft. lb. (4.15 kg 'm) 
Upper steering post mounting· nuts 2 18 ft . lb. (2.5 kg'm l 
Lower steer ing post mounting - nuts 2 20 ft. lb. (2.77 kg'ml 
Tie rod jam - nut (LH) 2 100-120 in. lb. (1.15-1.38 kg'ml 
Tie rod jam - nut (RH) 2 100-120 in . lb. (1.15-1.38 kg'ml 
R H tie rod to steering arm - nut 1 30 ft. lb. (4.15 kg'm) 
Handle bar to steering column mounting - screws 4 105 in. lb . (1.21 kg'm) 
Tie rod adjusting - nuts (RH) 2 100-120 in. lb. (1.15-1.38 kg'm) 
Tie rod adjusting - nuts (LH) 2 100-120 in. lb. (1.15-1 .38 kg'm) 

NOTE: Loc-Tite formulas are selected on the basis of the diameter of the fastener, and the strength of the bond required. 
Generally, #222 is used on fasteners up to 5/16 inch (8 mm) diameter. If a particularly strong bond is required, or the 
fastener diameter is greater than 5/16 inch (8 mm),-#242 is specified. Loc-Tite may significantly increase the torque nec­
essary to remove a fastener . Be careful when applying extra force as this risks damaging the parts. Use only the specified 
formula on each fastener requiring Loc-Tite. Loc-Tite -# 222 and -# 242 are industrial designations. The consumer equiva­
lent which may be substituted is Loc-Tite "Lock 'n Seal," product number 21, blue. 
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TORQUE CHART (CONTINUE D) 

Description Quant ity Torque loc-Tite 

CHASSIS 

Snow flap to bulkhead - nut 2 50 in . lb. (0.57 kg'm) 
Hood guide and trim mounting - screws 8 20 in. lb. (0.23 kg'm) 
Hood guide, front bumper and hood hinge attaching - nuts 18 95 in. lb. (1 .09 kg'm) 
Passenger handle attaching - nuts 4 18 ft . lb . (2.5 kg'm) 
Pan brace attaching - screws 2 70 in. lb. (0.81 kg 'm) 
Rear stay attaching - bolts 2 19 ft. lb. (2.63 kg'm) 
Trim attaching - screws 2 20 in . lb. (0.23 kg 'm) 
Seat attaching bolts 4 35 in . lb. (0040 kg'm) 

FUEL SYSTEM 

Fuel pump assy mounting - nuts 2 70 in . lb. (0.81 kg'm) 
Primer pump - nut 1 30 in. lb. (0.35 kg'm) 

CABLES 

Brake cable jam - nuts 2 95 in. lb . (1 .09 kg'm) 
Enrichener cable assy - nuts 2 15-20 in. lb . (0.17-0.23 kg'm) 
Enrichener assy pal - nut 1 Hand Tighten 
Speedometer cable - nuts 1 Hand Tighten 
Throttle cable assy - nuts 2 15-20 in. lb. (0.17-0.23 kg'm) 

CHASSIS COllANT SYSTEM 

Duct assy to brace - nut 1 95 in. lb. (1 .09 kg'm) 
Radiator mount to duct - screws 2 40-50 in. lb. (0046-0.57 kg'm) 
Radiator assy to chain case - bolt 1 70 in. lb. (0.81 kg'm) 
Radiator assy to chassis - Bolts 2 18 ft. lb. (2.5 kg'm) 
Heat exchanger end cap - screws 10 55 in. lb. (0.63 kg'm) 

HOOD 

Hood hinge - nuts 6 25 in. lb. (0.29 kg'm) 
Hood latch band - screws 4 Compress rubber 

0.06 in. (1. 55 mm) 

INSTRUMENT PANEL & INSTRUMENTS 

Instrument panel bracket - nut 3 95 in. Ib_ (1.09 kg 'm) 

Gauges to panel - nuts 6 11 in . lb. (0.13 kg'm) 
Instrument panel - screws 12 32 in. lb . (0.37 kg'm) ( 

Temperatu re gauge sending unit - nuts 1 20 ft. lb. (2.77 kg'm) 
Ignition panel - screws 2 32 in. lb. (0.37 kg'm) 

CRANKSHAFT 

Flywheel - nut 1 60 ft. lb. (8.30 kg 'm) 

CRANK CASE & CYLINDER 

Cylinder head - nuts 16 16 ft. lb. (2.2 kg'm) 
Spark plug 2 20 ft. lb. (2.77 kg'm) 

Crank case - bolts 8 16 ft. lb . (2.2 kg'm) 

1-10 TORQUE CHART 



TORQUE CHART (CONTINUED) 

Description Quantity Torque Loc-Tite 

EXHAUST 

Exhaust manifold - nuts 4 8-10 ft. lb. (1.11 -1.38kg·m) 

CDI MAGNETO 

Stator plate mounting - screws 2 5-6 ft. lb . (0.69-0.83 kg·m) 
Wire clamps to stator plate - screws 2 Use impact driver 
Exciter coil and pulser coil mount ing - screws 2 Use impact driver 
Lighting coil mounting - screws 2 Use impact driver 

ELECTRICAL 

CDI unit mounting - screws 2 60 in. lb. (0.69 kg·m) 
Ignition coil mounting - screw 1 5-6 ft . lb. (0.69-0.83 kg·m) 

RECOI L STARTER 

Drive plate mounting - nut 1 8-10ft . lb. (1.11 -1.38 kg·m) 
Starter pulley mounting - bolts 3 16-18 ft. lb. (2.2-2.5 kg·m) 
Starter mounting - bolts 4 5-6 ft. lb. (0.69-0.83 kg·m) 

TORQUE CHART 1-11 
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GEAR RATIO CHART 
Drive Sprocket - Number of Teeth 

17 18 19 20 

Gear Ratio 1.90 1.80 
Speed *86 MPH *91 MPH 
Chain Pitch 64 64 
Tensioner Spring Red Pink 

Gear Ratio 2.18 2.06 1.95 
Speed * 75 MPH * 79 MPH * 84 MPH 
Chain Pitch 64 64 64 
Tensi oner Spring Red Pink Green 

(STD SS340) 

Gear Rat io 2.24 2.11 1.90 
Speed * 73 MPH * 77 MPH *86 MPH 
Chain Pitch 64 64 66 
Tensioner Spring Pink Green Red 

Gear Ratio 2.05 1.95 
Speed *80 MPH *84 MPH 
Chain Pitch 66 66 
Tensioner Spring Red Pink 

Gear Ratio 2.35 2.22 2.11 2.00 
Speed * 69 MPH * 73 MPH * 77 MPH *81 MPH 
Chain Pitch 66 66 66 66 
Tensioner SprinQ Pink Pi nk Green Green 

--

*Theoretical MPH at 8,000 RPM 

NOTE: All top speeds based on .96 overdrive in converter and engine RPM at 8,000. 

, 

1 
21 22 \ -

\ 
1.76 1.68 

* 93 MPH * 97 MPH 
66 66 
Red Pink 

1.81 1.73 
*90 MPH *94 MPH 

66 66 
Pink Gree ., 

1.86 
* 88 MPH 

66 
Green 

(STD SS440) 



TORQUE CHART (CONTINUED) 

Description Quantity Torque Loc-T ite 

L 
EXHAUST 

Exhaust manifold - nuts 4 8-10 ft. lb . (1 .11-1.38 kg'm) 

CDIMAG NETO 

Stator plate mounting - screws 2 5-6 ft. lb. (0.69-0.83 kg'm) 
Wire clamps to stator plate - screws 2 Use impact driver 
Exciter coil and pulser coi l mounting - screws 2 Use impact driver 
Lighting coil mounting - screws 2 Use impact driver 

ELECT RI CAL 

CDI unit mounting - screws 2 60 in . lb. (0.69 kg 'm) 
Ignition coil mounting - screw 1 5-6 ft. lb . (0 .69-0.83 kg 'm) 

RE CO I L STARTER 

Drive plate mounting - nut 1 8-10 ft. lb. (1.11-1.38 kg 'm) 
Starter pulley mounting - bolts 3 16-18 ft. lb. (2.2-2 .5 kg'm) 
Starter mounting - bolts 4 5-6 ft . lb . (0.69-0.83 kg'm) 

.. 
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GEAR RATIO CHART 
Drive Sprocket - Number of Teeth 

17 18 19 20 

Gear Ra t io 1.90 1.80 
Speed * 86 MPH *91 MPH 
Chain Pitch 64 64 
Tensioner Spr ing Red Pink 

Gear Ratio 2.18 2.06 1.95 
Speed * 75 MPH * 79 MPH * 84 MPH 
Chain Pitch 64 64 64 
Tensioner Spr ing Red Pink Green 

(STD SS340) 

Gear Rat io 2.24 2.11 1.90 
Speed * 73 MPH * 77 MPH *86 MPH 
Chain Pitch 64 64 66 
Tensioner Spring Pink Green Red 

Gear Rat io 2.05 1.95 
Speed *80 MPH *84 MPH 
Chain Pit ch 66 66 
Tensioner Spring Red Pink 

Gear Rat io 2.35 2.22 2.11 2.00 
Speed * 69 MPH * 73 MPH * 77 MPH *81 MPH 
Chain Pitch 66 66 66 66 
Tensioner Spri n~ Pink Pink Green Green 

"Theoretical MPH at 8,000 RPM 

NOTE: All top speeds based on .96 overdrive in converter and engine RPM at 8,000 . 

\. 

21 22 

1.76 1.68 
* 93 MPH * 97 MPH 

66 66 
Red Pink 

1.81 1.73 
*90 MPH *94 MPH 

66 66 
Pink Green 

1.86 
* 88 MPH 

66 
Gree n 

(STD SS440) 



TORQUE CHART (CONTINUEDl 

Description Quantity Torque Loc-Tite 

EXHAUST 

Exhaust manifold - nuts 4 8-1 0 ft . lb. (1.11 -1.38 kg'ml 

CDIMAGNETO 

Stator plate mounting - screws 2 5-6 ft. lb. (0.69-0 .83 kg'ml 
Wire clamps to stator plate - screws 2 Use impact driver 
Exciter coil and pulser coil mounting - screws 2 Use impact driver 
Light ing coil mounting - screws 2 Use impact driver 

ELECTRICAL 

CDI unit mounting - screws 2 60 in. lb . (0.69 kg'ml 
Ignition coil mounting - screw 1 5-6 ft. lb. (0.69-0.83 kg 'ml 

RECOI L STARTER 

Drive plate mounting - nut 1 8-10ft.lb . (1.11-1.38 kg 'ml 
Starter pulley mounting - bolts 3 16-18 ft. lb. (2.2-2.5 kg'ml 
Starter mounting - bolts 4 5-6 ft. lb. (0.69-0 .83 kg'ml 

.. 
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GEAR RATIO CHART 
Drive Sprocket - Number of Teeth 

17 18 19 20 

Gea r Ra tio 1.90 1.80 
Speed * 86 MPH *91 MPH 
Chain Pitch 64 64 
Tensioner Spring Red Pink 

Gear Rati o 2.18 2.06 1.95 
Speed * 75 MPH * 79 MPH *84 MPH 
Chain Pitch 64 64 64 
Tensioner Spr ing Red Pin k Green 

(STD SS340) 

Gea r Ratio 2.24 2.11 1.90 
Speed * 73 MPH * 77 MPH * 86 MPH 
Chain Pitch 64 64 66 
Tensioner Spr ing Pink Green Red 

Gea r Rat io 2.05 1.95 
Speed *80 MPH * 84 MPH 
Ch ain Pitch 66 66 
Tensioner Spring Red Pink 

Gea r Ratio 2.35 2.22 2.11 2.00 
Speed * 69 MPH * 73 MPH * 77 MPH *81 MPH 
Chain Pit ch 66 66 66 66 
Tensioner Sp r in~ Pink Pink Green Green 

*Theoretical MPH at 8,000 RPM 

NOTE: All top speeds based on .96 overdrive in converter and engine RPM at 8,000 . 
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21 22 

1.76 1.68 
* 93 MPH *97 MPH 

66 66 
Red Pi nk 

1.81 1.73 

I 
*90 MPH *94 MPH 

66 66 
Pink Green 

1.86 
* 88 MPH 

66 
Gree n 

(STD SS440) 
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j I 

Color 

Black 
White 
Red 
Orange 
Pink 
Yellow 
Green 
Blue 

...... 

Chain Tensioner Springs 

Length 

2.50 inches (63.50 mm) 
2.50 inches (63.50 mm) 
3.00 inches (76.20 mm) 
3.00 inches (76.20 mm) 
3.38 inches (85.85 mm) 
3.38 inches (85.85 mm) 
3.75 inches (95.25 mm) 
3.75 inches (95.25 mm) 

Wire Dia. 

0.049 inches (1.245 mm) 
0.055 inches (1.397 mm) 
0.049 inches (1 .245 mm) 
0.055 inches (1.397 mm) 
0.049 inches (1.245 mm) 
0.049 inches (1.245 mm) 
0.049 inches (1.245 mm) 
0.055 inches (1 .397 mm) 
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PORT DIMENSIONS 

t CA:J-+ 
C J i 

H I 

ill 1 g=~ F ~L=l 

DOl MODEL SS340-A1 MODE L SS440-A 1 

A = 1.377 in . (35.0 mm) A = 1.575 in. (40 mm) 

B = 1.311 in. (33 .3 mm) D B = 1.240 in. (31. 5mm) 

C = 1.150 in. (29.2 mm) C = 1.181 in. (30.0 mm) 

D = 1.732 in. (44.0 mm) D = 1.890 in. (48.0 mm) 

E = 1.146 in . (29.1 mm) E = 1.280 in. (32.5 mm) 
F = 3.763 in. (95.6 mm) F = 3.898 in. (99.0 mm) 

G = 0.551 in. (14.0 mm) G = 0.516 in. (13.1 mm) 
H = 1.870 in. (47.5 mm) H = 1.945 in. (49.4 mm) 

I = 1.870 in. (47 .5 mm) I = 1.945 in. (49.4 mm) 
J = 0.551 in. (14.0 mm) J = 0.516 in. (13.1 mm) 
K = 0.669 in. (17.0 mm) K = 0.787 in. (20.0 mm) 

L = 0.669 in. (17.0 mm) L = 0.787 in. (20.0 mm) 

PORT DIMENSIONS 1-15 
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Maintenance Chart 
First 

Frequency 50-100 Every Every Every 
Beginning Miles or 300 Miles 600 Miles 900 Miles End of Page 
of Each 5-10 Hours or 20 or 40 or 60 Each Refer-

Operation Season Use Hours Use Hours Use Hours Use Season ence 

Install new spark x x 
2-38 

plugs 

Check carburetor x x 2-33 
adjustment 

Check th rottle cable x x x 2-34 
adjustment 

Check enrichener cable x x x 2-35 
adjustment 

Replace fuel filter x 2-33 

De-carbon engine and x 3-61 
exhaust 

Check ignition timing x 2-36 

Replace drive belt (be x x 
sure converter pulleys 2-45 
are clean and dry) 

Check drive converter x x 
and driven converter 2-42 
alignment 

Check drive converter x 3-86 
bushings for wear 

Clean and inspect x 
drive and driven 2-46 
converters 

Check drive chain x 
2-47 tensioner pads 

, 
Adjust track tension x x x 

2-52 and check alignment 

Check ski alignment x x 2-50 

Adjust brake x x 2-46 

Check fasteners for x x 
secur ity (use torque 1-5 
chart as a guide) 

Inspect ski runners x x 
2-51 for wear 

Measure wear of slide x x 
3-104 rail wear strips 

Adjust headlight x 2-39 
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Lubrication Chart 
Lubrication 

Point Lubricant 

CONTROL CABLES LPS, WD-40, 
Inner cables Dri-Slide or 

similar low 
temperature 
lubricant. 

CHAIN CASE 
HOUSING 

ENGINE GEAR­
CASE OIL 
LEVEL 

DEXRON II 
automatic 
transmission 
fluid. 

Level shou ld be 
above center of 
sight glass but not 
higher than the top. 

Shell XL100 
10W-30 non­
foaming 
engine oil. 
Level should 
be above 
center of 
sight glass 
but not 
higher than 
the top. 

2-4 LUBRICATION CHART 

Frequency 

Once a season 
and every 20 hours 
of operation. 

Check level every 
20 hours of 
operation. 

Change after initial 
100 miles. 

Check every 300 
miles or 20 hours 
of use. 

Drain & refill 
at end of 
each season. 

Illustration 
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Theory of Operation for 
the Two-Stroke Engine 
Introduction 
All internal combustion engines are characterized 
by a four part cycle of operation. The four parts 
are: 1. Intake, 2. Compression, 3. Combustion, 
and 4. Exhaust. 

A fuel/air mixture must be drawn into the engine, 
compressed, burned, and exhausted . 

A two-stroke engi ne uses only two strokes to ac­
complish all four parts. 

Each of the four parts can be easily understood by 
fol/owing the path of the fuel/air mixture through 
the engine (Figure 2-1). 

1. Intake: On the upstroke of the piston a charge 
of fuel mixed with air is drawn into the engine 
through an open port in the cylinder . 

2. Compression: Near the bottom of the down­
stroke, the intake port is closed, and the piston 
starts back up. This upstroke compresses the 
fuel/air mixture to a fraction of its former 
volume. 

3. Combustion : When the mixture has been com­
pressed, it is ignited and forces the piston 
down. This is called the power stroke. 

4. Exhaust: After the power stroke, the burned 
gases exit through the now open exhaust port, 
and the cycle is ready to start again. 

The piston is carried through each step from one 
power stroke to the next by the rotating inertia of 
the crankshaft . 

The intake of a two -stroke engine is perhaps the 
most complex part of the cycle. After the fuel and 
air have been mixed in the carburetor, it is drawn 
into the crankcase . As the piston rises, a hole in 
the cylinder wall (the intake port) is uncovered by 
the lower edge of the piston. The rising piston 
effectively increases the volume of the crankcase, 
drawi ng in the mixture. On its return trip, the 
piston blocks the intake port and lightly com­
presses the mixture in the crankcase. At about 
55°-60° BBDC (before bottom dead center), the 
upper edge of the piston uncovers ports in the cyl­
inder wall that are connected to the crankcase. The 
mixture in the crankcase, under pressure, rushes 
through these transfer ports into the cylinder. 

o 

Figure 2-1 
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There are two separate intake actions: the first into 
the crankcase, and the second into the cylinder. In 
two-stroke terminology, only the first intake action 
is called the intake; the second is called the trans­
fer or scavenging flow. The word "scavenge" is 
used because the new mixture flowing into the cyl­
inder helps to clean the exhaust out of the 
combustion chamber. This is known as "scav­
enging" the exhaust. 

After the piston passes BOC (bottom dead center) it 
rises, closing the transfer and exhaust ports, and 
opening the intake again. The mixture trapped 
above the piston is compressed as the piston nears 
TOC (top dead center), the spark plug is fired and 
the mixture starts burning. 

The piston is driven downward by the combustion 
until the exhaust port is uncovered by the upper 
edge of the piston. The two-stroke engine goes 
through all four basic parts in just two strokes of 
the piston, and one complete rotation of the 
crankshaft. 

Intake 

A two-stroke engine's intake tract starts with the 
carburetor. 

To get the mixture into the crankcase, there must 
be an opening from the crankcase to the carbur­
etor bore. The intake timing is "symmetrical," it 
opens and closes the same number of degrees on 
either side of TOC (Figure 2-2). 

The fuel/air mixture in the intake tract has inertia, 
and takes a certain amount of time to get into the 

TYPICAL PISTON VALVE ENGINE 

TOC 

76° ATOC 

89° ABOC 89° BBOC 

BOC 

Figure 2-2 
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crankcase. The sooner the intake is opened, the 
more time there is to draw the mixture into the 
crankcase. If the intake is opened too soon, the 
crankcase pressure will be higher than at­
mospheric and the mixture will flow in the wrong 
direction. The transfers generally close ataround 
600 ABOC, which is the same as 1200 BTOC. It 
would seem ideal to open the intake at about 1150 

BTOC, just after the transfer ports close. However, 
on a piston port engine this would require the 
intake to remain open until 1150 ATOC as well, 
and all the crankcase pressure meant to transfer 
the mixture to the cylinder would be lost back out 
the open intake. 

Transfer 

Transfer ports are designed to move the fuel/air 
mixture from the crankcase to the cylinder, and to 
scavenge the exhaust from the cylinder. Because 
the exhaust port opens before the transfers do, the 
exhaust gases are already traveling in the right 
direction. As the pressure in the cylinder drops, the 
exhaust will no longer flow of its own accord . The 
transfer ports aim the incoming fuel/air mixture in 
such a way that it will sweep throughout the cyl ­
inder, pushing the exhaust gases toward the ex­
haust port. 

The size and shape of the transfer ports are im ­
portant for efficient scavenging. If they are too 
small, the transfer flow will be restricted. If the 
port is too large, the flow speed will drop. The lack 
of inertia of the gases will affect the direction of 
the flow after it leaves the port, resulting in poor 
scavenging . The transfer port passage is part of the 
crankcase volume. The larger the passage, the 
lower the crankcase pressure. 

Timing of the transfer ports runs from about 600 

BBOC to about 600 ABDC. The transfer ports 
cannot open until after the exhaust does or the ex­
haust would flow into the crankcase. This would 
mix the new charge and the exhaust, resulting in 
less power (or none at all) . Transfer port timing is 
symmetrical about BOC. The closing point of the 
transfer port is important to good cylinder filling. If 
open too long, some of the mixture will flow back 
into the crankcase. 

Compression 

Compression occurs as the piston on its upstroke 
closes the intake and exhaust ports and com­
presses the fuel/air mixture in the cylinder to a 
fraction of its original volume. To achieve com­
pression of any kind, the cylinder must be 
mechanically sealed. 

, 



The cylinder head, in most engines, is separate 
from the cylinder itself. The joining surface be­
tween the head and the cylinder is sealed against 
both compression and combustion by the "head 
gasket." This gasket must be capable of with ­
standing high temperatures and pressures. Some 
head gaskets are simply a sheet of copper or 
aluminum. Others are a sandwich of copper and 
asbestos sheets. The head must be fastened tightly 
to the cylinder, squeezing the head gasket with 
just the right amount of force to keep it from 
leaking. 

The piston is a close fit in the cylinder bore, but 
the final seal is made by piston rings. These are 
steel alloy rings which circle the piston in grooves 
and press outward against the cylinder wall to pre­
vent leakage of compression or combust ion past 
the piston. The piston rings must withstand high 
temperatures and pressures without deforming 
while rubbing constantly up and down on the cyl ­
inder wall. 

Most engines have one or two compression sealing 
piston rings. Their job is to seal the gap between 
the piston and cylinder. 

New piston rings must be "broken in." The new 
rings do not conform exactly to tiny irregularities of 
the cylinder wall, but they gradually wear to fit . 
This initial wear is the break-in period. 

The cross-section of a ring is an important part of 
its design. Rings having a rectangular cross­
section are called "flat" rings . The groove for this 
type of ring has parallel walls. Another type of ring 
has a wedge-shaped cross-section (see Figure 2-3). 
This type of ring is called a "key-stone" ring and 
its groove has nonparallel walls. The shape of the 
ring and its groove are designed to force the ring 
outward against the cylinder wall during the com ­
bustion stroke for better sealing. Key-stone rings 
should not be installed upside down. Flat rings 
sometimes also have a "top" and "bottom" and 
should always be installed carefully following the 
manufacturer's instructions. 

A third type of ring is the "Dykes" pattern ring . 
This ring is usually used alone on a single-ring 
piston. It is placed at the upper edge of the piston, 
so that one side of the "L" shape protrudes above 
the edge slightly. The ring is forced against the cyl­
inder wall during the upstroke by the drag of the 
cylinder wall twisting the ring outward. During the 
combustion stroke the gas pressure on the inside 
of the upper leg of the "L" forces it out against the 
cylinder wall for a good seal. 

FLAT 
RINGS 

KEYSTONE 
RINGS 

Figure 2-3 

"DYKES" 
RING 

The compression rat io may be measured in two 
different ways. The entire cylinder displacement 
from BDC to TDC may be used, or just the 
displacement above the exhaust port . Kawasaki 
two-stroke engi nes are generally rated by the 
second method. As an example, imagine the 
engine in Figure 2-4 with a 60 mm stroke. Its 
displacement can be figured as shown. 

o 

Figure 2-4 

BORE = 60 mm 
STROKE = 60 mm 
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V =m2h 
WHERE: 
V = displacement vo.lume 
r = 112 bo.re - 30 mm o.r 3 cm 
h = stroke - 60 mm o.r 6 cm . 
17 = 3.1416 

V = (3.1416) (9) (6) 
V = 169.6 cc o.r appro.ximately 170 cc 

If the engine has a to.tal co.mbustio.n chamber vol ­
ume o.f 20 cc at TDC, then the co.mpresslo.n ratio. 
can be figured. 

WHERE: 
R = co.mpressio.n ratio. 
V = displacement vo.lume - 170 cc 
V = vo.lume at TDC - 20 cc 

170 + 20 
R= - - - -

20 

R = 9.5 

This is called the "theo.retica l" co.mpressio.n ratio.. 
Ho.wever, if we measure the to.tal vo.lume o.f the 
cylinder at the clo.sing o.f the exhaust Po.rt instead 
o.f at BDC, the co.mpressio.n ratio. calculatio.ns might 
Io.o.k like these. 

V =71r 2h 
WHERE: 
V = displacement vo.lume abo.ve exhaust Po.rt 
r = 112 bo.re - 30 mm o.r 3 cm 
h = distance fro.m to.P o.f cylinder to. 

to.P o.f exhaust Po.rt - 40 mm o.r 4 cm 
71 = 3.1416 

V = (3.1416) (3)2 (4) 
V = 113.1 cc o.r abo.ut 113 cc 

V2 

113 + 20 
R= 

20 

R = 6.7 

This is usually called the "actual" co.mpressio.n 
ratio., and is always Io.wer than the theo.retical 
co.mpressi o.n ratio.. 
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The co.mpressio.n ratio. o.f an engine is o.ne mea­
sure o.f the efficiency o.f the engine. The higher the 
co.mpressio.n ratio., the mo.re efficiently the engine 
will use its fuel, up to. a certain Po.int. An engine 
with a high co.mpressio.n ratio. will put o.ut mo.re 
ho.rsepo.wer fo.r its size and go. further o.n a gallo.n 
o.f gas than an o.therwise identical engine with a 
Io.wer co.mpressio.n ratio.. 

The further the mixture is co.mpressed befo.re it is 
burned, the ho.tter the co.mbustio.n will be and the 
mo.re heat will be pro.duced. Greater heat means 
mo.re expansio.n o.f the co.mbustio.n pro.ducts, and 
that means mo.re ho.rsepo.wer fo.r the amo.unt o.f 
fuel used and the engine size. 

Combustion 

Co.mbustio.n is started by a spark across the elec­
tro.des o.f a spark plug in the co.mbustio.n chamber. 
The spark plug receives a timed surge o.f high­
vo.ltage electricity to. ignite the mixture at the right 
instant. If the ignitio.n co.mes to.o. so.o.n the engine 
will try to. run backward; to.o. late and part o.f the 
Po.wer stro.ke will be Io.st. The ignitio.n is timed to. 
ignite the mixture at 220 befo.re to.P dead center (at 
6500 revo.lutio.ns per minute and up). The reaso.n 
fo.r this lead is to. start the mixture burning in time 
so. that peak cylinder pressures will o.ccur just after 
TDC at high speeds. 

When the spark plug fires, it ignites the mixture 
that is between its electrodes. That burning 
mixture ignites the mixture around it, and a "flame 
fro.nt" travels acro.ss the co.mbustio.n chamber. The 
flame fro.nt mo.ves acro.ss the co.mbustio.n chamber, 
burni ng the mixture as it go.es. 

No.rmal co.mbustio.n is a single flame fro.nt traveling 
acro.ss the co.mbustio.n chamber at just the right 
speed . There are several types o.f abno.rma l co.m­
bustio.ns and all are undesirable. The mo.st 
co.mmo.n is deto.natio.n. Deto.natio.n so.unds like a 
hard, metallic, hammering fro.m the eng ine. The 
flame fro.nt travels almo.st instantaneo.usly thro.ugh 
the mixture resulting in an explo.sio.n rather than 
an even burning o.f the mixture. Deto.natio.n is 
related to. the o.ctane o.f the gaso.line used. 

The "o.ctane" o.f a gaso.line is a number which 
defines that gaso.line's burning speed under a 
standard set o.f labo.rato.ry co.nditio.ns. The higher 
the o.ctane, the mo.re resistant the gaso.line is to. 
deto.natio.n. Octane ratings are assigned acco.rding 
to. a labo.rato.ry pro.cedure which co.mpares a fuel's 
ability to. resist deto.natio.n to. that o.f a mixture o.f 
two. petro.leum distillate fuels . Oil co.mpanies 
pro.duce gaso.line to. meet o.ctane requirements by 
adding tetra-ethyl o.f lead o.r certain high -o.ctane 
petro.leum distillates. The "lead" in the gaso.line 
makes it burn mo.re slo.wly, thus avo.iding 
deto.natio.n. 
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When the mixture burns, a chemical reaction takes 
place. The molecules of fuel combine with oxygen 
molecules of the air to produce carbon-monoxide, 
carbon-dioxide, water, traces of other various com­
pounds, and heat. Heat is absorbed by the engine 
and combustion products. Heat absorbed by the 
engine is wasted, but heat that goes into the cO.m ­
bustion products increases their pressure, forcing 
them to expand. This expansion is what produces 
the actual power in the engine . 

The shape of the engine's combustion chamber is 
a factor in its ability to resist detonation. A smooth 
chamber with few projections and irregularities is 
more resistant to detonation . Chambers that 
induce mixture turbulence are more highly detona­
tion resistant; and chambers with less surface area 
per u nit of vol ume detonate less tha n others. 

Smoothly surfaced combustion chambers are easily 
designed. Mixture turbulence can be induced by 
having a squish area: that is a part of the com­
bustion chamber roof that comes very close to the 
top of the piston (at TDC), causing the mixture to 
squirt out from between the piston and the 
chamber roof as the piston nears TDC. The shape 
with the lowest surface area per unit of volume is 
the sphere. An ideal combustion chamber would 
be a smoothly finished, almost spherical chamber, 
with a squish area around the edge. This design 
allows a smooth scavenging flow across the 
chamber, especially when scavenging flow is 
lowest. 

Compression ratio is important to combustion. A 
high compression ratio requires a high octane fuel 
to avoid detonation. A low compression engine can 
use a lower octane gasoline. 

The compression pressure produced by an engine 
is a more accurate measure of its resistance to 
detonation than its compression ratio. Com­
pression pressure is the pressure in the com ­
bustion chamber, before ignition, produced by the 
risi ng piston. 

Another type of abnormal combustion is pre­
ignition. If the combustion chamber becomes very 
hot, or a f leck of carbon on the chamber surface or 
on the head of the piston heats up, the mixture 
may be ignited before the plug fires. This starts a 
flame front traveling across the chamber. When 
the plug fires, its flame front meets the preignition 
flame front w ith a small, sharp sound. The pre­
ignition creates advanced timing, and the engine 
will soon overheat. Detonation and preignition can 
lead to serious engine damage. 

Another consideration in combust ion chamber 
design is spark plug placement. The spark plug 
should be placed near the center of the chamber 
so the flame front will have the shortest distance 
to travel to reach all points of the chamber. If the 
plug is on one edge of the chamber, the flame 
front has to travel all the way across. From the 
center, the flame front on ly has to travel half as 
far. 

Part of the combustion chamber shape is deter­
mined by the top of the piston. It becomes the 
bottom of the chamber at TDC. The top of the 
piston is generally shaped in a gentle arc to 
strengthen its center. Some pistons have a raised 
center to take up space in the combustion chamber 
and raise the compression ratio . 

As the piston is forced downward, the angularity of 
the connecting rod increases. The crankpin moves 
around its circle, away from the centerline of the 
cylinder and then back again. This results in the 
piston's being thrust against one side of the cyl­
inder wall during combust ion, and the other side 
dur ing compression . The piston hole is slightly off­
set, in the direction opposite the direction of 
crankpin travel near TDC. This lessens the impact 
of the piston's sideways motion aga inst the cyl­
inder wall. The piston reaches TDC slightly before 
the crankpin does, and piston "slap" at the instant 
of combustion is minimized (Figure 2-5). 

---~~I ""'_---- OFFSET 

Figure 2-5 
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The piston cannot be made in a perfectly cylin ­
drical shape or the piston would fit the cylinder 
only when the engine was cold, and not fit well 
when the engine was hot. A piston does not ex­
pand evenly as it heats up. Near the ring grooves 
and through the head (Figure 2-6), the pi ston walls 
are thicker for extra strength; the skirt is thin to 
save weight. The upper part of the piston will 
expand more than the skirt, and must be smaller. 
The wall thickness near the piston pin holes is 
greater to handle the stresses of the reciprocating 
motion of the piston. The piston will expand more 
across the piston pin bosses and must be made 
with an elliptical shape. As the piston heats up, it 
expands into a cylindrical shape and fits the 
cylinder. 

PISTON SHAPE 
(EXAGGERATED) 

Figure 2-6 

The ~ather odd shape of the piston when cold 
makes it important to know where to measure 
when checking piston to cylinder clearances. 
Usually the piston is measured with a micrometer 
across the skirt at 900 to the piston pin bosses, 
about 3 / 16 inches (5 mm) up from the bottom 
edge. The other half of piston clearance is the cyl ­
inder diameter. This is measured with a d ia l-bore 
gauge (if available) at four different positions, and 
in two directions at each position. The cylinder is 
measured not only for size, but for roundness and 
taper. 

Exhaust 

The design of the exhaust system and timing has a 
major effect on the characteristics of the engine. 
The speed range of the engine increases with the 
height of the exhaust port. Proportionately, the 
useful power range of the engine decreases. The 
exha ust port opens and closes at about 800 to 900 

BBDC. The height of the port determines its timing. 
The higher the exhaust port, the wider the exhaust 
angle. 
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The last bit of pressure in the cyli nder is released 
into the exhaust system w ith the opening of the 
exhaust port. Th is forces the gases to move in the 
right direct ion. After bottom dead center, the rising 
piston forces the rest of t he burned gases out 
thro ugh the exhaust port. 

The exhaust system cons ists of a passage from the 
exhaust port through the cyl inder head, an ex­
haust mani fold, and a muffler . It removes the 
exhaust gases quickly and easily whi le reduc ing 
excessive noise. 

Engine Design 

Th eory, function , and design of the upper portion 
of th e engine are important, but not complete until 
th e lower end (crankcase) fu nct ions are 
u nde rstood. 

The crankcase conta ins the crankshaft, and 
supports the main bearings. Snowmobile engines 
use ball bearings for the ma in bearings. 

These ball beari ngs are very strong and consist of 
tw o hardened steel races separated by a caged set 
of steel ba lls. The crankshaft is f itted to the inner 
race, and th e crankcase carr ies the outer race. As 
the crank t urns, t he inner race ro l ls on the balls 
which roll on the outer race. The cage keeps the 
balls from ru bbing aga inst each ot her. (See Figure 
2-7.) 

The crankcase is designed to totally enc lose the 
crankshaft. In order to install and remove the 
crankshaft , the cra nkcase is split horizontally. 

The crankcase must be airt ight and oiltight. The 
mating surfaces of the crankcase halves must 
match perfectly. A sea li ng compound is used, 
rather than a gasket , to insure airtightness on 
Kaw asaki two-stroke engines. The crankshaft oil 
sea ls and cylinder base baskets have to be airtight . 

Figure 2-7 
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To ach ieve good crankcase compression, the crank­
wheels are designed to fill the crankcase as com ­
pletely as possible. Between the crankwheels is 
the connecting rod. There is very little wasted 
space inside the crankcase. 

The crankshaft is pressed together from separate 
parts. A caged needle bearing is used on the 
crankpin. The crankpin rolls on the needles, and 
the needles roll on the inside of the large end of 
the connecti ng rod . The connecting rod is located 
sideways, and held by two thrust washers, one on 
each side of the big end . 

The crankshaft can twist or loosen and become 
misaligned because it cons ists of separate pieces 
pressed together. The crankwheels must be 
perfectly aligned on the crankp in (Fig ure 2-8). 
There is a specified side and radial clea rance for 
the big end bearing of the connecting rod . (Figure 
2-9). 

@) RIGHTW 
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Figure 2-8 

CONNECTING ROD 
(BIG END) 

THRUST 
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E = RADIAL CLEARANCE 

Figure 2-9 

Lubrication 

These snowmobile engines are automatically lubri ­
cated by a variable pump which may change the 
mixture from about 110 to 1 to about 25 to 1, 
depending on engine speed and throttle opening. 
When the engine needs less oil, as at an idle, it 
gets less oil. 

Under full throttle, the engine will be fed more oil. 
Automatic oiling is economical because it gives the 
engine only as much oil as it needs. This also cuts 
down on visible exhaust emissions. 

CRANKCASE 
OIL INJECTION 

FiniNG 

Figure 2-10 
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In the Kawasaki Injectolube System, oil is kept in a 
tank separate from the engine and pumped by an ' 
oil pump to the engine. It is then mixed with the 
fuel / air mixture from the carburetor, supplied 
directly to the crankshaft main bearings, and the 
connecting rod big end bearings. 

The rate at which the oil is pumped is controlled by 
both throttle opening and eng ine speed. The 
quantity of oil will vary with the engine's require­
ments. With the ideal lubrication that results, en ­
gine performance is vastly improved. The fresh, 
high viscosity oil, supplied directly to the crank­
shaft bearings and connecting rod big end, in­
creases engine durability (Figure 2-10). 

Oil Pump 

The oil pump for the engine lubrication system is a 
plunger type. In this system, the oil pump output is 
controlled to regulate the ratio of oil to fuel / air 
mixture so that proper lubrication is achieved at all 
engine speeds and loads. 

The oil pump output is controlled partially by the 
number of plunger strokes per minute. The num­
ber of plunger strokes is determined by the speed 
of oil pump shaft rotation. Since crankshaft 
rotation is transmitted directly to the oil pump 
shaft, the oil pump output changes in direct 
proport ion to engine RPM (Figure 2-11). 

The other factor that controls oil pump output is 
the plunger stroke length. This length is deter­
mined by the oil pump ca m position, which is con­
trolled by the throttle lever, through the oil pump 
cable (Figure 2-11). 

As the cam is turned by its cable, the plunger 
stroke increases . When the cam is turned from the 
maximum flow to the minimum flow position, the 
plunger tip will strike the cam after less travel, 
thereby pumpi ng less oil. Since there are two high 
points on the plunger cam face, there are two 
complete pumping cycles for each revolution of the 
plunger . A greater plunger stroke will pump more 
oil (Figure 2-11 ). 

Cooling 

All snowmobi le engines need to be cooled. More 
heat is produced by combustion than the com­
bustion products can absorb in horsepower. This 
extra heat is absorbed by the piston, cylinder walls, 
and cylinder head. 

The piston is cooled by the new fuel / air mixture 
coming from the bottom, by the new mixture 
flowing across the top during the scavenging, and 
by contact with the cylinder walls. The piston is 
usually hotter than the cylinder walls or the cyl­
inder head, and is the first component damaged by 
overheating. 

The most common form of engine damage caused 
by overheating is piston seizure . This is caused by 
the overheated piston expanding and pressing 
against the cylinder wall. Friction adds heat to the 
piston until it begins to melt. Pieces are rubbed off 
onto the cylinder wall and welded there by ex­
treme heat. A piston will seize first on the exhaust 
side because that side runs hotter. Incorrect piston 
clearances and uneven cyl inder expansion can also 
cause seizure. A mild seizure feels like a sudden 
loss of power. If the damage is slight, the piston 
can be cleaned and the cylinder bore may not be 
damaged. A more severe seizure may lock the 
engine solid. The damage from a severe seizure re­
quires fitting a new piston and replacing the 
cylinder. A severe seizure can damage the con­
necting rod and crankshaft. These components 
should always be examined for damage. 

The cylinder and head may be cooled by air or 
water. An air cooled engine has fins on the 
cylinder and head which increase the area exposed 
to air. The more area exposed, the more heat given 
up. If the cooling fins or fan intake system become 
clogged with foreigh material, the engine may 
overheat. 

The engine is cooled by the air flowing over it. A 
fan blows cooling air across the cylinders and 
heads and draws the heat out of the engine. The 
engine will not be cooled as effectively at an idle, 
and most snowmobile engines will gradually over­
heat if they are allowed to idle for an extended 
period of time. 

A liquid cooled engine has some advantages over 
u...-~-4 air cooled engines. 

1. Outlet Ports 
2. Plunger 
3. Plunger Tip 
4. Control Arm 

· 5. Pump Shaft 

Figure 2-11 

2 -12 THEORY OF OPERATION 

5 

1. The coolant inside the engine acts as a noise 
absorber insulating against combustion and 
mechanical noises normally heard in air cooled 
engines. 

2. A liquid cooled engine can be operated at full 
throttle for long periods of t ime with less loss 
in HP than the air cooled engine of comparable 
HP. 



3. High horsepower per cubic inch of displace­
ment, along with increased reliability, is the 
direct result of liquid cooling because constant 
operating temperatures are possible through 
the use of a thermostat control of the coolant. 

Figures 2-12 and 2-13 show the direction of 
coolant flow through the cooling system of the 
KAWASAKI engine. When the thermostat is 
closed, the coolant is recirculated back to the pump 
through the by-pass hose. When the thermostat 

COOLANT FLOW (THERMOSTAT CLOSED) 

reaches full open, it automatically shuts off the by­
pass passage allowing the coolant to flow through 
the entire system. 

The heat exchanger is secured over an opening in 
the top of the tunnel. When running in snow, cool­
ing is derived from the snow in the tunnel con­
tacti ng the fi ns on the bottom of the heat ex­
changer, transferring heat from the cooling system 
to the snow. 

Figure 2-12 
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While operating in marginal snow conditions, air 
rather than snow contacts the fins on the bottom 
of the heat exchanger, reducing the cooling 
efficiency of the heat exchanger. To permit 
operation of the snowmobile on very hard packed 
snow conditions without overheating, a radiator 
and duct assembly, located in the engine compart-

COOLANT FLOW (THERMOSTAT OPEN) 

ment, provides adequate engine cooling through 
the vehicle movement. Air enters louvers at the 
front of the hood then the air is ducted through the 
radiator to carry heat from the cooling system. The 
air exits through a duct directly behind the wind­
shield. 

Figure 2-13 
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To ass ist air flow through the rad iator, Kawasaki 
eng ineers designed the windshie ld to be part of 
the cooling system. The area directly behind the 
windshield is a low pressure or partial vacuum 
area . This low pressure is applied to the back side 
of the radiator through the outlet duct on the hood 
(Figure 2-14), The pressure differential existing 
between the front and back sides of the radiator 
perm its air flow through the rad iator at very low 
vehicle speeds. Adequate eng ine cooling is ob­
tained even w hile operating on hard packed snow. 
Running with the windshield removed can result in 
higher engine operat ing temperatures under cer­
ta in conditions. 

1. In let Louvers 
2 . Out let Duct 
3. Windshield 

Figure 2-14 

Operating temperature of the engine w ill vary 
depending on: 

1. Outside air temperature (ambient air) 

2. Snow conditions 

3. Operating cond itions (slow speed, high speed, 
etc.) 

The "normal" engine operating temperature will 
change depending on the variables mentioned 
above. It may range from 108°F (42°C), which is 
the thermostat opening temperature, to 180°F 
(80°C) on the upper end of the green marking of 
the temperature gauge. Engine temperatu re is 
"normal" as long as the needle in the tempera­
ture gauge does not exceed 180°F (80°C). The en ­
gine may be operated with the temperature gauge 
needle in the yellow range (180°F (80°C)- 200°F 
(93°C)) for short periods of time. Use caution and 
monitor temperature needle indications fre­
quently. Stop the eng ine if the needle moves into 
the red area of the temperature gauge. 

1. Green 
2. Yellow 
3. Red 

Figure 2-15 

The average snowmobile engine contains a high 
percentage of lightweight aluminum components . 
Aluminum conducts heat very quickly . An 
aluminum cylinder or head will run cooler than an 
identica l iron one. The cylinder walls cannot be 
bare aluminum because they would be too soft and 
wear quickly. Aluminum cylinders have a chrome 
plate lining to make them wear acceptably. 

Carburetor 
Introduction 

The mixing of fuel and air in the amounts required 
for effic ient combustion is the function of the 
carburetor. 

A common method for referring to carburetors is 
the bore or venturi size. This method is used in 
snowmobiles. The measurement is the diameter of 
the smallest part of the venturi (Figure 2-16). 

The carburetor is the rider's primary control over 
the movement of his machine. The carburetor 
chooses the engine speed that will propel the 
machine at the desired rate . With a squeeze of the 
control the rider can choose a speed anywhere 
from a virtual crawl to flat out. The rider expects 
that the engine will respond instantly, anywhere 
within its operating range. 
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Figure 2-16 

The carburetor receives the message from the rider 
in the form of a pull on a cable. This lifts a slide 
which uncovers the air passage to the engine. This 
sl ide, aided by numerous ports, passages, needles, 
and jets, regulates the flow of fuel and air into the 
engine. When the slide is lifted, a greater quantity 
of fuel/air mixture flows under the slide into the 
engine, causing it to produce more power. When 
the slide is lowered, less fuel/air mixture is ad­
mitted to the engine, causing it to reduce speed 
and power. 

The carburetor controls the amount of fuel/air 
mixture which reaches the engine (Figure 2-17). 

The fuel / air ratio must be adjusted to meet the 
chang ing needs of the engine for particular con­
ditions of load and speed . The ideal burning ratio 
of fuel to air is about 1 :15 or one gram of fuel to 
each 15 grams of air. Ths is an "ideal" or 
"theoretical" mixing ratio, and is only achieved for 
a fraction of the time that the engine is running. 
Due to incomplete vaporization of fuel at low 
speeds or additional fuel required at high speeds, 
the actual operational fuel/air ratio is usually 
richer. 

Within the acceptable fuel / air ratios that can be 
burned in the engine, a balance between power 
and economy must be reached. The amount of air 
entering the engine for combustion is the limiting 
factor for maximum performance. To take advan ­
tage of the limited amount of air available for com­
bustion, it is necessary to surround each air 
molecule with enough fuel molecules to insure 
that all of the air is utilized. Maximum power is ob­
tained by gaining maximum burning efficiency of 
the available air. Maximum economy is gained by 
surrounding each molecule of fuel with several 
molecules of air to insure maximum use from a 
given quantity of fuel. Maximum economy is maxi­
mum burning efficiency of the available fuel. 
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Figure 2-17 

Somewhere between maximum power and maxi ­
mum economy is where most snowmobiles are us­
ually ridden. The range of fuel/air ratios that the 
engine receives at one time or another ranges 
from an extremely rich 1:6 to a very lean 1 :1 7 
(Figure 2-18). At very slow engine speeds the flow 
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Figure 2-18 



of air through the carburetor is slow and the fuel is 
broken up into small droplets. If the engine is cold, 
these droplets of fuel will not vapor ize as they 
would in a warm engine. It is necessary to provide 
a very rich mixture to insure that some of the fuel 
will be burned. 

When warmed up, the engine speed at idle is low, 
and air flow through the carburetor is so low that 
incomplete atomizat ion of the fuel occurs. The 
mixture at idle is rich, about 1: 10. Under hard 
acceleration, when maximum power is being 
developed, the mixture ratio might be around 1 :12. 
The actual amounts of fuel and air are much 
greater for high power operation. Th is is why fuel 
economy drops rapidly when a snowmobile is 
ridden at full throttle much of the time. At cruis­
ing speeds, air flow through the carburetor is sub­
stantial, but the fuel is metered sparingly. This 
results in a slightly lean mixture. 

The carburetor must have the ability to meter the 
fuel and air for extremes of power or economy and 
somewhere in between. The carburetor responds 
to the rider's needs by supplying fuel and air to the 
engine in the exact quantities demanded by speed 
and load. 

Theory & Operation 

Carburetor operation is based on the basic prin­
ciples of fluid dynamics. These principles state that 
when a fluid (such as air) is flowing through a tube 
and encounters an area of smaller diameter 
(known as a venturi or constriction), the f luid will 
undergo an increase in velocity and a decrease in 
pressure as it passes through the venturi (Figure 
2- 19). 

VENTURI 
LOW CONSTRUCTION 

VELOCITY I~IGH VELOCIT~I LOW VELOCITY 

D:====r :~ 
HIGH LOW PRESSURE HIGH PRESSURE 

PRESSURE 

Figure 2-19 

Air is drawn in from the air silencer into the 
engine. This air flows through the carburetor, both 
the large entry section and the smaller venturi 
section, with no loss. If 1000 cc of air flow past a 
point in the entry of the carburetor in one second, 
then the same amount of air (1000 cc) must flow 

past a point in the venturi in the same amount of 
time (one second). If only 900 cc could flow past 
the point in the venturi in one second, there would 
soon be a severe pressure build-up in front of the 
carburetor. To achieve the same flow volume, the 
air must flow faster through the venturi. Exactly 
how much faster depends on how much smaller 
the constriction or venturi is than the rest of the 
tube. The sma ller the venturi, the faster the air 
flow. 

Figure 2-20 shows a carburetor with a maximum 
entry diameter of 41 mm and a venturi of 26 mm 
The venturi dimension is the "size" of the 
carburetor. 

41 mm 
-,.---,....----

26mm 

r------r----~I--~ 

Figure 2-20 

The velocity of the air (or a single "particle" in the 
air) is inversely proportional to the cross-sectional 
area of the tube. To find the cross-sectiona l area of 
the entry and the venturi use the following 
equations: 

A1 = 1Tr1 2 

A2=1Tr22 

Where: 

A 1 is the area of the entry 

A 1 is the area of the venturi 

r 1 is the radius (1 12 of the diameter) of the entry 

r 2 is the radi us of the venturi 

7T is a consta nt, 3.14 

express A 1 and A 2 in a ratio to find how much 
larger the entry is than the venturi. 
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The cross -sectional area of the entry is: 

A1 = 3.14 x 20.5
2 

A1 = 3.14 x 420.25 

A 1 = 1319.585 mm 

The cross-sectional area of the venturi is: 

A2 = 3.14 x 13 

A2 = 3.14 x 169 

A2 = 520.66 mm 

The ratio of A 1 to A 2 is : 

1319.585 = 
= 520.66 

2.53 
-1- or 2.53: 1. 

The area of the venturi is about 2-112 times less 
than the area of the entry. Since the velocity is in ­
versely proportional to the area, the velocity 
through the venturi is about 2-112 times greater 
than through the entry tube. 

Occurring along with the velocity increase is a 
drop in air pressure in the venturi region. This re ­
duced pressure allows the air flowing through the 
carburetor to accelerate through the venturi 
section. Under average conditions, the pressure in 
the venturi will be approximately 60% of the pres­
sure in the entry (which is approximately the same 
as atmospheric pressure). 

Metering System 

The carburetor consists of a number of separate 
systems to supply fuel and air as required. Fuel 
supply is handled by a fuel pump and float bowl. 
The main system, pilot system, and starter system 
mix fuel with air as it is needed by the engine. 

The Float Bowl 

The float bowl (or float chamber) is the source of 
fuel for the other systems which meter the fuel; 
the main and pilot systems; and the starter system. 
The float chamber is attached to the bottom of the 
carburetor. The upper portion of the chamber 
cavity is vented to the atmosphere, so air pressure 
inside the bowl is the same as pressure outside 
the bowl. 

Fuel level in the float bowl is controlled by floats 
and a needle valve.The lower end of the needle 
valve rides on the float arm, and the upper end 
sea ls against the needle valve seat. When the level 
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of fuel in the bowl drops, the floats drop slightly, 
and the needle valve moves down away from the 
seal. This allows fuel pumped from the tank by the 
fuel pump to flow into the bowl. As fuel enters the 
bowl, the floats rise, pushing the needle valve into 
contact with the valve seat, shutting off the flow of 
fuel (Figure 2-21). 

The fuel level affects how rich or lean the engine 
will run throughout its entire range. The reason for 
this is the drop in pressure that occurs in the 
venturi. The float bowl is vented to the atmos­
phere, so there is a pressure of 1.03 kg-cm 2 (14.7 
psi) pushing down on the surface of the fuel in the 
float bowl. When the engine is stopped, this pres­
sure is on the surface of all the fuel in the float 
bowl, including the fuel inside the "feed tubes" 
which lead into the venturi. When the engine is 
running, the pressure in the venturi is less, and 
the pressure in the feed tubes is also less. The 
atmospheric pressure acting on the su rface of the 
fuel in the bowl is much greater than the pressure 
acting on the fuel in the feed tube. Therefore, the 
level of fuel in the feed tube rises, pushing the fuel 
in the feed tube up into the venturi where it is re­
leased into the air stream as t iny droplets (Figure 
2-22). 

, 
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The float level is important at low speeds. If too 
low, the decreased pressure in the venturi would 
not be able to pull enough fuel up out of the bowl 
and into the air stream. This would cause hard 
starti ng and lean mixture ratios. If the fuel level is 
too high, too much fuel is pulled into the venturi 
and the engine would run too rich. The float level 
is adjusted by bending the tab. Bending the tab 
towards the needle valve lowers the fuel level, and 
bending it away from the valve raises the level. 
Always set the fuel level at the correct level. 

Metering the fuel and air in the proper amounts is 
performed by a number of separate systems. Each 
system has a range of throttle positions in which it 
is effective, but the division between where one 
system takes up and another leaves off is gradual. 
This "overlap" insures the transition from one 
system to another will be smooth . The metering 
components are the throttle slide, main fuel sys­
tem, pilot system (econo jet system - 55 440 only), 
and starter system. Figure 2-23 illustrates the 
overlap between the components. 

PRESSUR E FUEL 

MAXIMUM 

EFFECT 

MINIMUM 0 

MAXI MUM 

EFFECT 

MINIMUM 0 

LEVEL 

Figure 2-22 
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1/8 1/4 

I 
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Figure 2-23 
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Throttle Slide 
The amount of air entering the carburetor is deter­
mined by the throttle sl ide. The throttle slide rides 
in a closely fitting bore directly above the venturi in 
the carburetor body. The movement of the slide is 
controlled by a cable and spr ing . In the "fully 
closed" position, little or no space remains under 
the slide for the air to flow through the venturi . As 
the slide is raised higher, more air w ill flow 
through the venturi and into the engine. When the 
slide is in a lower position, it blocks part of the 
venturi, and the area under the sl ide becomes a 
venturi in a venturi . The size of the actual venturi 
or air passage changes with the pOSition of the 
slide. This is known as a variable venturi type . It is 
the most com mon type found on snowmobiles and 

is used on all Kawasakis. 

At lower throttle positions, the cutaway of the 
throttle slide affects mixture ratios. The effect of 
the cutaway is felt most from abo ut 1/8 to 1/ 3 
throttle. The higher the cutaway, the leaner the 
~ixture will be at a constant throttle position. The 
higher cutaway offers less resistance to the in­
coming air. The fuel supply remains re latively con ­
stant at any constant throttle position, and the 
additional air results in a leaner mixture. The lower 
the cutaway, the greater air flow resistance, and a 
richer mixture. The slide cutaway provides for 
adjustment of the fuel / air ratio as the transition is 
made from idl e to the full venturi act ion of the 
carburetor (Figure 2-24). 

t 
CUTAWAY 

t 

Figure 2-24 
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Main System 
Four separate systems meter the fuel and mix it 
with the air : The main system for normal running, 
the pilot system for low speed running , the econo 
jet system for additional fuel requirements during 
full throttle operation, and the starter system to 
assist starting w ith a cold engine . 

The largest portion of the metering is performed by 
the main system. The components are: The throttle 
slide, jet needle, needle jet and the main jet. As 
soon as there is enough air flow through the 
venturi to draw fuel up into the main jet/ needle jet 
assembly, the main system takes effect. The main 
system components meter fuel from 1/ 8 throttle to 
full throttle. The throttle slide is part of the main 

system only in that it carries the jet needle. 

OVERALL 
LENGTH 

Figure 2-25 

FIRST TAPER 

SECOND T APER 

The jet needle rides in the throttle slide and moves 
up and down with the slide. The needle itself is 
tapere? at its lower end and has grooves at its top 
end. Figure 2-25 shows a typical double taper jet 
needle. The needle is tapered in two stages. This 
double taper needle is used in larger two-stroke 
engines. The markings on a needle indicate the 
length of the needle and the taper of both sec-
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tions. The first number is the overall length of the 
needle, rounded off to the lowest 10 mm. Thus a 5 
indicates that the needle is at least 50 mm but less 
than 60 mm in length. The letters on the needle 
indicate the taper of each section. The first letter 
stands for the taper of the top section (closest to 
the grooves), and the second letter stands fo r the 
bottom taper. The taper angles are graduated in 
15' (15 minute) increments with a taper of 15 ' 
indicated by the letter A, a taper of 30' indicated by 
the letter B and so on. A needle marked 6DH3 
would be between 60 and 70 mm with a top taper 
of 1° and a bottom taper of 2°. Refer to cha rt 
showi ng the taper ang les of the double taper 
needles used by Kawasaki. Needles are sometimes 
referred to with another number which is not 
actually stamped on the needle . This number indi­
cates the groove in which the clip belongs. A 
6DH3-3 would refer to the needle described, as 
well as telling that the clip should be in the third 
groove from the top . 

CLEARANCE 

Figure 2-26 

NEEDLE TAPER ANGLES 

A 0° 15' I 2° 15 ' 
B 0° 30' J 2° 30' 
C 0° 45' K 2° 45 ' 
D 1° 0' L 3° 0' 
E 1° 15 ' M 3° 15' 
F 1° 30 ' N 3° 30' 
G 1° 45 ' o 3° 45 ' 
H 20 0 ' P 4° 0 ' 

The top of the needle is fastened to the throttle 
sl ide, a nd t he tapered end extends into the needle 
jet. The need le jet fits in the carburetor body in the 
center of the ventur i. The lower end of t he needle 
jet is fed fue l f rom the float chamber by the main 
jet. The inside diameter of the jet is greater than 
the non-tapered section of the needle . The inside 
diameter of t he needle jet used is 2.680 mm and 
the outside diameter of the needle is 2 .512 mm . 
Subt ract ing t he diameter of the need le from the di­
ameter of t he jet gives the amount of clea rance 
between them. 

2.680 mm 
-2.51 2 mm 
0.1 68 mm 

The clearance is 0.168 mm. As shown in Figure 2 -
26, the needle blocks the jet when the throttle 
slide is closed. When the slide is lifted, the needle 
rises out of the jet unti l the tapered section ar­
r ives at t he upper end of the jet. The effect of the 
taper is to increase the clearance between the jet 
and the needle as the needle is lifted . 

W it h the thrott le slide raised, fuel from the float 
bowl is drawn by reduced pressure, up into the jet 
and t hrough the clearance area between the jet 
and the needle. The double taper of the needle 
serves to accelerate the flow rate of the f uel so the 
amount of fuel can keep up with increasing 
amo unt of air in higher throttle positions. 

Chang ing the position of the needle changes the 
amount of ava i lable fuel. The needle is moved by 
moving the cl ip up or down in the grooves on the 
needle. Moving the clip towards the top of the 
needle de lays t he fuel flow increase, leaning out 
t he mixtu re. This is known as lower ing t he needle 
(because if the clip goes up, the needle s its lower). 
Ra ising the need le (lowering the clip) richens the 
mixture by advancing the fuel flow increase (Figure 
2-27) . 

Around 3/ 4 throttle, the clearance between the 
need le and the jet becomes greater than the cross­
sectional area of the ma in jet. At thi s point, the 
fuel flow is determ ined by the size of the main jet. 
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The needle jet preatomizes the fuel before it enters 
the venturi for final atomization into the engine. 
Fuel enters the venturi in a spray of tiny droplets 
rather than a flow or dribble. The atomized fuel 
spray is vaporized by the engine heat. The atomiza­
tion of the fuel in the needle jet and venturi im­
proves the burning efficiency of the engine. 

Atomization of the fuel in a snowmobile car­
buretor is accomplished by use of a "primary type" 
needle jet. The primary type tends to flow more 
fuel, allowing richer mixtures, and is used mostly 
on larger two-stroke engines (Figure 2-28). 

The primary type needle jet has a "reservoir" 
which surrounds the point at which the fuel exits 
past the needle. This reservoir is connected by 
passages in the carburetor body to a very small air 
jet in the front (away from the engine) end of the 
carburetor. Air flows in this jet, through the 
passages and into the reservoir where it mixes 
with the fuel and is drawn into the venturi. The 
entrance to this passage is out at a point of near 
atmospheric pressure and the exit is subject to 
venturi depression. Air flow is aided by pressure 
differential. The size of the jet is very small , so the 
air arrives at the reservoir with high velocity. At 
the reservoir, air helps break up the drops of fuel 
as they leave the center metering portion of the 
needle jet (Figure 2-29). 
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Surrounding two-thirds of the rese rvoir is a l ip 
which extends up into the ve nt ur i in front of the 
needle. This lip generates turbu lence wh ich 
creates a greater vacuum behind the l ip where the 
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reservoir and needle are located. At high RPM, this 
extra vacuum effect helps pull more fuel up from 
the float bowl. The lip on the needle jet is known 
as a primary choke. The height of the primary 
choke determines the amount of turbulence, and 
the amount of extra depression at the venturi exit 
of the needle jet. A taller primary choke will create 
more turbulence and suction, leading to a 
richening of the mixture at higher RPM. Using a 
taller primary choke allows use of a smaller main 
jet to achieve approximately the same mixture ratio 
at full throttle but a decrease in fuel consumption 
in the medi um throttle position. 

The needle jet is identified by its diameter. Figure 
2-30 is a chart for identifying the size of needle 
jets of the primary type. 

The last component of the main system is the main 
jet and the metering screw (not on all car­
buretors). The main jet is attached to the inside of 
the float bowl cover. An "0" ring is used to seal 
the bottom of the needle jet assembly to the f loat 
cover to insure that fuel can enter the needle jet 
only through the main jet. The main jet meters all 
fuel to the main system . 

When the main system begins to meter fuel, the 
throttle slide cutaway, needle, needle jet, and main 
jet determine the amount of fuel that sho uld be de­
livered for the amount of air entering the engine. 
Thi s working relationship continues until approxi­
mately 3/4 throttle. At this point, the cross­
sectional area of the clearance between the needle 
and the needle jet becomes greater than the cross­
sectional area of the main jet. When this occurs, 
there are no restrictions to fuel flow any greater 
than the restrictions of the main jet; and the size 
of the main jet determines how much fuel will be 
available. 

Main jet size is indicated by the number stamped 
on the jet. There are different types of main jets, 
each with a different numbering system. Figure 2-
31 shows each type of jet and Figure 2-32 com­
pares their f low rates in cc per minute to the num­
bers stamped on the jets. 

Use extreme care when changing main jets. Use a 
replacement of the same type. Matching only the 
numbers can result in total confusion as to why 
the engine will not run properly. 

AMAL REVERSE 

.138 in . (3.5 mm) 

.256 in. (6 .5 mm) 

Figure 2-31 
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Figure 2-32 

NEEDLE JET INSIDE DIAMETERS (MM) 

0 1 2 3 4 5 6 7 8 9 

N 2.550 2.555 2.560 2.565 2.570 2.575 2.580 2.585 2.590 2.595 
0 2.600 2.605 2.610 2.615 2.620 2.625 2.630 2.635 2.640 2.645 
P 2.650 2.655 2.660 2.665 2.670 2.675 2.680 2.685 2.690 2.695 
Q 2.700 2.705 2.710 2.715 2 .720 2.725 2.730 2.735 2.740 2.745 

Figure 2-30 
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Econo (Power) Jet System 

The econo jet system is similar to the main system 
in that it only draws fuel when there is enough air 
flow through the venturi to draw fuel through the 
system . The fuel that passes through the system is 
metered by a reverse type jet. This, system has the 
most effect during wide open throttle position 
when the engine is operating at eng ine speeds 
above 5000 RPM. Use of econo jet gives better 
engine response at high engine speeds (over 5000 
RPM) and better fuel economy at lower engine 
speeds. At wide open throttle the main jet sup­
plies approximately 70% of the engine fuel re­
quirements while the econo jet supplies 30%. The 
econo jet stops feeding fuel below 1/2 throttle or 
5000 RPM due to the reduced air flow through the 
carburetor bore at low throttle settings. 

Pilot System (Figure 2 -33) 

Fuel and air supply at low speeds and small 
throttle openings is controlled by the pilot system, 
or slow system. The pilot system consists of a 
series of passageways in the carburetor body, a 
pilot jet to meter fuel, and a pilot air screw to 
meter air. At low eng ine speed and small throttle 
opening the main system can not provide the 
proper amount of fuel or air. 

Fuel is drawn through the pilot jet which pro­
trudes into the float chamber. The pilot jet has a 
series of holes drilled in its body at the point 
where the air is introduced from the passage­
ways. These holes allow fuel to be mixed with air 
before it enters the venturi through the pilot outlet 
(Figure 2-34). 

Air for the pilot system enters from the front of the 
carburetor and is metered by the pilot air screw. 
The pilot air screw is tapered to provide a gradual 
increase in air flow as the screw is backed out . 
The taper fits in the center of a passageway, and 
turning the screw all the way in closes the 
passageway. The normal air screw setting is from 
1 to 1-3/4 turns out from a lightly seated position. 
If the pilot mixture appears too rich, backing the air 
screw out further will lean the mixture. Turning 
the air screw in farther will cut down the amount 
of air supplied, reSUlting in a richer mixture. Ad ­
justment of pilot mixtures can also be effected by 
changi!",g pilot jets. 

At idle speeds (very low, "closed" throttle posi­
tion) air from the air passage in the front of the 
carburetor is supplemented by air from the pilot 
bypass. At these almost closed throttle settings, air 
enters from the pilot air passage and the bypass. 
When the throttle is opened, air flow through the 
venturi increases, and fuel / air mixture now exits 
from both the outlet and the bypass, where it 
mixes with the air flowing through the venturi. 
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Fuel/air mixtures metered by the pilot system are 
somewhat richer than mid-range, partial throttle 
mixtures. Low engine speed at low throttle posi­
tion does not promote good atomization of the fuel 
entering the engine. 

Starter System 

Starting a cold engine presents problems of low' air 
flow and poor atomization that require a rich 
mixture. In a cold eng ine the eng ine parts are not 
hot enough to vaporize the droplets of fuel. To 
overcome these difficulties requires an even richer 
mixture than that provided by the pilot system. To 
provide these richer mixtures, a starter system is 
added to the carburetor. The starter system con­
sists of a jet to meter the fuel, and a plunger 
which opens air passages from the front of the 
carburetor and into the venturi . The plunger is 
lifted by a cable. Lifting the plunger uncovers the 
air inlet passage and outlet to the venturi. If the 
throttle slide is closed, the air that goes to the 
engine must come through the starter passage­
ways. This creates enough suction to draw fuel 
from the bowl into the chamber below the plunger. 
Here it is mixed with air from the front of the car­
buretor and drawn into the venturi and the engine. 
Atomization of fuel for starter mixtures is aided by 
an emulsion tube, a long tube which protrudes into 
the fuel and through which the fuel from the 
starter jet is drawn. This tube has holes drilled in 
it, similar to the pilot jet and air bleed needle jet. 
These holes al low a sma ll amount of air from the 
float chamber to be mixed with the fuel before it 
enters the chamber below the starter plunger. The 
atomization of the fuel allows it to flow more easily 
through small passages (Figure 2-35). 

Figure 2-35 

Primer System 
The primer pump is located in the dash panel next 
to the ignition key switch. This pump is used along 
with the enrichener (Starting System) for cold 
starts. It injects a measured amount of fuel into 
the carburetor venturi at a point just behind the 
throttle slide (Figure 2-36). 

For cold starting, pump the primer 4 to 6 strokes. 
The amount of priming necessary will vary in ac­
cordance with temperature and atmospheric con­
ditions. Experience will indicate the correct num ­
ber of strokes required to start your engine . Over­
priming will caus"e engine flooding resulting in 
hard starting rather than assisting during cold 
starting, DO NOT overprime the engine. 

TO FUEL TANK 

Figure 2 -36 

To operate the primer pump: 

1. Pullout on the primer knob. Outward move­
ment of the primer shaft draws fuel from the 
fuel tank to fill the primer pump cavity. 

2. Push in on the primer knob. Inward movement 
of the primer shaft pumps fuel from primer to 
the fitting of each carburetor. 

NOTE: Be sure the primer knob is pushed in, and 
contacting the body of the pump to prevent 
accidental siphoni ng of fuel through the primer 
pump during engine operation. 
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Fuel / air mixtures metered by the pilot system are 
somewhat richer than mid -range, partial throttle 
mixtures. Low engine speed at low throttle posi­
tion does not promote good atomization of the fuel 
entering the engine. 

Starter System 

Starting a cold engine presents problems of low· air 
flow and poor atomization that require a rich 
mixture. In a cold engine the engine parts are not 
hot enough to vaporize the droplets of fuel. To 
overcome these difficulties requires an even richer 
mixture than that provided by the pilot system. To 
provide these richer mixtures, a starter system is 
added to the carburetor. The starter system con­
sists of a jet to meter the fuel, and a plunger 
which opens air passages from the front of the 
carburetor and into the venturi . The plunger is 
lifted by a cable. Lifting the plunger uncovers the 
air inlet passage and outlet to the venturi. If the 
throttle slide is closed, the air that goes to the 
engine must come through the starter passage­
ways. This creates enough suction to draw fuel 
from the bowl into the chamber below the plunger. 
Here it is mixed with air from the front of the car­
buretor and drawn into the venturi and the engine. 
Atomization of fuel for starter mixtures is aided by 
an emulsion tube, a long tube which protrudes into 
the fuel and through which the fuel from the 
starter jet is drawn. This tube has holes drilled in 
it, similar to the pilot jet and air bleed needle jet. 
These holes allow a small amount of air from the 
float chamber to be mixed with the fuel before it 
enters the chamber below the starter plunger. The 
atomization of the fuel allows it to flow more easily 
through small passages (Figure 2-35). 

Figure 2-35 

Primer System 
The primer pump is located in the dash panel next 
to the ignition key switch. This pump is used along 
with the enrichener (Starting System) for cold 
starts. It injects a measured amount of fuel into 
the carburetor venturi at a point just behind the 
throttle slide (Figure 2-36). 

For cold starting, pump the primer 4 to 6 strokes. 
The amount of priming necessary will vary in ac­
cordance with temperature and atmospheric con ­
ditions. Experience will indicate the correct num ­
ber of strokes required to start your engine. Over­
priming will caus"e engine flooding resulting in 
hard starting rather than assisting during co:d 
starting, DO NOT overprime the engine. 

TO FUEL TANK 

~I 
Figure 2-36 

To operate the primer pump: 

1. Pullout on the primer knob. Outward move­
ment of the primer shaft draws fuel from the 
fuel tank to fill the primer pump cavity. 

2. Push in on the primer knob. Inward movement 
of the primer shaft pumps fuel from primer to 
the fitting of each carburetor. 

NOTE: Be sure the primer knob is pushed in, and 
contacting the body of the pump to prevent 
accidental siphoning of fue l through the primer 
pump during engine operation. 
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Ignition System 
The ignition system consists of the spark plugs, ig ­
nition coil, a capacitor discharge ignition (COl) 
igniter, exciter coil, and a pulser coil. See Figure 2-
37. 

The COl magneto assembly consists of a flywheel 
with four magnets evenly spaced about the cir ­
cumference and a stator. The stator serves as a 
mount for three coils . The exciter coil charges the 
capacitor in the COl igniter; the pulser coil signals 
the COl igniter to fire the spark plugs (both spark 
plugs fire simultaneously); and the lighting coil 
supplies current to the lights. See Figure 2-38. 

As the flywheel rotates, an alternating current is 
induced in the coils mounted on the stator. 

COl IGNITER 

STATOR ASSY. 
o 

ENGINE CONNECTOR 

The COl igniter capacitor stores the charge 
generated by the exciter coil. The amount of 
charge the exciter coil gives the capacitor effects 
the intensity of the spark. 

Current generated by the pulser coil causes the 
capacitor in the COl igniter to release its stored f 
charge to the ignition coil. The ignition coil primary 
induces a high voltage in the secondary winding, 
and causes a spark to jump across the spark plug 
electrodes. 

This sequence occurs twice every rotation of the 
flywheel. 

The pulser coil has no effect on the intensity of the 
spark. Its sole purpose is to signal the capacitor 
when to release its charge. 

Figure 2-37 
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1. Stator Plate 
2. Lighting Coil 
3. Exc iter Coil 
4 . Pulser Coil 
5. Magnet 
6. Flywheel 
7. CDI Igniter 

Figure 2-38 

Electrical System 
The snowmobile electrica l system consists of a tail 
stop light, headlight, brake light switch, head light 
dimmer switch, emergency stop switch, speed­
ometer, tachometer, key switch, and a light 
regulator . A schematic representation of the snow­
mobile electrical system is shown in Section 4, 
Electr ical Lighting System. 

AC current to operate the electrical lighting com­
ponents is generated in the lighting coil on the 
stator plate. 

The schematic shown in Figure 2-39 shows all of 
the components in the lighting system. 

1. The AC current from the lighting coils is routed 
through the voltage regulator which adjusts 
the flow of current according to the demands 
of the system. This regulator operates all the 
time. If it is not operating, the tachometer and 
brake light will malfunction. 

2. With the key switch in the RUN position, the 
current is routed from the regulator to the key 
switch, tachometer, and brake light switch. 

3. With the key switch in the RUN/LIGHTS 
position, the current is routed to the instru­
ment lights, tai l light, and dimmer switch. 

4. The current is routed by the dimmer switch to 
the appropriate head light beam or filament. 
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Torque Converter 
A torque sensing, variable ratio, sheave-type 
torque converter is used to drive the snowmobile. 
This converter consists basically of a drive con­
verter mounted to the power take-off of the en­
gine, a driven converter which drives the track 
through the chain case and gearing, and a V-belt 
which transmits rotary motion from the drive con ­
verter to the driven converter. See Figure 2-40. 

The method of transmitting power from the drive 
converter by means of a belt to the driven 
converter enables multiplication of engine torque 
as needed by the track to pull the snowmobile 
through varying snow depths, and up and down 
hills . The clutch automatically shifts to maintain 
maximum horsepower at all operating conditions. 

1. Drive Converter 
2. V-Belt 
3. Driven Converter 

Figure 2-40 

Drive Converter 

The drive converter on the snowmobile is designed 
to provide maximum performance under all types 
of snow and load conditions (Figure 2-41). 

There are three variables that will change the per­
formance characteristics of the drive converter. 
They are as follows : 

1. Spring 
2. Weights 
3. Ramps 

1. Roller 
2. Spider Assembly 
3. Spring 
4. Movable Sheave 
5. Weight Ramp 
6. Drive Belt 
7. Stationary Sheave 

Figure 2-41 

The primary function of the spring is to control the 
initial engagement between the movable drive 
sheave and T.C. belt. The spring also affects 
engine RPM throughout the drive converter shift 
pattern. A weak or light spring will decrease both 
engagement speed and maximum eng ine RPM, re ­
su lting in speeding up the shift pattern . 

A heavy or strong spring will increase engage­
ment speed and maximum engine RPM, but slows 
down the sh ift pattern. 

The drive converter contains three ramp weights 
that control eng ine RPM . Lighter ramp weight will 
increase engagement RPM, and maintain higher 
RPM throughout the total shift pattern. Care must 
be taken not to exceed specified engine RPM or 
engine damage will occur . By contrast, heavier 
ramp weights will decrease engagement RPM, and 
also lower engine RPM throughout the shift 
pattern. However, the main function of the ramp 
weights is to control the engine RPM through the 
sh ift pattern. 
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The ramp is designed so the shift pattern is within 
the peak torque curve of the engine. The ramp pro­
file is the major factor in determining the charac ­
teristics of the shift pattern. 

Driven Converter 
The power that drives the track is transmitted from 
the drive converter through the T.C. belt to the 
driven converter. The driven converter is held 
closed by the driven torque converter spring. This 
positions the belt at idle, or with the eng ine off at 
the outside ci rcumference of the driven flanges. 

Spring positioning between the fixed sheave and 
ramp cap is variable which changes the pre load 
(twi st) of the movable sheave. If the engine RPM at 
40 mph is 5,000, then winding the spr ing tighter 
will raise the RPM at the same vehicle speed . 
Reducing spring twist will result in lower RPM at 
the same vehicle speed. 

1. Spring 
2. Ramp 
3. Movable Sheave 
4. Drive Belt 
5. Stationary Sheave 

Figure 2-42 
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Spring twist is controlled by placing the tab on 
each end of the spr ing in one of the hole 
selections provided in the ramp cap and fixed 
sheave. See Figure 2-43. 

As the engine speed increases the sheave as­
sembly is spread apart allowing the belt to ride on 
a smaller diameter of the flanges. This change of 
flange diameter varies the drive rat io, auto­
matically providing the most favorable ratio be­
tween the drive and driven converter for the speed 
and load at which the machine is operating (Figure 
2-42). 

The dr ive n converter has torque sensing 
capabilities accomplished through the design of the 
ramps on the fixed sheave and ramp cap . The 
angle of the ramps will change the torque sensing 
capabi li ties of the driven converter. The driven con­
verter compares the amount of engine torque to 
track load, and shifts the converter into the best 
overall ratio for the conditions exist ing at that time. 

- , 

1. Holes in Fixed Sheave 
2. Holes in Ramp Cap 

Figure 2-43 

Chaincase and Gearing 
The chain case provides a mounting for the RH end 
of the jacks haft and the front drive shaft. The drive 
sprocket, drive chain, and driven sprocket are 
housed within the sea led housing which contains 
lubricant for the drive cha in. See Figure 2-44. 

The upper (drive) sprocket in the chain case is 
attached by spli nes to the jacks haft. The lower 
driven sprocket is attached to the track drive shaft 
by splines. The drive chain transfers power from 
the driven converter to the track drive shaft. 



/ 

/ 

1. Chain Case 
2. Drive Sprocket 
3. Driven Sprocket 
4. Drive Chai n 

Figure 2-44 

Track, Suspension, and 
Steering System 
The suspension system consists of the track, slide 
assembly and the skis. See Figure 2-45. 

The track provides floatation and propels the snow­
mobile. Support for the track and suspension is 
provided by the slide assembly. Turning the cam on 
the shock absorber spring adjusts the suspension 
for the weight of the rider(s). The suspension can 
also be adjusted for snow conditions and steering 
control by varying spring tension on the front sus­
pension arms and changing the adjustment of the 
travel limiter. 

The bell crank system used in this snowmobile 
gives full utilization of the shock absorber. The 
bellcrank design permits a 1:1 movement ratio 
between the slide rail upward travel, and the shock 
absorber piston and spring compression. 

For each inch the suspension moves upward, the 
shock absorber piston and spring move one inch. 
See Figure 2-46. 

A 1: 1 movement ratio results in the following ad­
vantages: 

1. Large amount of shock absorber piston travel -
The more shock absorber piston movement 
available, the more effectively oscillations can 
be dampened, thus reducing the rebound 
normally associated when transversing bumps. 

2. Rising rate coil spring - Full utilization of the 
load carrying capabilities permitted by the coil 
spri ng design to effectively reduce bottoming 
out when riding in rough terrain. 

3. The snowmobile can be suspended lower while 
allowing a maximum amount of suspension 
travel with a low center of gravity. 

Two skis are attached to the front of the 
snowmobile for steering control and flotation. A 
wear bar at the bottom of the ski protects the ski 
from wear and aids in steering control. The 
steeri ng system connected to the ski consists of a 
spindle, steering arm, tie rod, and handlebars. 

Figure 2-45 
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1. Shock Absorber Spring 
2. Shock Absorber 
3. Front Suspension Arm 
4. Bell crank 
5. Spring Adjustment Cam 

Figure 2-46 

Maintenance 
Inspection 
Inspect the engine and mating flanges for oil resi­
due around flanges. Replace seals if leakage is 
evident. Check the engine for loose or missing 
hardware etc.; tighten or replace as necessary. 
Check the cooling system for coolant leaks, repair 
or replace as necessary. Inspect oil level of the 
engine gearcase and correct as required . 

Inspect the vent (breather) hole in the 
gearcase cavity above the sight glass for 
obstructions. This hole must remain clear 
for proper operation of the seal between 
the crankcase and gearcase or gearcase 
damage will result. See Figure 2-47. 

To drain the engine gearcase: 

1. Remove the drain plug. See Figure 2-47. 

2. Raise the back of the snowmobile 
approximately 3 feet to completely empty oil 
cavity. 

3. Reinstall the drain plug. 

To fill the engine gearcase: 

1. Remove the fill plug from the top of the 
gearcase. See Figure 2-48. 

2 -32 MAINTENANCE 

2. Pour Shell XL 100 10W30 nonfoaming engine 
oil into the gearcase until the level is half way 
up the sightglass in the engine gearcase. Fill 
the gearcase cavity while the snowmobile is 
level. Do not overfill. The oil level should not 
be higher than the top of the sight glass 
window in gearcase. 

3. Install and tighten the gearcase fill plug. 

1. Vent Hole 
2. Drain Plug 

Figure 2-47 
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Figure 2-48 

Compression Check 

A simple compression check is to pull the starter 
rope slowly. The starter rope should display 
noticeable resistance on each cylinder as the 
piston approaches top dead center . 

Use a compression gage for accurate measure ­
ment. A compression readi ng of 90 to 95 psi per 
cylinder is minimum. There should be no more 
than 10 percent difference between the two 
cylinders. 

Fuel System 
Carburetor 

The pilot air screw should normally be positioned 
112 to 2 turns out from the seated position. An 
engine may idle smoothly out of these settings; 
however, problems may occur in the transition to 
midrange throttle operation. The pilot air screw 
should be adjusted for best idle within the correct 
adjustment range. See Figure 2-49. 

Turn the idle stop screws, on both carburetors, in 
until the spring is coil bound . Then, back off each 
screw three complete turns (initial adjustment). 
Final adjustment is performed with the engine 
running; turn each screw out equally until the 
eng ine idles at 3,000 RPM . 

NOTE: It is important that both slide valves open 
equally to properly balance the LH and RH 
cylinders. Use a tachometer to measure engine 
speed and adjust the idle speed screws so that the 
engine idle speed is 3,000 RPM. See Figure 2-49. 

1. Air Screw 
2. Idle Stop Screw 

Figure 2-49 

Fuel Pump 

Inspect the fuel pump and pulse line clamps for 
loose fit or leaks. 

Fuel Filter 

Remove the fuel filter from inside the fuel pump 
and inspect it. Clean the filter if it is dirty. Replace 
the filter if it is damaged. See Figure 2-50. 

Primer Pump 

Check all the tube connections in the primer 
system for loose fits and/leaks. Correct as nec­
essary. See Figure 2-51. 

Fuel Tank and Lines 

Inspect the fuel tank for leaks. Also check all fuel 
lines and fuel tank fitting connections for leaks or 
kinks. 
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1. Fuel Filter 

Figure 2-50 

Throttle Control Cable 

I WARNING I 
Do not operate the engine with the air 
intake silencer removed. Removal will 
result in engine damage, and may cause 
carburetor icing and a stuck throttle. 

With the engine off and the air silencer removed 
from the carburetor, hold the throttle lever at the 
full throttle posit ion and check that: 

1. Both throttle slides ins ide the carburetor bore 
opens fully and equally. 

2. With the throttle lever at idle, there should be 
approximately 1/ 16 inch (1.5 mm) free play be­
tween the lever and hous ing . The oil pump 
control arm must rest on the stop pin with the 
throttle at the idle position. If either carburetor 
slides, the throttle lever or oil pump control 
arm requires adjustment. Follow the pro­
cedure under "Synchronization of Oil Pump 
a nd Carburetors." 
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1 . Primer Pump 
2. To Fuel Tank 

Figure 2-51 

1. Locknut 
2. Adjusting Screw 

Figure 2-52 
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While installing the air intake silencer, 
check that: 

1. The cover is securely fastened to the 
silencer body and properly sealed. 

2. The rubber seals between silencer body 
and carburetors fit securely during 
installation. 

3. The intake hose is directed rearward. 

Failure to comply with the above steps will cause 
engine failure. 

Synchronization of Oil Pump 
and Carburetors 

Synchronization of the carburetors and oil pump is 
extremely important to assure adequate oil to the 
engine. Proceed as follows: 

1. Remove the air silencer and loosen the idle 
stop screws so that both throttle sl ides bottom 
out. 

2. Push the oil pump bellcrank forward until it 
contacts the stop pin, this insures the oil pump 
is at the dead idle position. 

1. Locknuts 
2. Oil Pump 
3. Control Cable 
4. Bellcrank 

Figure 2-53 

3. Adjust the throttle cable on the LH carburetor 
so that all of the slack is removed . The throttle 
slide should begin to raise as soon as the 
throttle lever on the handlebar is advanced. 
See Figure 2-52. 

4. Loosen the locknuts on the oil pump cable, and 
remove all the slack. Adjustment is correct 
when the bellcrank on the oil pump and the 
throttle slide in the LH carburetor move 
simultaneously as the throttle control lever is 
activated. See Figure 2-53. 

5. Adjust RH carburetor cable so that oil pump 
lever and both throttle slides move simultan ­
eously as the throttle control lever is activated. 

[:~~~!~~] 
While installing the air intake silencer, 
check that: 

1. The cover is securely fastened to the 
silencer body and properly sealed. 

2. The rubber seals between silencer body 
and carburetors fit securely during 
installation. 

3. The intake hose is directed rearward. 
Failure to comply with the above steps will 
cause engine failure. 

6. Turn the idle screw out 3 turns from the coil 
bound for initial setting . Final adjustment is 
3,000 RPM idle speed. 

Enrichener Control Cable 

With the enrichener lever at off, the outer casting 
of the enrichener cable should have 1/ 16 inch (1 .5 
mm) of free movement when raised. See Figure 2-
54. 

1. 1/ 16 Inch (1 .5 mm) 
2. Locknut 
3 . Adjusting Screw 

Figure 2-54 
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NOTE: Engine flooding may occur if the en­
richener cable free movement is less than 1/16 
inch (1.5 mm). 

If adjustment of the enrichener cable is required, 
loosen the locknut and turn the adjusting screw to 
obtai n the correct clearance. 

Ignition System 
Since the COl system has no mechanical parts, 
there are no parts to wear out, and no schedu led 
maintenance is required. If any of the CDI system 
components are defective, they must be replaced. 

Ignition Timing Adjustment 

1. Remove recoil starter. Remove the right hand 
side spark plug and install a dial indicator in 
the spark plug hole. See Figure 2-55. 

2. Position the recoi I side piston at 0.108 inch 
(2 .75 mm) before top dead center. 

3. Check that the "F" mark on the flywheel aligns 
with fixed mark on the magneto housing. 

Figure 2-55 
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NOTE: If the "F" mark on the flywheel is off 
slightly, loosen the four nuts securing the magneto 
cover to the crankcase and shift the cover ac­
cordingly. If the mark position is not corrected with 
this procedure, replace the flywheel. After the 
mark is corrected, check the timing with a timing 
light. 

4. Remove the dial indicator and replace the 
spark plug and lead wire. 

5. Connect a strobe type timing light to the right 
hand side spark plug lead, follow light manu­
facturer's instructions. See Figure 2-56. Use 
the snowmobile tachometer to measure RPM. 

Figure 2-56 

WARNING I 
Do not touch the spark plug leads while 
engine is running as they will transmit a 
powerful electrical shock. Do not touch the 
hot exhaust system. A severe burn would 
result. 

6. With torque converter belt removed and guard 
secured in place, start the engine with emer­
gency start rope on drive converter, run at 
approximately 6,500 RPM, and direct the 
timing light at the fixed mark on the magneto 
housing. The ignition timing is correct when 
the "F" mark on the flywheel appears in align­
ment with the fixed mark on the magneto 
housing as the light flashes. Shut off engine . 



7. If the timing is incorrect, loosen the stator 
plate screws through holes in the flywheel , 
and reposition the stator plate as required 
(clockwise to retard timing - counterclockwise 
to advance timing) to correct the timing. See 
Figure 2-57. 

When adjusting the stator plate, take care 
not to damage the coil windings. 

8. Tighten the stator plate screws and recheck 
timing . 

9. When the ignition timing is correct, remove the 
timing light and replace the recoil sta rter. 

Figure 2-57 

Alternate Method of Timing 
Adjustment 

1. Remove the drive belt and install a fabricated 
pointer onto the engine as shown. See Figure 
2-58. For accuracy, it is important to attach the 
pointer to the engine rather than the chassis 
so the pointer can move with the engine on its 
mounting system . 

2. Remove the spark plug from the RH cylinder 
and install a dial indicator into the RH cylinder 
spark pi ug hole. 

3 . Rotate the drive converter in the normal 
direction of rotation (counterclockwise) to find 
TDC. Rotate the drive converter clockwise to 
0 .108 inch (2.75 mm) before TOC. Mark the 
drive converter opposite the tim ing pointer. See 
Figure 2-58. 

Figure 2-58 

4. Remove the dia l indicator, and reinstall the 
spark plug. 

5. With the converter guard secured in place, run 
the engine at 6,500 RPM. Direct the tim ing 
light through the opening in the converter 
guard directly over the timing pointer. The 
timing is correct when the mark on the con ­
verter aligns with the pointer as the timing 
light flashes. See Figure 2-59. 

Figure 2 -59 
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6. If the timing is incorrect, remove the manual 
starter and loosen the stator plate mounting 
screws through the holes in the flywheel. 
Then, turn the stator plate as required (clock­
wise to retard timing, counterclockwise to ad­
vance timing) to correct the timing. 

7. Recheck the timing after the above adjust­
ment. If the timing is correct, remove the 
timing light and reinstall the drive belt and re­
coi I starter. 

Cleaning, Inspecting, and Gapping 
the Spark Plug 

Normal plugs have brown to greyish-tan deposits 
and sl ight electrode wear. This indicates the cor­
rect spark plug heat range. See Figure 2-60. 

Carbon fouled plugs show dry, fluffy black de­
posits which may be caused by overrich carbure­
tion, overchoking, weak coil, or worn cables. See 
Figure 2-61. 

Figure 2-60 Figure 2-61 

Worn out, eroded electrodes and a pitted insulator 
are indications of long service. Replace old spark 
plugs for better fuel economy, quicker starting and 
smoother engine performance. See Figure 2-62. 

Wet, oi Iy deposits may be ca used by the low speed 
carburetor adjustment being too rich, prolonged 
low speed operation, improper fuel -to-oil mixture, 
or weak ignition system. These plugs can usually 
be degreased and reinstalled. See Figure 2-63. 

Figure 2-62 Figure 2-63 

Burned or blistered insulator and badly e d d 
~'e~trodes indicate overh·sating. Improper ~~a~k 
Imlng, low ~ctane fuel or lean fuel / air mixtures 

can cause thiS condition. See Figure 2-64. 
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Figure 2-64 

Inspect spark plugs for cracked porce lain and worn 
electrodes. Clean the electrodes with a point file. 
Adjust the gap to the specified 0.020 to 0.024 inch 
(0. 5 to 0.6 mm). In regapping, adjust only the 
ground side electrode. Do not attempt to bend the 
center electrode; the insulation will crack. See Fig­
ure 2-65. 

Before installing the spark plugs, be sure the 
washer is installed and the seat on the cylinder 
head is clean. Install the spark plug, and tighten it 
to 18 to 20 ft. Ibs (2.5 to 2.7 kg -m ). 

[::~~~~~:] 
Do not clean old spark plugs with a 
sandblaster. Grit may be released into the 
cylinder during engine operation causing 
severe damage. 

1. Gap 
2. Washer 

Figure 2-65 

Electrical System 
Ignition Switch 

The ignition switch should be lubricated with 
graphite once a year. The graphite will also pre-

vent freezing of the ~ntt/on swifCh ifl ~xtr~mClr 
cold weather. 

NOTE: Do not us 
lubricant. e an excessive amount of 

--



___________ SP ________ _ 

1. Wall 
2. 25 Feet (7,620 mm) 
3. Reference Mark (Center Of Headlight to Floor) 
4. 2 Inches (51 mm) Below Reference Mark 

Figure 2-66 

Headlight Adjustment 

Headlight adjustment is rarely required, but shou ld 
be checked at least once a year to insure it is prop­
erly aimed. The high beam of the headlight is used 
for aiming, and can be adjusted on both the verti­
cal and horizontal planes as follows: 

1. Position the snowmobile as shown with the 
head light locked in the up position. See Figure 
2-66. 

2. Be sure the floor is level, then position the 
snowmobile so that the headlight is 25 feet 
(7,620 mm) from a wall. 

3. Measure the distance from the floor to the 
center of the headlight and mark the wall at 
the dimension measured (reference mark). 

I WARNING I 
If adjusting the headlight indoors, provide 
proper ventilation to prevent possible 
carbon monoxide poisoning. 

NOTE: Be sure an operator is seated on the snow­
mobile when the eng ine is running to prevent the 
vehicle from creeping ahead and to assure proper 
aiming. 

4. Illuminate the headlight high beam . The head­
light is properly aimed when the high beam is 
centered and aimed 2 inches (51 mm) below 
the reference mark on the wall. 

5. If adjustment is required, turn adjusting screws 
as shown. See Figure 2-67. 

Bulb Replacement 

Headlight bulb replacement should be performed 
from the rear of the headlight, from inside the 
hood. Replacing the bulb from inside the hood does 

1. Horizontal Adjusting Screws 
2. Vertical Adjusting Screws 

Figure 2 -67 

not disturb the aiming of the headlight, thus ad ­
justments will not be required. Replace the head­
light bulb as follows : 

1. Remove the wire harness connector from the 
headlight. 

2. Push down while turning the retaining ring 
counterclockwise. The retaining ring is marked 
"top" for proper indexing during installation. 
See Figure 2-68. 

3. With the retaining ring removed, the bulb and 
socket can be pulled out of the headlight. Note 
that the socket is installed with the wide tab 
towards the top. See Figure 2-68. 

Install the headlight bulb in the reverse order of 
removal. 
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1. Retaining Ring 
2. Wide Tab On Socket 

Figure 2-68 

Tail/Brake light 

Replace the tail and brake light bulb by removing 
the lens, secured by 2 screws, and then removing 
the lamp from the socket. See Figure 2-69. 

Figure 2-69 

Speedometer 

The speedometer cable should be lubricated once a 
year. Remove the cable from the rear of the 
speedometer and lubricate the cable with graphite. 

Voltage Regulator 

Check the connection on the wiring harness from 
the voltage regulator . Make sure the connection is 
clean and tight. 
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Converters 
Drive Converter and 
Driven Converter Alignment 

The converter alignment (offset) should be 0.588 
inch (14.9 mm) as measured from the back face of 
the fixed sheave on the drive converter to the edge 
of the driven converter movable sheave (Figure 2-
70). 

o 

1. Fixed Sheave On Drive Converter 
2. Movable Sheave On Driven Converter 

Figure 2-70 

If adjustment to the converter alignment is 
required: 

1. Remove the left side alum inum trim from lower 
pan. See Figure 2-71. 

2. Remove the bolt securing driven converter to 
the jackshaft. 

3 . Slide the driven converter off of the jackshaft. 
Be careful not to lose the shims inside of the 
driven converter. Increase or decrease the 
number of sh ims as required to obtain the 
0 .588 inch (14.9 mm) offset. See Figure 2-72. 

4. Reinstall the driven converter on the jackshaft, 
and torque the bolt 40 to 50 ft/lbs. (5.53 to 
6.91 kg-m) 

f 
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1. Aluminum Trim 
2. Retaining Bolt 

Figure 2-71 

1. Driven Torque Converter 
2. Shims 

Figure 2-72 

Converter Center Distance 
Adjustment 

The converter center distance should be 12.0 
inches (304.8 mm). See Figure 2-73. 

If adjustment of the converter center distance is 
required : 

Figure 2-73 ' 

1. Loosen the jackshaft adjusting bolt and 
locknut, the two bolts on the jacks haft bearing 
retainer, and the four bolts holding the cha in 
case to the chassis. See Figures 2-74 and 2-
75. 

2. Move the bearing retainer and chain case 
forward or rearward, as requ ired, to obtain 
12.0 inches (304.8 mm) center distance. 

When moving or removing the jackshaft 
bearing retainer, remember the number 
and placement of the shims between the 
retainer and the frame. The bearing 
retainer should be shimmed until the 
jacks haft centerline is 6.62 inches (168.15 
mm) above the track drive shaft centerline. 

3. Check the shimming of the jackshaft bearing 
retai ner as follows : 

a. Remove the shims below the bearing 
retainer. 

b. Position the bottom of the retainer parallel 
to the top of the chassis . 

c. Install "U" shaped shims, as required, to fill 
the space between the bottom of retainer and 
top of chassis. 

This procedure will prevent excessive preload ing of 
jackshaft beari ng at cha i n case end of shaft . 

4. Turn the adjusting bolt so the head of the bolt 
contacts the jacks haft bearing retainer flange 
and tighten the jam nut. 

5. Ti ghten all bolts and locknut on the jackshaft 
bear ing retainer and chain case . 
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1. Bearing Retainer Bolts 
2. Adjusting Bolt Locknut 
3. Adjusting Bolt 
4. Bearing Support 
5. Shims 

Figure 2-74 

1. Mounting Bolts 

Figure 2-75 

Drive and Driven 
Converter Alignment Using 
Special Alignment Gauge 
PIN 57001-3503 
Correct converter center -to-center distance of 12.0 
inches (304.8 mm), and converter offset distance 
0.588 inches (14.9 mm) is obtained when align­
ment gauge PIN 57001-3503 is correctly installed 
between drive and driven converter sheaves. Fig­
ure 2-76. 

1. Alignment Gauge PI N 57001-3503 

Figure 2-76 

Center-To-Center Distance 

1. Remove the belt guard and drive belt. 
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2. Rotate the driven converter movable sheave 
clockwise, and insert the alignment bar 
between the sheaves with the deep notch 
facing the stationary sheave. Carefully release 
the movable sheave, allowing the spring 
tension to keep the gauge in position between 
the stationary and movable sheaves. 

3. The center distance is correct if the notch in 
the bar fits over the shaft on the drive con­
verter. 

If adjustment of the converter center distance is 
required: 

1. Loosen the jackshift adjusting bolt and locknut, 
the two bolts on the jackshaft bearing retainer, 
and the four bolts holding the chain case to the 
chassis. See figures 2-77 and 2-78. 

1. Bearing Retainer Bolts 
2. Adjusting Bolt Locknut 
3. Adjusting Bolt 
4. Bearing Support 
5. Shims 

Figure 2 -77 

2. Move the bearing retainer and chain case 
forward or rearward, as required, to obtain 
12.0 inches (304.8 mm) center distance. 

When moving or removing the jackshaft 
bearing retainer, remember the number 
and placement of the shims between the 
retainer and the frame. The bearing 
retainer should be shimmed until the jack­
shaft centerline is 6.62 inches (168.15 
mm) above the track drive shaft centerline. 

1. Mounting Bolts 

Figure 2-78 

3. Check the shimming of the jackshaft bearing 
retainer as follows: 

a. Remove the shims below the bearing 
retainer. 

b. Position the bottom of the retainer parallel 
to the top of the chassis. 

c. Install "U" shaped shims, as required, to fill 
the space between the bottom of retainer and 
top of chassis. 

This procedure will prevent excessive preloading of 
jackshaft beari ng at chai n case end of shaft. 

4. Turn the adjusting bolt so the head of the bolt 
contacts the jacks haft bearing retainer flange, 
and tightens the jam nut. 

5. Tighten all bolts and locknut on the jackshaft 
bearing retainer and chain case. 

Offset Distance 

Correct offset distance is obtained when the sur­
face of the shallow notch on the alignment bar 
touches the base of the fixed sheave of the drive 
converter. 

If adjustment to the offset distance is required: 

1. Remove the left side aluminum trim from, 
lower pan. See Figure 2-79. 
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1. Aluminum Trim 
2. Retaining 80lt 

Figure 2-79 

2. Remove the bolt securing driven converter to 
the jacks haft. 

3. Slide the driven converter off of the jackshaft . 
8e careful not to lose the shims inside of the 
driven converter. Increase or decrease the 
number of shims, as req uired, to obtain the 
0.588 inch (14.9 mm) offset. See Figure 2-80. 

Reinsta ll the driven converter on the jackshaft, and 
torque the bolt 40 to 50 ft Ib (5.53 to 6.91 kg-m). 

1. Driven Torque Converter 
2. Sh ims 

Figure 2-80 

Parallelism 

1. When checking the center-to -center and offset 
distances, para llelism must be checked by 
measuring dimensions A and 8 as shown in 
Figure 2-81. Compare dimensions A and 8 
against Notes I and II. _ 

1. Distance " A" 
2. Distance " 8 " 
3. Alignment Gauge PI N 57001-3503 

Figure 2-81 

NOTE I: Dimension A must be equal to or more 
than dimension 8. 

NOTE II: Dimension A must never exceed 
dimension 8 by more than 0 .02 inch (0.5 mm). 

2. If dimension A is less than dimension 8, 
parallel ism between engine crankshaft and 
jackshaft is not correct. Para lIelism must be 
adjusted as follows: 

a. Loosen the large bolt in each of the two 
engine mounts on the right side of the 
eng ine. 

b. Move the right side of the engine either 
toward the front or rear whichever is 
necessary. After the converters are 
parallel , insta ll the shims as required on 
either side of the mount to f ill the space 
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between the eng ine mount and the slotted 
engine mount brackets on the chassis . 

c. Securely t ighten the large bolts in the two 
engine mounts after parallelism is 
obtained. 

Drive Belt 

Inspect the drive belt for worn areas, cracks be­
tween the teeth, or ply separations. Replace the 
belt when worn 0.125 inch (3.18 mm) from new 
specifications. 

Remove the drive belt as follows : 

1. Remove the safety pin securing the belt guard 
at the rear, and swing the belt guard forward. 
The belt guard must be swung around the 
intake silencer hose. See Figure 2-82. 

2. Rotate the movable ha lf of the driven converter 
towards the rear of the veh icle while pushing it 
towards the steering post. Assistance of 
another may be required to apply the brake 
while rotating sheave. See Figure 2-83 . 

1. Safety Pi n 

Figure 2-82 

I WARNING I 
Use caution when removing the drive belt 
from the driven converter sheave since it is 
under a heavy spring load. Keep fingers 
and hands clear when releasing sheave. 

Figure 2-83 

3. Roll the drive belt up and off of the driven 
co nverter, then slowly release the movab le 
sheave. See Figure 2-84. 

1. Drive Belt 
2 . Driven Converter Movable Sheave 

Figure 2-84 

4. Work the drive belt past the driven converter 
hub, then remove it from the drive converter. 
See Figure 2-85. 
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Figure 2-85 

Install a replacement drive belt as follows: 

1. With the drive belt in position around the drive 
converter, work the belt past the driven 
converter hub. 

2. Open the driven converter movable sheave to 
ease installation of the drive belt. 

3. Roll the drive belt over the top of the sheave, 
being careful not to pinch your fingers, and 
into position in the driven converter. 

4. Position the converter guard and secure it with 
the safety clip. 

[~] 
Be certain the intake silencer hose is 
directed to the rear after the converter 
guard is reinstalled as incorrect position 
may result in engine damage. 

5. Close the hood and lock it into position with 
the hood latches. 

NOTE: Always reinstall used belt so it will rotate 
in the same direction as it did originally. 

Drive and Driven 
Converter Lubrication 

[~~~~~::J 
DO NOT LUBRICA TE THE DRIVE OR 
DRIVEN CONVERTER. Any lubricant applied 
to the drive or driven converters will 
drastica./I.y change the shifting 
charactenstlcs, resulting in converter 
failure and reduced drive belt life. 
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Clean the drive and driven converter sheave sur­
faces once a year. Use a drag dipped in acetone 
liquid cleaner to remove water and oil. Remove 
rust or rubber with No. 260 and No. 320 emery 
cloth and polish with No. 400 emery cloth. 

Brake 
Check the brake adjustment to be sure the brake 
disc can be moved back and forth with just a very 
slight brake drag on the brake disc and that the 
brake lever movement is less than 3/4 inch (19 
mm) when applying the brake. See Figure 2-86. 

Figure 2 -86 

I WaRNING' 

DO NOT OVERTIGHTEN the brake because 
damage to components, or personal injury 
could result 

If brake adjustment is required, turn the adjusting 
nut while simultaneously moving the brake disc 
back and forth until the brake pads just begin to 
move with the disc. See Figure 2-87. 

1. Brake Adjusting Nut 
2. Brake Disc 
3. Brake Pads 

Figure 2-87 
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Drive Chain Tension 

The drive cha in is se lf-adjusting for tension but the 
plastic chain guides should be inspected for wear. 
Turn or rep lace if necessary. 

1. Tensioner Spring 
2. Cha in Guides 

Figure 2-88 

1. Remove the chain case cover bolts and cover 
to allow the oil to drain out of the chain case 
and through the hole in lower pan. 

2. The chain guides should be turned 1800 (to use 
the unworn portion of the guide) when one 
side is worn to within 0.12 inches (3.0 mm) of 
the tensioner arm pin. See Figure 2-89. 

\ 
\ 
\ 
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01 
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/ 

1. 0.12 in. (3.0 mm) 

Figure 2-89 

When both sides of the chain guides are worn to 
this dimension they must be replaced . 

3. Clean any plastic sediment and dirt from the 
chain case and cover. 

4. Replace the O-ring in the cover if cut or 
damaged, then reinstall chain case cover. 

5. Fill the chain case to the center but not above 
the top of the chain case cover sight gauge 
with DEXRON II automatic transmission fluid . 
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GEAR RATIO CHART 
Drive Sprocket· Number of Teeth 

17 18 19 20 

Gear Ratio 1.90 1.80 
Speed *86 MPH * 91 MPH 
Chain Pitch 64 64 
Tens ioner Spr ing Red Pink 

Gear Ratio 2.18 2.06 1.95 
Speed *75 MPH *79 MPH * 84 MPH 
Chain Pitch 64 64 64 
Tensioner Spring Red Pink Green 

(STD SS340) 

Gea r Ratio 2.24 2. 11 1.90 
Speed *73 MPH *77 MPH *86 MPH 
Cha in Pitch 64 64 66 
Tensioner Spring Pink Green Red 

Gear Ratio 2.05 1.95 
Speed *80 MPH *84 MPH 
Chain Pitch 66 66 
Tensioner Spr ing Red Pink 

Gear Ratio 2.35 2.22 2.11 2.00 
Speed * 69 MPH * 73 MPH * 77 MPH * 81 MPH 
Chain Pitch 66 66 66 66 
Tensioner SprinQ Pink Pink Green Green 

*Theoretical MPH at 8,000 RPM 

NOTE: All top speeds based on .96 overdrive in converter and engine RPM at 8,000 . 

., 

l 

21 22 

1.76 1.68 
*93 MPH *97 MPH 

66 66 
Red Pink 

1.81 1.73 
* 90 MPH * 94 MPH 

66 66 
Pink Green 

1.86 
*88 MPH 

66 
Green 

(STD SS440) 
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Color 

Black 
White 
Red 
Orange 
Pink 
Yellow 
Green 
Blue 

Chain Tensioner Springs 

Length 

2.50 inches (63.50 mm) 
2.50 inches (63.50 mm) 
3.00 inches (76.20 mm) 
3.00 inches (76.20 mm) 
3.38 inches (85.85 mm) 
3.38 inches (85.85 mm) 
3.75 inches (95.25 mm) 
3.75 inches (95.25 mm) 

Wire Dia. 

0.049 inches (1.245 mm) 
0.055 inches (1.397 mm) 
0.049 inches (1.245 mm) 
0.055 inches (1.397 mm) 
0.049 inches (1.245 mm) 
0.049 inches (1.245 mm) 
0.049 inches (1.245 mm) 
0.055 inches (1.397 mm) 



Track, Suspension, and 
Steering System 
The steering system components should be 
checked periodically for excessive wear and se ­
curity of fasteners (nuts, bolts, etc.) . Proper ski 
alignment cannot be maintained with worn 
components. 

Ski Alignment 

Alignment should be checked at the beginning of 
each season, whenever the ski is subjected to a 
hard side impact, or when steering system com­
ponents are replaced. Check the ski alignment as 
follows: 

1. Place a long board (or suitable straightedge) 
against the right hand edge of the track, and 
measure the clearance between the board and 
center line of the ski. Position the ski so that 
the distance measured between the ski center 
line and edge of the board is the same at the 
front and rear of the ski. See Figure 2-90. 

1. Tie Rod End 
2. Straightedge Against Track 
3. Measure Clearance Here 

Figure 2-90 

2. When the ski is parallel to the outside edge of 
the track, check the steering handlebar for 
centering . 

3. If the handlebar requires centering, loosen the 
lock (jam) nuts and turn the tie rod length ad­
justing stud in the direction necessary to cen ­
ter the handlebar. See Figure 2-91. 

NOTE: Be sure the ski remains parallel to the 
straightedge while turning the tie rod end adjust­
ing bolt. 

1. Tie Rod Length Adjusting Bolt 
2. Locknuts 
3. 1-1 / 4 Inch (32 mm) Maximum 

Figure 2-91 

I WARNING I 
If the dimension shown in Figure 2-91 
exceeds 1-1 / 4 inch (32 mm), refer to 
Section 3 and check for damaged steering 
system components. 

4. To align the other ski, move both ski tips 
towards the center of the snowmobile to re­
move the steering linkage play. Loosen the 
locknuts and turn the tie rod to obtain an equal 
distance from ski center to ski center when 
measured at the front and rear of the skis . See 
Figure 2-92. 

5. Tighten all the hardware (nuts, bolts, etc.) in 
the steering system. 

1. Equal Distance Front And Rear 

Figure 2-92 
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Ski Runners 

Excessively worn ski runners can greatly reduce 
the handling of your snowmobile . The runners on 
the bottom of each ski should be inspected often, 
since the wear rate depends on the surface the 
snowmobile is operated on. Replacement is recom­
mended when the runners are more than 3/ 4 
worn at any point. Refer to section 3 for ski run­
ner replacement. 

Suspension Adjustment 

The slider suspension is fully adjustable for rider 
comfort. 

The adjustments consist of changing the preload 
on the suspension springs. A suspension spring is 
on each side of the front suspension arm and a 
cam adjustment on the rear spring over the shock 
absorber. 

Ride Adjustment 

Ride adjustment is controlled by changing spring 
tension of the rear cam . Tightening the adjust­
ment cam w ith the cam wrench will stiffen the 
ride and carry more driver or passenger weight. 
See Figure 2-93. 

1. Shock Absorber Spring 
2. Adjustment Cam (Ride) 
3. Front Suspension Springs 

Figure 2 -93 

Handling Adjustment 

The handling adjustment is controlled by changing 
the spring tension of the front arm only. See 
Figure 2-94. 

1. Front Suspens ion Arm 
2. Adjustment Nut (Handling) 

Figure 2-94 

Always adjust the preload (tension) of the 
front springs on each side of the 
suspension arm equal/y. Excessive tension 
of one spring can cause spring breakage or 
excessive wear to one side of the slide 
wear strips. See Figure 2-94. 

Any changes to the adjust ing nuts will change the 
snowmobile's handling characteristics. If the nuts 
are tightened, the front of the suspension presses 
harder on the ground and results in less sk i 
pressure. Loosening the nuts causes the front of 
the suspension to have less pressure on the 
ground, causing the ski pressure to increase. A 
change in ski pressure will affect the vehicle steer­
ing response. 

Travel Limiter 
The travel limiter limits the amount of ski lift dur­
i ng acce leration. For general ridi ng the clea ra nce 
between the rubber washer and the stop should be 
1/4 inch (6.35 mm) or less. For riding on ice, this 
clearance can be decreased to allow the skis to re ­
main on the surface. When riding in powder snow, 
this clearance can be increased to allow the skis to 
ride higher. See Figure 2-95. This adjustment will 
have an effect on the steering response during 
acceleration. Adjust the travel limiter with the 
weight of the snowmobile on the ground . 

Clearance between the rubber washer and 
the stop should never exceed 1/2 inch 
(12.7 mm), serious damage to the slide 
rails or track could occur. 
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SIDE VIEW 

1. 1/ 4 Inch (6.35 mm) 
2. Adjusting Nut 

Figure 2-95 

Track Tension Adjustment 

I WARNING I 
While raising the snowmobile off the 
ground, place the skis against a stationary 
object and secure the vehicle to prevent 
personal injury. 

1. Raise the rear of the veh icle so the track is off 
the ground for its entire length and securely 
brace the snowmobile so it cannot fall. 

2. With a 5 to 8 pound (2.2 to 3.6 kilograms) 
weight hanging from the center of the track, 
the clearance from the bottom of the wear strip 
to the top of the track should be 3 / 4 inch (19 
mm). This dimension should be measured in 
the area directly below the rear suspension 
pivot arm bolt. See Figure 2-96. 

1.3/ 4 in. (19mm) 
2. Rear Pivot Bolt 

Figure 2-96 

3. Loosen the rear axle wheel assembly mount­
ing bolt on either end of the rear axle. Turn the 
rear axle adjusting nuts through rear track 
openings, clockwise, to decrease the clear­
ance between the wear strip and track. See 
Figure 2-97. 

1. Rear Axle Adjusting Nuts 

Figure 2-97 

4. When the proper tension is attained, be sure 
the same number of threads protrude through 
the adjusting nuts on each side. This is a good 
starting point for track alignment. 
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5. Remove the weight from the track. 

6. Start the eng ine and push on the throttle only 
enough to turn the track slowly a few 
revolutions. Stop the engine and perform the 
Track Alignment check. 

Track Alignment 
r"1-w-a-R-N-IN-G--', 

To prevent injury, never measure track 
alignment while the engine is running. 

Track alignment is correct when the distance 
between the rear idler w hee l and edge of the track 
is equal on both sides. See Figure 2-98. 

1. Idler Wheel 
2. Dimension Equa l On Both Sides 
3. Rear Axle Wheel Assembly Mounting Bolts 

Figure 2-98 

If the track runs to one side, tighten the rear axle 
adjusting nut on the same side, approximately 1/2 
turn, then restart t he engine and recheck the 
alignment. 

When track alignment is correct, tighten the rear 
axle wheel assembly mounting bolts. 

Storage 
Preparation for Storage 

1. Thoroughly clean the snowmobile by hosing off 
all dirt and grime from the suspens ion and the 
eng ine compartment. 

2. Siphon the fuel from the fuel tank. 

3. Remove the air intake silencer from the 
ca rb u retor. 

4 . Start the eng ine. With the engine running at 
idle speed, slowly inject KAWASAKI Snowmo­
bi le oi l into the carburetor opening . See Figure 
2-99. Stop the engine when excess ive smok­
ing from the muffler outlet pipe is noticed. This 
procedure lubricates the internal engine com ­
ponents to prevent rust 

1. Carburetor 
2. Oil Can 

Figure 2-99 

5. Install the air intake silencer to the ca rburetor. 

6. With a rag or masking tape, plug the openings 
of the air intake silencer and muffler outlet. 

7. Fill coolant tank to 114 to 112 inch (6.35 to 
12.7 mm) be low top of tank. 

8. Check the cha in case lubricant leve l. 

9. Remove the drive belt. 

DO NOT LUBRI CA TE THE DRIVE 
CONVERTER OR DRIVEN CONVERTER. 

10. Drain and refill engine gearcase. 

11 . Block the rear of the snowmobile off the 
ground to remove weight from the suspens ion . 
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12. Loosen the rea r axle wheel assembly mount­
ing bolt on either end of rear axle then loosen 
adjusting nuts to re lieve track tension. 

13. If paint is scratched, use touch-up pa int to re ­
store or iginal fini sh, and wax the hood and 
chass is using an automotive type wax. 

14. Cover your snowmobile to protect it from dirt 
and dust. 

Removal From Storage 

1. Fi II the fuel ta nk with fresh fuel. 

2. Fill the oil tank with KAWASAKI snowmobile 
oil. 

3. Check the oil tube connect ing the oil tank to oil 
pump for air bubbles. If any air is present, 
bleed the oil tube and pump. 

4 . Check and fi l l engine oi l pump gearcase. Use 
She ll XL100-10W-30 non-foaming engine oil. 
Level should be above center of sight gauge 
but not higher than the top. 

5. Remove the plugs (masking tape or rags) from 
the air intake silencer and muffler outlet. 
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6. Check coolant level, fill the coolant tank to 1/ 4 
to 112 inch (6.35 to 12.7 mm) down from top 
of tank. 

7. Using a suitable solvent, clean the driven 
converter pulleys. The converter pul leys must 
be clean and dry. 

8. Insta ll a new drive be lt. Use the one removed 
last year as a spare. 

9. Adjust the track tension. 

I WARNING' 

Be sure engine has stopped before check­
ing or adjusting track alignment. 

10. Start the engine and rotate the track several 
revolutions, at low speed only, then stop en ­
gine and check the track alignment. 

11. Lower the vehicle from blocks. 

12. Operate the snowmobile with the old spark 
plugs for the first 112 hour of operation. 

This wi ll allow the oil used wh ile storing the snow­
mobile to collect on the old spark plugs. Install new 
spark plugs, refer to the SPECIFICATIONS page for 
the recommended heat range and gap adjustment. 
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Troubleshooting 
Isolating a malfunction is as important as 
correcting the trouble. Use a good systematic ap­
proach to locate the problem in the minimum 
amount of time. All service operations can be 
solved by following these three steps : 

Obtai n from the ow ner a n accurate descript ion of 
the trouble, operating condit ions, and ma in­
tenance history. In many cases, these wi l l help to 
isolate the trouble. Sometimes solving the problem 
is not enough, and the cause has created other un­
detected problems. Use the Troubleshooting Charts 
as a guide in solving the problem. If addit iona l in ­
terrelated problems exist, refer to appropriate 
portion of Section 3 for major repair procedures. 1. Identify the prob lem 

2. Determine cause of the problem 

3. Correct the problem 

Trou bleshooti ng 
Engine Problem 

Engine does not start - no 
spark. 

Condition 

1. Key switch not ON or ma l­
functioning . 

2. Emergency stop switch in 
OFF position or malfunction­
ing. 

3. Spark plug(s) fouled, oiled 
or damaged. 

4 . Plug cap(s) damaged, leaking 
or shorted. 

5. High tension wi re(s) loose, 
grounded or shorted . 

6. Defective CDI igniter. 

7. Defective exciter coil. 

8. Defect ive pulser co il. 

9 . Defective ignit ion co il. 

10. Improper air gap between 
pulser coil and the flywheel 
magnets. 

11. Weak flywheel magnets. 

Engine w il l not start - does not 1. Fue l tank empty. 
get fue l. 
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2. Cracked, broken or pinched 
fuel line. 

3. Obstructed or damaged 
fue l pump filte r. 

4. Carburetor jets plugged or 
f uel pump malfunctioning. 

5 . Impulse li ne is cracked, 
broken or pinched. 

6. Carburetor adjusted in­
correctly. 

Remedy 

1. Turn switch ON or replace. 

2. Move switch to ON or re ­
place stop switch . 

3. Replace spark plug(s). 

4 . Replace plug cap(s). 

5. Service high tension wire(s)/ 
coil(s) . 

6. Replace CDI ign iter. 

7 . Replace exciting coil. 

8. Replace pulser coil. 

9. Replace ignition coil. 

10. Adjust air gap. 

11. Replace the flywheel. 

1. Fill fuel tank with fuel. 

2. Replace the fuel line. 

3. Clean or replace fuel 
pump f ilter. 

4. Service the carburetor 
or the fuel pump. 

5. Replace the impulse line. 

6. Adjust t he carbu retor. 



TROUBLESHOOTING (CONTINUED) 

Engine Problem (Continued) 

Engine will not start -
fuel will not ignite. 

Engine does not idle or idle 
rpm fluctuates. 

Condition 

1. Air leak between carbure­
tor, silencer seal or cylinder. 

2. Carburetor adjusted in­
correctly. 

3. Water in carburetor. 

4 . Engine is flooded. 

5. No compression (worn or 
broken rings, scored piston, 
hole in piston or damaged 
cylinder). 

6. Blown head gasket. 

1. Air screw adjusted in­
correctly. 

2. Idle screw adjusted in­
correctly. 

3. Defective fuel pump (check 
valve). 

4 . Idle screw broken and em­
bedded in main carburetor 
body casting . 

5. Impulse line cracked, 
kinked or broken. 

6. Enrichener cable adjusted 
incorrectly. 

7. Oil seals leaking. 

8. Air leak (pressure 
check engine). 

9. Throttle slide valves 
not synchronized. 

Remedy 

1. Tighten mounting bolt and 
nuts. 

2. Adjust the carburetor. 

3. Disassemble and clean 
carburetor. 

4 . Turn key switch OFF, re ­
move spark plugs and dry 
them - crank engine over 5-10 
times. Install spark plugs and 
start engine. If engine con ­
tinues to flood, check 
carburetor. 

5. Check compression, re­
place worn or damaged parts. 

6. Replace head gasket. 

1. Adjust air screw. 

2. Adjust idle screw. 

3 . Service the fuel pump (check 
valve). 

4 . Replace the idle screw and 
the main carburetor body 
casting . 

5 . Replace or repa ir impulse 
line. 

6. Adjust enrichener cable. 

7. Replace oil seals . 

8. Disassemble and 
replace worn, defective, 
or damaged parts. 

9. Synchronize throttle 
slide valves . 
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Engine Problem (Continued) 

Engine develops power loss or 
runs on one cylinder. 

Engine overheats. 

3-4 TROUBLESHOOTING 

Condition 

1. Fouled or defective spark 
plug(s). 

2. Obstruction inside of 
muffler. 

3. Defective CDI igniter. 

4 . Filter obstructed. 

5. Excessive carbon buildup 
in exhaust portIs). 

6. Defective pulser coil. 

7. Damaged or worn rings . 

8. Low crankcase pressure . 

9. Damaged piston. 

10. Damaged head gasket. 

11 Broken (shorted) high ten-
sion leads. 

12. Defective plug cap(s). 

1. Incorrect spark plug(s). 

2. Low coolant level. 

3. Air leak between carbure­
tor and cylinder. 

4 . Caburetor adjusted in­
correctly. 

5. Excessive carbon deposits 
in combustion chamber. ex­
ha ust port or muffler. 

6. Damaged rings caused by 
excessive carbon buildup. 

7. Thermostat stuck in 
closed position . 

8. Plugged or dirty radiator. 

9. Defective water pump. 

10. Defective pressure cap. 

Remedy 

1. Replace the spark plug(s). 

2. Remove obstruction or re­
place muffler. 

3 . Replace CDI igniter. 

4. Clean or replace f i lter. 

5 . Clean exhaust port(s). 

6. Replace pulser coil. 

7. Replace the rings. 

8. Check crankcase for leaks; 
replace oil seal or gasket. 

9. Replace piston a nd related 
component(s). 

10. Replace gasket. 

11. Replace complete ignition 
coi l. 

12. Replace cap(s). 

1. Install correct spark plug(s). 

2 . Fill to proper level. 
Check system for leaks. 

3 . Replace gaskets. t ighten 
mounting hardware. 

4. Adjust carburetor 

5. Clean affected components. 

6. Clean or replace rings. 

7. Replace thermostat. 

8 . Remove and clean radiator. 

9. Replace water pump. 

10. Rep/ace pressure cap. 



TROUBLESHOOTING (CONTINUED) 

Engine Problem (Continued) 

Engine backfires; has irregu­
lar running condition. 

Note: Engine may eventually 
overheat. 

Engine four-cycles. 

Engine stops (suddenly) after 
running. 

Engine stops (gradually) after 
running. 

Condition 

1. High tension lead wire 
shorting out. 

2. Fouled or incorrect spark 
plug (heat range too hot). 

3. Air leak between carburetor 
and cylinder. 

1. Carburetor incorrectly ad­
justed. 

2. Dirt between needle valve 
and valve seat. 

1. Defective ignition coil. 

2. Obstruction in fuel tank or 
fuel filter . 

3. Fuel line obstructed or 
pinched. 

4 . Defective CDI igniter. 

5. Spark plug bridged . 

6. Seized piston(s) . 

7. Seized crankshaft . 

8. Defective exciter coil. 

9. Defective pulser co il. 

1. Obstruction in fuel tank or 
fuel f ilter. 

2. Fuel line obstructed or 
pinched. 

3. Damaged head gasket(s). 

4 . Loose cylinder head. 

5. Loose spark plug(s). 

Remedy 

1. Replace complete ignition 
coil. 

2. Replace spark plug or in­
stall spark plug having colder 
heat range . 

3. Check carburetor holder to 
make sure it is not warped. 

1. Adjust carburetor . 

2. Service carburetor. 

1. Replace ignition coil. 

2. Clean or replace filter. 

3. Remove obstruction, re­
move pinched area from fuel 
line. 

4. Replace CDI igniter. 

5. Replace spark plug . 

6. Replace piston and any af­
fected components. 

7. Replace crankshaft and any 
affected components. 

8 . Replace exciter coil. 

9. Replace pulser coil. 

1. Clean or replace fi lter. 

2. Remove obstruction, re­
move pinched area from fuel 
line. 

3. Replace head gasket(s). 

4 . Tighten cylinder head nuts 
to correct torque . 

5. Tighten spark plug(s) to 
correct torque. 
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Drive Converter Problem 

Drive converter engages be­
fore specified rpm . 

Drive converter engages after 
specified rpm . 

Maximum drive converter 
rpm too high . 

Maximum drive converter 
rpm too low. 

Shifting too quickly. 

Shifting too slowly. 

Belt depos its on stat ionary 
sheave and movable sheave. 

Drive converter will not dis­
engage at idle - engine starts 
hard and stalls because of 
belt drag . 
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Condition Remedy 

1. Incorrect spring . 1. Install correct spring . 

2. Weak or damaged spring . 2 . Replace spring . 

3. Incorrect weights. 3. Install correct weights. 

1. Incorrect spring . 1 . Install correct spring. 

2. Incorrect weights. 2 . Install correct weights. 

3. Dirty movable sheave . 3 . Clean movable sheave. 

4. Worn (flat spots) rollers and 4 . Replace rollers and ramps. 
ramps. 

5. Bushing in housing worn 
excessively on inside diame­
ter. 

1. Incorrect weights (too light). 

2 . Short belt or incorrect 
center to center distance. 

1. Incorrect weights (too 
heavy). 

2. Long belt or incorrect 
center to center distance . 

1. Incorrect weights (too 
heavy). 

2. Weak drive spring. 

3. Driven spring preload in­
correct (too loose). 

1. Incorrect weights (too light). 

2. Spring too strong . 

3. Driven spring preload too 
tight . 

1. Wrong offset and center to 
center distance. 

1. Drive belt outside circum­
ference below specifications. 

2. Thickness of belt on inside 
diameter exceeds specifica­
tions . 

5. Replace components as re­
quired. 

1. Install correct weights. 

2. Install new belt and establish 
correct offset and center to 
center distance. 

1. Install correct weights. 

2 . Install new belt and establish 
correct offset and center to 
center distance. 

1. Install correct weights . 

2. Replace spring . 

3. Correct spr ing preload. 

1. Install correct weights . 

2. Replace spring . 

3. Decrease spring preload. 

1. Remove belt deposits and 
establish correct offset and 
center to center distance. 

1. Replace drive belt. 

2 . Check drive belt specifica ­
tions (belt thickness on inside 
diameter). 

... 



TROUBLESHOOTING (CONTINUED) 

Drive Belt Problem 

Side of belt glazed or baked -
not normal, caused by exces­
sive heat buildup. 

Lugs worn off inside of belt. 

Belt worn in one spot. 

Cracks at base of belt lug . 

Chaincase Problem 

Rattle in chaincase. 

Condition 

1. Incorrect belt - excessive 
slippage. 

2. Too much throttle applied 
under heavy load - excessive 
sl ippage. 

3. Weak drive converter 
spring. 

4. Drive converter engage­
ment rpm too low. 

5. Improper drive converter 
operation (sticking , etc.). 

6 . Drive converter and driven 
converter "offset/center to 
center " is incorrect. 

7. Oil or grease on drive con­
verter or driven converter 
sheave surface. 

1. Drive converter engages 
suddenly (engagement speed 
too high). 

2. Center to center distance 
too far apart or belt 
too short. 

1. Track frozen to slide rails, 
front drive or ground . 

2. Incorrect track tension . 

3. Idle speed too high. 

4. Improper operation of drive 
converter. 

1. Continuous overrevving when 
snowmobile is operated . 

Condition 

1. Incorrect chain tension . 

2. Chain stretched beyond ad­
justable limit . 

Remedy 

1. Insta ll correct drive belt. 

2. Te l l d ri ver to decrease 
thrott le under heavy load con ­
dition; install new belt. 

3. Perform spring pressure 
test; instal l new spring if 
spr ing is weak. 

4 . Adjust engagement rpm -
See Specificat ions. 

5 . Remove and repair drive 
converte r; install new belt if 
one is needed. 

6 . Check and adjust, insta ll 
new belt if one is needed. 

7. Clean sheaves; install new 
be lt if one is needed. 

1. Remove and repa ir drive 
converte r; install new belt, if 
one is needed. 

2. Alter center to center 
distance or insta ll 
longer belt. 

1. Free track and insta ll new 
belt. 

2. Adjust track tension and 
instal l new belt. 

3. Reduce idle rpm and install 
new be lt. 

4 . Repa ir or rep lace drive 
converter and insta ll new belt. 

1. Decrease rpm and insta ll new 
belt. 

Remedy 

1. Check chain guides and 
tensioner springs. 

2. Install new chain and 
sprockets. 
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Chaincase Problem Condition Remedy 
(Continued) 

Chain slippage. 1 . Incorrect chain tension. 1. Check chain guides and 
tensioner springs. 

2 . Chain stretched beyond ad- 2. Install new chain and 
justable limit. sprockets. 

3. Sprocket teeth worn. 3. Install new sprockets and 
chain . 

Chain slips off sprockets. 1. Incorrect chain tension . 1. Check chain guides and 
tensioner springs. 

2. Sprocket teeth worn. 2 . Install new sprockets and 
chain . 

3. Sprockets misaligned. 3 . Align top sprocket with 
bottom sprocket. 

Track Problem Condition Remedy 

Edge of track is frayed. 1. Track is misaligned. 1 . Set track tension and align-
ment. 

Track is grooved (worn) or 1. Track tension is too tight. 1. Set track tension and align-
burnt on inside surface. ment. 

2. Rear idler wheels do not 2. Install new rear idler 
turn or otherwise damaged. wheels and set track tension 

and alignment. 

Track ratchets or hits on 1. Track tension is too loose. 1. Set track tension and align-
body tunnel (top). ment. 

Accelerated rail strip wear. 1. Slide rail(s) bent. 1. Straighten slide rail(s) or 
install new rails. 

2. Track is misaligned . 2. Set track tension and align-
ment. 

Driven Converter Problem Condition Remedy 

Low engine rpm yet belt 1. Weak spring or broken spring. 1. Rotate end of spring clockwise 
shifts completely through on driven converter to in-
driven converter operati ng crease spring tension or in -
range (1 to 1 ratio). stall new spring. 

High engine rpm yet belt 1. Incorrect spring - too 1. Install correct spring. 
takes too long to shift through heavy. 
driven converter range (1 to 1 
rat io) . 2. Dirt on movable or sta- 2. Clean sheaves. 

tionary sheave. 

3 . Excessively worn movable 3 . Install new components. 
or stationary sheave. 
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Ignition Troubleshooting 
Ignition Troubleshooting Using 
CD Ignition Tester 
PN T56019-201 
GENERAL DESCRIPTION 

The Kawasaki Ignition Tester PIN T56019-201 is 
an electr ical energy measuring device capable of 
measuring the peak energy output of the CD 
igniter, magneto exciter, and pulser coils. 

Ign ition energy output pulses occur at a speed of 
microsecond duration and cannot be accurately 
measured by a voltmeter. The Kawasaki Ignition 
Tester PIN T56019-201 is solid state construction 
capable of measuring energy peaks of less than 
one microsecond in duration. 

The Kawasaki Ignition Tester PIN T56019-201 
performs as a comparator. The energy output 
values for all CD Ignition components were de­
rived from tests conducted by Kawasaki . Using this 
tester, it can be determined if each ignition com­
ponent is functioning properly. The test results can 
be compared with the standard values given. 

Tester Controls and Accessories 

1. High-Low Ra nge Switch 

The tester has two input ranges selected by a 
toggle switch. The Low range is sensitive to AC 
or DC voltages from .5 to 27 volts. The High 
range is sensitive to AC or DC voltages from 
approximately 75 to 500 volts. 

High Scale Test: 

a. Plug the test simulator into a 115 VAC elec ­
tric outlet for ten seconds. 

b. Place toggle switch of the tester in the High 
position. 

c. Remove the simulator from the outlet, and 
connect the "P" and "N" leads from the tester 
to the simulator as indicated on the bottom of 
the simulator. 

d. Set the tester dial to 50, or below. Depress 
the button on the simulator. The indicator lamp 
on the tester should light. 

Low Scale Test: 

a. Place switch in Low position. 

b. Set tester dial to 50, or below. 

c. Connect yellow lead to negative terminal of 
1 2 volt battery. Connect red lead to positive 
terminal. Indicator lamp should light. 

If lamp does not light in either the High or Low 
scale tests, check tester battery installat ion. 
Check the clip leads for faulty connections. If 
no faults can be found, refer to the warranty 
statement for instructions in sending the tester 
back to Electro-Specialties, Inc. for repair. 

2 . Indicator Dial and Light 

The ignition energy output is referenced 
against a 0- 100 scale on the tester . The 
greater the energy output, the greater the 
value indication on the scale. The indication is 
in the form of an incandescent lamp that lights 
when the scale dial is set at the position cor­
respondi ng to the energy output. 

Indicator Dial Alignment: 

Check indicator dial alignment by turning the 
dial to the full clockwise position. The wh ite 
mark on the dia l must line up with the 100 on 
the face. If the mark does not line up with the 
100, loosen the dial setscrew, remove the dial, 
turn the indicator dial shaft fully clockwise, re­
place the dia I, Ii ni ng up the ma rk on the dia I 
with the 100, and tighten the setscrew. Do not 
force the dial to turn without first loosening 
the setscrew. 

Due to manufacturing to lerances, do not be 
concerned if the white mark on the dial, when 
turned fully in the counterc lockwise direction, 
does not align exactly with the zero. 

3. Test Simulator 

The test simu lator is used as a source of en­
ergy for testing the high range of the ignition 
tester. It is charged up by being plugged into a 
115 VAC outlet. 

Do not touch the plug pins on the simulator 
while depressing the button. A mild shock will 
result. For each test performed by the simula­
tor, it must be recharged . The tester will not be 
damaged if the test switch is placed in the Low 
position and high voltage output tests are 
made. 

4. Load Coil 

The CD ignit ion load coil is used in conjunc­
tion with the tester and is designed to provide 
an output load for the CD igniter unit . The load 
coil will cause a marginal capacitor to ma l­
function, but will not effect a good unit. 
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5. MM-1 Cli p 

The MM-1 clip determines the relative amount 
of energy present in the spark plug wires. En­
gines in various stages of wear will indicate a 
different energy reading than new engines. As 
the engine compression goes down, the energy 
necessary to fire the plugs goes down also. 

Readings lower than standard ind icate low coil 
output (caused by a fau lt anywhere in the igni­
tion system, faulty spark plug or ignition wire, 
or low compression). Readings higher than 
standard indicate higher coil output or larger 
than standard spark plug gap. 

GENERAL TEST INSTRUCTIONS 

Eng ine Accessory Circuits 

Before beginning test procedures, check all primary 
and secondary ignition wiring , ignition switches, 
and engine stop switches to eliminate them as 
possible causes of ignit ion failure . 

Starting W ith Magneto Ignition 

Removal of the spark plugs will allow the engine to 
turn over faster , rais ing the level of output from 
the ignition system. Vigorous cranking raises the 
output over that of cranking without compress ion . 
If output results are margina l, output can be mea­
sured with and without compression. Values listed 
in the test procedures are taken against com­
pression. A lways crank vigorously as in actual 
starting . 

Analysis of Test Results 

Indicator Lamp Lights at Specified Setting: 

After every test that lights the indicator lamp, re­
set the indicator circu it by depressing the Reset 
button. The Indicator lamp will light at all points 
downscale from the highest indication. 

Test results should repeat within f ive (5) points of 
the specif ied sett ing . If read ings do not repeat, 
output of the ignition system is errat ic. 

Indicator Lamp Does Not Light Unless Dial 
Is Turned Downscale From Specified Setting: 

3 -10 IGNITION TROUBLESHOOTING 

This indicates that .the output is less tha n that 
designed to operate the engine in a satisfactory 
manner. The engine may run at a lower setting, 
but be subject to hard starting and / or misfiring. Be 
certain that correct engine cranking conditions 
were met. 

Indicator Lamp Does Not Light: 

Output of the system is too low to operate the 
tester indicator circuit. 

Multiple or Intermittent Ignition Problems 

In dealing with intermittent ignition problems there 
is no " easy" way. Problems that occur only during 
hot engine operation will have to be tested on a 
hot engine. In some cases of temperature and / or 
vibration failure, only parts replacement can solve ---
the problem as most of these failures return to 
normal at engine shut off. 

Low test readings indicate ideal conditions for en­
gine misfire and hard starting . 

There is always the possibility of more than one 
component of the ignition system failing . Careful 
repeat of the test procedures and troubleshooting 
of the accessory circuits will uncover any addi­
tional problems. 

Magneto and CD igniter output voltages 
are high enough to cause an 
uncomfortable shock. Always see that clip 
lead insulators cover the clips so they do 
not contact the operator or vehicle frame. 

Never perform tests on the CD igniter 
without the ignition coil or the tester 
connected to the output connections. This 
will prevent internal damage to the CD 
igniter. 

Never connect the tester directly to the coil 
secondary output (spark plug). Always use 
the MM-1 clip when testing the ignition 
coil output. 



Preliminary Ignition 
Troubleshooting Procedures 

o 
STATOR ASSEMBLY 

WHITE 

RED 

CD IGNITER 

GRAY 

ENGINE CONNECTOR 

EMERGENCY 
STOP SWITCH 

WHITE BLACK 

When an ignition problem is present, prior to per­
forming elaborate troubleshooting try to solve your 
problems by performing the easy tests first. 

1. Remove the key switch and emergency stop 
switch circuits from the system. (See Figure 3-
1.) Separate wiring harness connector on the 
engine. 

a. Start the engine . If the engine runs prop­
erly with the connector separated, ignition 
components on the engine are ok, then it must 
be the key switch, the emergency stop switch 
or the wir ing. Refer to Key Switch and Emer­
gency Stop Switch Tests . 

b. If the engi ne ignition problem still exists, 
test the ignition components mounted on the 
engine. 

2. Check the condition of the grounded BROWN 
wire between the ring terminal at the engine 
connector and the ring terminal on the pri­
mary of the ignition coil. 

1 
1 

1. Engine Wiring Connector 

Figure 3-1 
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a. Remove the screw securing each ring 
terminal to ground. 

b. Set meter to low ohms scale (X1). Connect 
one ohm meter lead to the ring terminal re­
moved from the ground at the ignition coil. 
Connect the other ohm meter lead to the ring 
terminal removed from the ground at the 
engine connector. (See Figure 3-2.) 

c. If ohmmeter indicates closed circuit (0), 
BROWN ground wire between the engine con­
nector and the ignition coil is okay. 

d. If ohmmeter indicates open circuit (0:)) or 
high resistance, BROWN ground wire is defec­
tive. Check BROWN wire connection at the ring 
terminals, the three wire connector between 
CDI igniter and ignition coil. If the wire checks 
okay, replace the CDI igniter. 

The following tips can help you locate your ignition 
problem. 

1. A defective exciter coil, CD igniter, ignition coil, 
key switch or emergency stop switch can be 
the cause of no spark, weak spark or inter­
mitten spark. 

2. A defective pulser coil can be the cause of no 
spark or intermitten spark but not a weak 
spark. 
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1. Engine Connector 
2. Ignition Coil 

Figure 3-2 



Test Procedures - Using CD 
Ignition Tester PIN T56019-201 

TEST #3 

Magneto Pu lser 
Coil Output 

TEST #2 

CD IGNITER 

o 

TEST #4 

CDI Igniter 
Output To 

Ignition Coil 

Magneto Exciter 
Coil Output 

ENGINE CONNECTOR 

EMERGENCY 
STOP SWITCH 

TEST #1 

DIAL 
RANGE SETTING 

Low 25 

TEST #2 TEST #3 

DIAL DIAL 
RANGE SETTING RANGE SETTING 

High 50 Low 90 

NOTE: Refer to following pages for detailed test ­
i ng procedures. 

TEST #1 

Ignition Coil 
Output And 

Spark Plug Check 

TEST #4 

DIAL 
RANGE SETTING 

High 55 
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Test No.1 

Ignition Coil Output and 
Spark Plug Check 

STATOR 
ASSEMBLY 

CD IGNITER 

o 

OJ OJ 

s;: e5 =B=LU-=---=t-<H _--.. 
~:2: BLUE I 

z BROWN 

ENGINE CONNECTOR 
BLACK 

EMERGENCY KEY SWITCH 
STOP SWITCH-"" 

TEST CONNECTIONS 

1. Connect the MM-1 adaptor to the tester N (yel ­
low) lead wire . 

2 . Connect the tester P (red) lead wire to a good 
ground on the engine. 

3. Clamp the MM -1 adaptor around either spark 
pi ug wi re as close to the spark plug as 
possible . If insulation sleeving is over the spark 
plug wire, push the sleeving back so that the 
clip encircles the spark plug wire directly. Do 
not allow any meta l portion of the MM-1 clip to 
touch the engine. 

4 . Before proceed ing, be certain that the engine 
stop switch, ground wires, and all primary and 
secondary ignit ion wir ing are not contributing 
to the prob lem . 

TEST PROCEDURE 

NOTE: After each test that lights the Ind icator 
Lamp, push the Reset button to turn the lamp off 
in preparation for the next test. 

1. Set the toggle switch to the Low range . Set the 
tester dial to 25. 

2. Pull the recoil starter handle to turn the engine 
over. If the engine starts, allow it to idle only. 
Repeat this test three times to verify con­
sistent output. 

a. If the lamp lights consistently at or above 25 
on the scale, the ignition system up to the 
spark plugs is operating properly. Remove the 
spark plugs and replace any plug which is 
fouled, bridged, or otherwise unfit for service. 
Consider the possibilities that high heat, vi­
bration, or moisture may be causing ignition 
problems and repeat Test No.1 incorporating 
these factors into the test. 

b. If the lamp does not light consistently above 
the specified value or does not light at all, fol­
low the steps on the next page . 
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TEST No. 1 PROCEDURE (CaNT) 

, 
Replace 
Spark 
Plugs 

Proceed to 
Test #2 

I 

TEST #1 
Ignition Coil Output 

And Spark Plug Check 

Problem Solved 
Or 

Problem not in 
Ignition System 

, 

'-.,,\,/,/ 

I--_---.-X):: 

Remove Spark Plugs and replace 
any plug which is fouled, bridged 

or otherwise unfit for service. 

Consider th e possibilities that 
high heat, vibration, or moisture 

may be causing ignition problems. 
Retest injecting these factors 

into the test . 

Proceed to 
Test #2 

Problem 
Solved 

, No Lamp or Low/Inconsistent Reading 

Lamp Lights at Specified Value 

STANDARD VALUE TEST #1 

RANGE VALUE 

Low 25 
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~ 
Do not turn over the engine unless eithN 
coil or tester is connected to the CD igniter. 

TEST CONNECTIONS 

1. Disconnect the red and white wires between 
the magneto assembly and the CD igniter. 

2. Con nect the tester N (yellow) lead wire to the 
red wire on the magneto end of the connector. 

3 . Connect the tester P (red) lead wire to a good 
eng ine ground. 

TEST PROCEDURE 

1. Set the toggle switch to the High range. Set 
the tester dia l to 50. 

II~ ! ~ 
. wM~ ~M~(~I~~ 

1. rum ~~~I 1M ~~~m~ 
dicator Lamp on tn~ teste', 

a If tne lama li~m~1 ~u~n rne R~sel bulton to 
turn the lamp off and repeat Test No. 2 three 
times. If the lamp lights consistently at 50, 
magneto exciter coil is good, proceed to Test 
No. 3. 

b. If the Indicator Lamp gives inconsistent 
readings at any dial setting or does not light at 
all, this indicates the following : 

1. A defective exciter coil (check the ohms). 
Replace the exciter coil. 

2. Defective wiring . Check the wiring. 

3. Defective flywheel magnets. Rep/ace the 
magnets. 

Follow the steps in the chart on the next page . 
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TEST No. 1 PROCEDURE (CaNT) 

" 
Replace 
Spark 
Plugs 

Proceed to 
Test #2 

I 

TEST #1 
Ignition Coil Output 

And Spark Plug Check 

Problem Solved 
Or 

Problem not in 
Ignition System 

"-'\ 1/,/ 

~--------, /~~-

Remove Spark Plugs and replace 
any plug which is fouled, bridged 

or otherwise unfit for service. 

Consider the possibilities that 
high heat, vibration, o r moisture 

may be causing ignition problems. 
Retest injecting these factors 

into the test . 

Proceed to 
Test #2 

Problem 
Solved 

, No Lamp or Low/Inconsistent Reading 

y\I/, /.. -n - Lamp Lights at Specified Value 

/'\I'~ 

STANDARD VALUE TEST #1 

RANGE VALUE 

Low 25 
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Test No.2 

Magneto Exciter Coil Output 

CD IGNITER 

STATOR 
ASSEMBLY 

YELLOW 

EMERGENCY 
STOP SWITCH-"'" 

Do not turn over the engine unless either 
coil or tester is connected to the CD igniter. 

TEST CONNECTIONS 

1. Disconnect the red and white wires between 
the magneto assembly and the CD igniter. 

2. Connect the tester N (yellow) lead wire to the 
red wire on the magneto end of the connector. 

3. Connect the tester P (red) lead wire to a good 
engine ground. 

TEST PROCEDURE 

1. Set the togg le switch to the High range. Set 
the tester dial to 50. 

GRAY 

BLACK 

2. Turn over the engine while observing the In­
dicator Lamp on the tester. 

a. If the lamp lights, push the Reset button to 
turn the lamp off and repeat Test No. 2 three 
times . If the lamp lights consistently at 50, 
magneto exciter coil is good, proceed to Test 
No.3. 

b. If the Indicator Lamp gives inconsistent 
readings at any dial setting or does not light at 
all, this indicates the following : 

1. A defective exciter coil (check the ohms). 
Replace the exciter coil. 

2 . Defective wiring. Check the wiring. 

3. Defective flywheel magnets. Replace the 
magnets. 

Follow the steps in the chart on the next page. 
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TEST NO.2 PROCEDURE (CONT) 

TEST#2 
Magneto Exciter 

Coil Output 

" \1/ / 

1-------, -XJ~ 

Examine magneto wiring 
for opens, shorts, or poor 

ground and repair if possible 
OR 

Replace Magneto 
Exciter Coil 

Replace 
Flywheel Assembly 

and Repeat 
Test #2 

Repeat 
Test#2 

Proceed to 
Test#3 

Ir 

Proceed to 
Test#3 

, No Lamp or Low/ Inconsistent Reading 

Lamp Lights at Spec if ied Value 

STANDARD VALUE TEST#2 

RANGE VALUE 

High 50 
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Test No.3 

Magneto Pulser Coil Output 

P 

~ ~ 

....c ~ ............. c.., .0 "10 80 

, -IGNITION TESTER ~.\' f 1'0 CD IGNITER 

STATOR 
ASSEMBLY 

0, ~n '~D e."cR 110- - 00 

ttl ~ 10", ,'oo~o 
l~t~',~~::~~!~,~IJ(c.. LO. ~ ",eM 

\\ ...... no ~Q 

EMERGENCY 
STOP SWITCH 

TEST CONNECTIONS 

o 

1. With both the red and white wires still discon­
nected, connect the tester N (yellow) lead wire 
to the white wire on the magneto end of the 
connector . 

2. Connect the tester P (red) lead w ire to a good 
engine ground. 

TEST PROCEDURE 

1. Set the toggle switch to the Low range. Set the 
tester dial to 90. 

GRAY 

BLACK 

KEY SWITCH 

2. Turn over the engine while observing the In­
dicator Lamp on the tester. 

a. If the Indicator Lamp lights, push the Reset . 
button to turn the lamp off and repeat Test No. 
3 three t imes. If the lamp lights consistently at 
90 the pulser coil is good, proceed to Test No. 
4 . 

b. If the Indicator Lamp gives inconsistent 
readings or does not light at all , fo l low the 
steps on the next page. 
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TEST NO. 3 PROCEDURE (CONT) 

, TEST #3 
Magneto Pulser 

Coil Output 

Examine magneto wiring 
for opens, shorts, or poor 

ground and repair if possible 
OR 

, 
Replace 

Flywheel Assembly 
and Repeat 

Test # 3 

Replace Magneto 
Pulser Coi l 

Repeat 
Test#3 

, 

• 
Proceed to 
Test #4 

No Lamp or Low/I nconsistent Reading 

Lamp Lights at Specified Value 

STANDARD VALUE TEST #3 

RANGE VALUE 

Low 90 

Proceed to 
Test #4 
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Test No.4 

COl Igniter Output To 
Ignition Coil 

YELLOW 

CD IGNITER 

STATOR 
ASSEMBLY 

TEST CONNECTIONS 

o o 

GRAY 

BLACK 

1. Disconnect the three-wire connector between 
the CD igniter and the ignition co il. 

2. Connect the tester N (yellow) lead to both blue 
wire terminals in the CD igniter half of the 
three-wire connector. Form the test jumper 
into a loop to aid in this connection. 

4. Connect the tester P (red) lead to the brown 
wire terminal in the CD igniter half of the 
three-wire connector. 

5. Connect the load coil between the tester P 
(red) and N (yellow) lead wires. 

TEST PROCEDURE 

1. Set the toggle switch to the High range. Set 
the tester dial to 55. 

2. Turn over the engine while observing the IndiJ 
cator Lamp on the tester. 

a. If the Indicator Lamp lights, push the Reset 
button to turn the lamp off and repeat Test 4 
three times. If the lamp lights consistently at 
55 the CD ignitier is good. Replace the igni­
tion coil and repeat Test No.1. 

b. If the Indicator Lamp gives low/i nconsist­
ent readings or does not light at all, replace the 
CD igniter. 
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TEST NO. 4 PROCEDURE (CONT) 

TEST #4 
CD Igniter Output 
To Ignition Coil 

, "-.,\,/,/ 

.....-_________ .1..-_________ -, ~Q~-

No Output Replace 
CD Igniter and 
Repeat T est # 1 

, 

Replace Ignition 
Coil 

Repeat Test # 1 

No Lamp or Low/Inconsi stent Reading 

Lamp Lights at Spec ified Value 

STANDARD VALUE TEST #4 

RANGE VALUE 

High 55 
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Ignition Troubleshooting 
Using an Ohmmeter 

GENERAL DESCRIPTION 

The followi ng test procedures are alternate checks 
designed for locating ignition system malfunction 
using an ohmmeter. 

If the Kawasaki CD ignition tester is not available, 
the exciter coil, pulser coil and ignition coil may be 
checked using an ohmmeter. This type of test is 
not as accurate or sophisticated as using the 
Kawasaki CD tester and the results are not 100% 
conclusive. Resistance and AC voltage readings 
that meet the specified value in the chart indicate 
that the coil "should" operate okay. AC voltage 
tests are performed with the spark plug installed 
and cranking the engine with normal starting 
effort. 

Observe the following notes when performing the 
troubleshooting procedures. 

NOTE: Use the flywheel puller (special tool) to re­
move the flywheel. Never attempt to remove using 
a hammer. The flywheel or crankshaft will be 
damaged. 

NOTE: Exercise care to prevent an electrical shock 
from the CD igniter. Handle the CD igniter care­
fully. If you should drop it, the incorporated elec­
tronic components will be damaged. 

The troubleshooting table lists ignition problems 
and possible conditions which would cause them . 
To determine whether the magneto or ignition coils 
are defective, check the resistance readings values 
listed on the following page. If the resistance 
readings obtained are not within the range given in 
the tables, the component is defective and must be 
replaced . 

1. CHECKING CDI WIRING CONNECTIONS 

The wiring between the magneto, CD igniter, 
and ignition coil uses couplers to prevent any 
wrong connection . All wiring connections must 
be done accurately. Only wires of like colors 
should be connected together by the couplers. 

COl WIRING CONNECTIONS 

STATOR ASSEMBLY 

EMERGENCY 
STOP SWITCH 

"" 

CD IGNITER 

o 

ENGINE CONNECTOR 
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2. CHECKING THE MAGNETO AND IGNITION 
COIL 

Do not use an improper tester (insulation re­
sistance testers or other testers with a battery 
of large capacity). 

STATOR ASSEMBLY 

3. CHECKING THE IGNITION COIL 

C Blue 

~ A" 

D Brown [Q: ~IIC ~ 

~ 
B" 

Parts to be Primary winding 
measured C- (Ground D) 

Resistance" " 0.370 ± 20% 

" With spark plug caps removed. 

The use of a large capacity tester may ruin the 
CD igniter . 

To locate the cause of trouble (broken coil, 
short circuit, etc.) measure the resistance of 
each coil winding. 

Part to be 
Measured Exciter Pulser Coil 

Ohmmeter leads Red White 
connected between Brown Red 

(Ground) 

Resistance n 128 U± 20% 23 U ± 20% 

" Voltage AC 40 Vac 4 Vac 

" Measure at crank ing speed with spark plugs 
installed. 

Secondary winding 
A- B" 

10.2K n ± 20% 

" *Defect ive coils cannot always be detected using this test alone. 
Use of coil tester which simulates operating condition is the most 
reliable test method. 
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4. SPARK PLUG CAP 

Unscrew the spark plug cap from the high 
tension wire and test for 5,000 n ± 20% re­
sistance between the terminals at each end of 
the cap. (See Figure 3-3 .) 
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Ignition Troubleshooting 
Problem 

No spark is produced 

The engine starts but will not 
pick up speed 

The engine is cranked again 
but will not start 

The engine tends to kick back 

Condition 

1. Defective exciter coil 

2. Defective pu/ser coil 

3. Defective ignition coil pri­
mary winding 

4. Defective ignition coil sec­
ondary winding 

5. Defective CD igniter 

6. Spark plug is shorted -
resistance between electrodes 
should be 1 M n or more 

7. Wrong wire connections 

1. Defective exciter coil 

2. Defective pulser coil 

3. Improper timing 

4. Defective CD igniter 

5. Shorted spark plugs. Re­
sista nee between electrodes 
should read 1 M n or more 

1. Defective exciter coil 

2. Defective pulser coil 

1. Defective CD igniter 

Remedy 

1. Replace exciter coi l 

2. Replace pulser coil 

3 . Rep lace ignit ion co il 

4. Replace ign ition coil 

5. Replace CD igniter 

6. Replace spark plug 

7. Connect w ires correct ly 

1. Replace exciter coil. 

2. Replace pu Iser coi l 

3. Adjust timing 

4. Replace CD igniter 

5. Replace spark plugs 

1. Replace exciter coil 

2 . Replace pulser coi l 

1. Replace CD igniter 
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Electrical System 
Checks 
{ey Switch Tests 

The G and M terminals of the key switch control 
the RUN and OFF circuit of the ignition system. 
The lights are operated through the terminals 
marked Band L. (See Figure 3-4.) 

Figure 3-4 

To test the key switch: 

). Remove the main wiring harness connector 
from the key switch terminals. 

2. Set the ohmmeter to high ohm scale (X100) 
and connect one ohmmeter lead to the key 
switch G terminal and the other ohmmeter 
lead to M . (See Figure 3-5.) 

3 -26 ELECTRICAL SYSTEM CHECKS 

Figure 3-5 

3. With the key switch in the RUN POSition, the 
ohmmeter should show open circuit (00). Re­
place the switch if the needle moves off of in ­
finity (00). 

4. Turn the key switch to OFF position. Meter 
should now indicate closed circuit (0). Replace 
the switch if the needle does not move to O. 

5. Set the ohmmeter to low ohmscale (X1) and 
connect one ohmmeter lead to the key switch 
B terminal and the other lead to L. (See Figure 
3-6.) 

Figure 3-6 

) 
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6. Turn the key switch to RUN/LIGHTS position. 
The ohmmeter should indicate a closed circuit 
(0). Replace the key switch if the meter does 
not indicate O. 

7. With the key switch positioned in RUN or OFF, 
the ohmmeter must indicate an open circuit 
(00). Replace the key switch if 00 is not ob­
served. 

8. Reconnect the main wiring harness connector 
to the key switch terminals . 

Emergency Stop Switch Test 

The emergency stop switch is used to stop the en­
gine quickly in an emergency, and operates in­
dependent of the key switch. Both the key switch 
and emergency stop switch must be ON for the en­
gine to operate. To stop the engine, turn the emer­
gency stop switch to STOP. 

TO TEST THE EMERGENCY STOP SWITCH: 

1. Disconnect the molded connector between the 
key switch and emergency stop switch. 

2. Set the ohmmeter to high ohm scale (Xl 00). 
Connect one ohmmeter lead to one terminal in 
the stop switch half of the connector. Connect 
the other lead to the other terminal in the stop 
switch half of the connector. (See Figure 3-7.) 

3. Position the stop switch to ON . The ohmmeter 
should indicate an open circuit (00) . Replace the 
switch if the ohmmeter needle moves off of in­
finity (00). 

Figure 3-7 

4. Position the stop switch to STOP. The ohm­
meter should now indicate a closed circuit (0). 
If the ohmmeter needle does not indicate to 0, 
replace the emergency stop switch. 

5 . Connect the molded connector between the 
emergency stop switch and key switch. 
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These tests shou ld be conducted if the bulbs burn 
out consistent ly or all the lights are extreme ly dim 
(f ilaments barely light). Bulbs which fail due to 
over-voltage usually have melted fi laments rather 
than broken ones. 

1. Ra ise the rear of the snowmobile. Make sure 
the track is free to rotate. 

IWARNINGI 

While raising the snowmobile off the 
ground, place the skis against a stationary 
object, and be sure the vehicle is properly 
secured, to prevent personal injury. 

2. Set the multimeter to measure 25 vo lts A.C. 
and attach one multimeter lead to the yellow 
wire in the main harness half of t he engine 
connector. DO NOT SEPARATE THE MAIN 
HARNESS FROM THE ENG IN E CONNECTOR. 

3. Connect the other multimeter lead to the 
brown w ire with yellow j umper in the ma in 
harness half of the engine connector. 

4 . Turn the key switch to RUN position. Do not 
activate the brake l ight during test. 

5. Start the eng ine. DO NOT RUN OVER 2000 
RPM . The multimeter shou ld indicate 8 to 11 
volts AC. If the needle indicates 8 to 11 volts, 
the lighting coi l and the voltage regu lator are 
okay. If it reads less than 8 to 11 volts, pro­
ceed to step 6. 

If the meter indicates higher, the voltage 
regulator may be open and not working. In ­
crease the RPM slowly. DO NOT EXCEED 3000 
RPM . If the voltage read ing did not stabilize or 
exceeded 22 volts, the regulator should be re­
placed. (Before replac ing the regulator, make 
sure the connector on the regulator to the 
main harness is in good condit ion and t hat the 
case is properly grounded .) 

6. With the eng ine st ill running at 2,000 RPM, 
disconnect the voltage regulator from the main 
wiri ng harness. With the voltage regulator 
disconnected, t he meter indicat ion should in­
crease to 14 to 20 vo lts. If the voltage does not 
increase, the problem is in the magneto 
lighting coil circuit. If the vo ltage does in ­
crease, the regulator may be shorted and 
should be repl aced. 

Headlight Circuit Test 
Before proceeding with the following tests, be su re 
the magneto alternator and voltage regulator are 
working properly. 

1. Check to see if the headlight bulb filaments are 
good. 

a. Disconnect the headlight connector. 

b. Set the ohmmeter scale to ohms X1. 

c. Connect one lead of the ohmmeter to the 
ground terminal of the headlight. (See Figure 
3-8.) 

d. Connect the other lead of the ohmmeter to 
the high beam terminal. 

e. If the ohmmeter reads infinity (00) or more 
than 2 ohms, the filament is faulty. 

f. Test the low beam in the same manner by 
moving the ohmmeter lead from the high beam 
terminal to the low beam terminal. If the 
needle indicates infinity (00) or more than 2 
ohms, replace the bulb. 

g. If the headlight malfunction still exists, pro­
ceed with step 2. 

1. High Beam 
2. Low Beam 
3. Ground 

Figure 3-8 
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2. Check to make sure voltage is present at the 
headlight connector. 

a. Rai se the rear of the snowmobile. Make 
sure the track is free to rotate. 

IWARNING' 

While ralsmg the snowmobile off the 
ground. place the skis against a stationary 
object, and be sure the vehicle is properly 
secured, to prevent personal injury. 

b. Run the engine at 2000 RPM . 

c. Set multi meter to measure 25 volts AC. 

d. Check for voltage between brown/ yellow 
and orange wire (low bea m) and brown/yel­
low and green wire (high beam). (See Figure 3-
9.) 

Be sure the key sw itch is turned to 
RUN / LIGHTS pos ition and that the dimmer 
switch is set to the proper beam, either high or 
low. 

e. If voltage is not present at either the high or 
low beam, check the headlight harness for a 
good connection to the ma!n harness and 
check for burned or shorted wires In the head­
light harness. If the harness is. good, proceed 
to the tests for the dimmer SWitch . 

Figure 3-9 

3 -30 DIMMER SWITCH TEST 

Dimmer Switch Test 
1. Disconnect the dimmer switch from the ma in 

harness. 

2. Set ohmmeter to low ohm scale (X1) . Connect 
one ohmmeter lead to the brown w ire termi­
nal in the dimmer switch half of connector. 
Connect other lead to orange wire terminal in 
connector. (See Figure 3-10.) 

3. Turn the dimmer switch to low beam, the ohm­
meter should ind icate a closed circuit (0). 

4 . Turn the dimmer switch to high beam, the 
ohmmeter should indicate open circuit (00). 

5. Move the ohmmeter lead from the orange wire 
terminal to the green wire terminal in the dim­
mer switch half of the connector. 

6. Turn the dimmer switch to high beam, the 
ohmmeter should indicate a closed circuit (0). 

7. Turn the dimmer switch to low beam, the ohm­
meter should indicate an open circuit (00) . 

8. If any of the tests in steps 3, 4 , 6, or 7 were 
faulty, replace the dimmer switch. 

9. If all of the above tests were okay and there is 
no power to the headlight, and the headlight 
circuit, magneto alternator, voltage regulator, 
and key switch tests were okay, the problem is 
in the main harness. The main harness should 
be removed and inspected or replaced. 

Figure 3-10 



Stop and Tail Light 
1. Check stop/tail light bulb before testing and 

make sure it is making a good connection in 

the socket. 

2. Disconnect the tail light connector from the 
main harness. 

3 . To check the wiring to the tail light, set the 
ohmmeter on low ohm scale (X1). Connect one 
ohmmeter lead to the black wire terminal in 
the tail light half of the connector. Connect the 
other ohmmeter lead to the yellow wire termi­
nal of the connector. (See Figure 3-11.) Ohm­
meter should indicate 2 to 3 ohms. 

Figure 3-11 

4. To check the wiring to the stoplight, move the 
ohmmeter lead from the yellow to the brown 
wire terminal in the tail light half of the wire 
terminal connector. Ohmmeter should indicate 
1 to 2 ohms. 

5. If the readings in steps 3 and 4 read higher 
than specified or indicate an open circuit (00), 
the problem is in the wiring to the tail / stop 
light. Remove the seat and inspect the wiring 
to the tail light. (Check the bulb contacts 
aga in.) 

6. If the reading in step 3 was okay and the tail 
light, headlight and instrument lights do not 
function, proceed to the tests for the magneto 
alternator, voltage regulator and the key switch 
tests. If only the tail light does not function, the 
problem is in the main harness. Remove and 
inspect the main harness or replace . 

7. If the reading in step 4 was okay, proceed to 
the test for the brake light switch. 

8. If the brake light switch tests okay and the 
other lights function okay, the problem is in the 
main harness. Remove and inspect the main 
harness or replace. 

Brake Switch Test 
Before proceeding with this test, make sure the 
brake lever is adjusted so it makes good contact 
with the brake switch located in the handlebar 
brake lever assembly. 

1. Disconnect the brake switch from the main 
harness. 

2. Set the ohmmeter to low ohms (X1). Connect 
an ohmmeter lead to the yellow wire terminal 
in the brake switch half of the connector. Con­
nect the other ohmmeter lead to the blue wire 
terminal in the connector . (See Figure 3-12.) 

Figure 3-12 

3. The ohmmeter shou ld indicate an open circuit 
(CXl ). 

4. Operate the brake lever. The ohmmeter should 
indicate a closed circuit (0). 

5. If the readings in steps 3 and 4 are not ob­
tained, replace the brake light switch. 
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Muffler 

Removal 

1. Remove the springs that secure the muffler to 
the exhaust manifold. (See Figure 3-13.) 

2. Remove the nuts and washers that secure the 
muffler to the mounting brackets . 

3. Remove the muffler from the snowmobile by 
separating it from the exhaust manifold flange, 
and guiding outlet pipe out of exhaust outlet 
boot. 

Installation 

Install the muffler by reversing the removal pro­
cedure. Make sure the insulation washers are 
properly positioned on each side of the muffler 
brackets . (See Figure 3-14.) 

1. Spring 
2. Nut and Washer 
3. Muffler 
4 . Exhaust Manifold 

Figure 3-13 
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3. Rear Muffler Bracket 
4 . Damper 

I 
I 

@)-6 

0 -2 
@-1 

I 
I 
I 
I 
I 
I 0 -5 
L __ J 

~ 
I 
7 

5. Insulating Washer 
6. Insulating Shoulder Washer 
7 . Spring 
8. Muffler 

Figure 3-14 
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Air Intake Silencer 
Removal 

1. Remove the drive converter belt guard. 

2. Disconnect the springs from the intake silen ­
cer. Note position of long and short spr ings. 
Remove the air intake silencer from the snow­
mobile. Check the seal in between the upper 
and lower halves of the intake silencer. If there 
is any sign of a possible air leak reseal the two 
halves with silicone sealer. Insta ll a new cable 
tie band around the silencer assembly to se­
curely fasten the cover to the si lencer body. 
(See Figure 3- 15.) 

Never run the engine with the air intake 
silencer removed from the carburetor. Poor 
engine performance and engine damage 
will result. Be certain the intake silencer 
hose is directed to the rear after the 
converter guard is reinstalled, as incorrect 
position may result in engine damage. 

1. Spring (Long) 
2. Spring (Short) 
3. Carburetor 
4. Air Intake Silencer 

Figure 3-15 
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Installation 

Prior to installing air intake silencer, on model 
SS440-A 1 only, be sure the plastic adapter is in­
sta lled on the carburetor. This is necessa ry to pre ­
vent breakage of the econo jet fitt ing. 

While installing the air intake silencer, 
check that: 

1. The cover is securely fastened to 
silencer body and properly sealed. 

2. The rubber seal between silencer body 
and carburetor fits securely during 
installation. 

3. Intake hose is directed rearward. 

Failure to comply with the above steps will 
cause engine failure. 

Install the air intake silencer by reversing the 
removal proced ure. When securing the 
silencer, the long spring is installed on the top 
and the short spring on the bottom. 

Carburetor 
The SS 340 snowmobi le is equipped with a Mikuni 
VM32 carburetor, and the SS 440 model has a 
Mikuni VM36 carburetor . They are similar except 
the VM36 has an addit ional feature - the econo jet 
system. 

The following procedures apply to both car­
buretors with differences in models noted where 
applicable. 

Removal 

Remove the air intake si lencer. 

Remove the carburetor fuel supply line and the 
primer line from the carburetor f ittings. Plug the 
fuel tube opening. (See Figure 3-16.) 

Unscrew the mixing body top assembly and pull 
out the throttle slide valve . (See Figure 3-1 7.) 

Compress the throttle spring and pull the spring 
from its seat. Slip the throttle cab le through the 
slot in the throttle slide valve. Remove the spring, 
seat plate, and jet needle from the throttle s lide 
valve. 

I 

-
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1. Throttle Cable 
2. Enrichener Cable 
3. Fuel Supply Tube 
4. Primer Tube 
5. Silencer ICarburetor Seal 

Figure 3-16 

1. Mixing Body Top Assembly 
2. Throttle Slide Valve 
3. Throttle Spri ng 
4. Spri ng Seat Plate 
5. Jet Needle 

Figure 3-17 

Slide the plastic cap up the enrichener cable. 
Unscrew the enrichener plunger cap and remove 
the enrichener plunger. The cable can be slid out 
of the enrichener plunger slot and the plunger cap 
unscrewed from the enrichener cable. (See Figure 
3-18.) 

Loosen the screw on the carburetor holder clamp 
and remove the carburetor from the engine mount. 

1. Enrichener Plunger Cap 
2. Enrichener Cable 
3. Enrichener Plunger 

Figure 3-18 

Disassembly of VM32 Carburetor 
(Without Econo Jet) 

1. Select a clean work area for disassembling the 
carburetor. Most carburetor problems are 
caused by dirt in the system. 

2. Clean the carburetor with fuel and blow dry 
with compressed air before disassembling. Do 
not blow high pressure air through the car­
buretor until it is disassembled. 

3. Remove four screws with washers and 
separate the float chamber body from the 
upper carburetor body. (See Figure 3-19.) 
Remove the gasket. 

4. To remove the main jet, unscrew from the up­
per carburetor body. Remove jet washer. 

5. Push out the float arm pin and remove the 
float arm. Remove the float valve assembly and 
place in a secure location to prevent damage. 

6. To remove the needle jet, use a soft rod (such 
as a pencil) to push the needle jet up through 
its bore. 

7. Remove the pilot jet by unscrewing with a 
thin-bladed screwdriver. 

8. Remove the throttle stop screw and spring and 
pilot air adjusting screw and spring . 
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1. Carburetor Assembly 
2. Enrichener Plunger Cap 
3. Enrichener Cap Washer 
4. Enrichener Plunger Spring 
5. Enrichener Plunger 
6. Float Pin 
7. Pilot Jet 
8. Main Jet Washer 
9. Main Jet 
10. Float Retainer 
11 . Float 
12. Float Chamber 
13. Main Jet Cover 
1 4. Cover Gasket 
15. Special Screw 
16. Float Arm 
17. Float Valve Assembly 

18. Float Valve Gasket 
1 9. Float Chamber Gasket 
20. Cap Retainer Screw 
21. Cap Retainer 
22. Air Screw Spring 
23. Pilot Air Screw 
24. Throttle Stop Screw 
25. Throttle Screw Spring 
26. Primer Tube Fitting 
27. Needle Jet 
28. Throttle Valve 
29. Carb Jet Needle 
30. Carburetor Needle Clip 
31. Spring Seat 
32. Throttle Valve Spring 
33. Mixing Chamber Cap 

Figure 3-19 
VM 32 CARBURETOR 

Cleaning Carburetor 

Thoroughly clean all parts with a mild solvent or 
fuel / oil mixture. Inspect all drilled holes, openings 
and fuel passages in the body. Blow compressed 
air through the passages. Remove any sediment 
from the fuel bowl. 

Use of carburetor cleaners may be necessary to re­
move gum and varnish build-up from the jets and 
float chamber. DO NOT USE DRILLS OR W IRES to 
clean the jets or damage to the jets will result. 

Reassembly of VM32 Carburetor 
(Without Econo Jet) 

Check carburetor parts for proper identification 
markings prior to reassembly. If the correct com ­
ponents are not installed the carburetor cannot be 
calibrated properly. 

1. Throttle Slide Valve - CA3.0 
2. Needle - 6DH4-2 
3. Needle Jet - P-4 
4 . Pi lot Jet - No. 30 
5. Main Jet - No. 175 
6. Carburetor Body - 32/ 122 

1. Place the spri ng on the throttle stop screw and 
install in the carburetor body. (See Figure 3-
19.) Turn in the screw about 10 turns . 

2. Insert the spring and pilot air adjusting screw 
in the carburetor body. Turn the screw all the 
way in then turn out 1-1/2 turns for initial 
adjustment. 

3. Install the float va lve assembly and tighten to 
25 to 30 in. Ib (0.29-0.35 kg-m). 

4 . Install the float arm and secure with float arm 
pin Be sure the pin is securely seated . 

5. Invert the carburetor and check the alignment 
between the float arm and the base of the car­
buretor. The float arm must be parallel to the 
base. Bend the tab of the float arm to adjust. 
(See Figure 3-20.) 

1. Adjusting Tab 
2. Float Arm 

Figure 3-20 
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6. Install the needle jet down through the top of 
the carburetor . Hold the needle jet in place 
while installing the jet washer and main jet. 

7. Install the pilot jet. Do not overtighten . 

8 . Position the floats on float chamber pins. In­
stall the floats with the brass pins at the bot­
tom. 

9. Position a new gasket on the carburetor body. 
Place the carburetor body on the float chamber 
body. Hold the carburetor body and float bowl 
together and invert the carburetor . Check for 
proper alignment of the two castings. Secure 
with the four screws with washers. 

Disassembly of Econo Jet 
(Power Jet) Carburetors 

1. Select a clean work area for disassembling the 
carburetor. Most carburetor problems are 
caused by dirt in the system. 

2. Clean the carburetor with fuel and blow dry 
with compressed air before disassembling. Do 
not blow high pressure air through the car­
buretor until it is disassembled. 

3. Remove four screws with spring assemblies 
a nd separate the float chamber body from the 
upper carburetor body. (See Figure 3-21.) Re­
move the two vent tubes and econo jet tube 
from upper carburetor body. Remove the 
gasket. 

1. Carburetor Assembly 
2. Enrichener Plunger Cap 
3. Cap Washer 
4. Enrichener Plunger Spring 
5. Enrichener Plunger 
6. Air Screw Spring 
7. Pilot Air Screw 
8. Float Pin 
9. Float Chamber Gasket 
1 O. Pi lot Jet 
11 . Baffle 
12. Holder Washer 
13. Carb Needle Holder 
14. Holder O-Ring 
15. Float Arm 
16. Float Retainer 
17. Float 
18. Main Jet 
19. Float Chamber 

4. If replacement is necessary, push out the float 
pin and remove the float arm. 

5. Remove the two floats from the float chamber 
body. 

6. Remove the needle jet holder. This will re­
lease the needle jet. If necessary, tap the ca r­
buretor body to loosen the needle jet, and push 
the needle jet out through the top of the car­
buretor body. 

7. Carefully remove the float valve assembly. Re­
move washers and float chamber plate from 
the carburetor body. 

8. Remove the pilot jet, throttle stop screw, 
spring, pilot air screw, spring, econo jet, and 
main jet. 

Cleaning VM36 Carburetor 

Thoroughly clean all parts with a mild solvent or 
fuel / oil mixture. Inspect all drilled holes, openings 
and fuel passages in the body. Blow compressed 
air through the passages. Remove any sediment 
from the fuel bowl. 

Use of carburetor cleaners may be necessary to re­
move gum and varnish build-up from the jets and 
float chamber. DO NOT USE DRILLS OR WIR ES to 
clean the jets or damage to the jets will result. 

20. Special Screw 
21 . Power Jet Tube Clamp 
22. Tube Retainer 
23. Tube 
24. Econo Jet 
25. Float Valve Assembly 
26. Float Valve Gasket 
27. Tube 
28. Throttle Screw Spring 
29. Throttle Stop Screw 
30. Primer Tube Fitting 
31. Carburetor Needle CI ip 
32. Needle Jet 
33. Valve 
34. Needle 
35. Spring Seat 
36. Throttle Valve Spring 
37. Mixing Chamber Cap 

Figure 3-21 

VM36 CARBURETOR 
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Reassembly of VM36 Carubretor 

Check carburetor parts for proper identification 
marki ngs prior to reassembly. If the correct com­
ponents are not installed the carburetor cannot be 
calibrated properly. 

1. Throttle Slide Valve - CA2.5 
2. Needle - 6DH4-3 
3. Needle Jet - P-6 
4. Pilot Jet - No. 30 
5. Main Jet - No. 150 
6. Econo (Power) Jet - No. 120 
7. Carburetor Body - 36/ 60 

1. Place the spring on the throttle stop screw and 
install in the carburetor body. (See Figure 3-
21.) Turn in the screw about 10 turns. 

2. Insert the spr ing and pilot air screw in the 
carburetor body. Turn the screw all the way in . 
Then turn out 1-3/4 turns for initial 
adjustments. 

3. Install pilot jet, econo jet, and main jet. 

4 . Position a new gasket, washers and baffle 
plate on the upper carburetor body. Install the 
float valve assembly. Tighten 25-30 in. Ib 
(0.29-0.35 kg-m). 

5. If the float arm was removed, install the float 
arm and secure with float pin . Be sure the pin 
is securely seated. 

6. Invert the carburetor and check the alignment 
between the float arm and the base of the car­
buretor. The f loat arm must be parallel to the 
base. Bend the tab of the float arm to adjust. 
(See Figure 3-20.) 

7. Insert the needle jet down through the top of 
the carburetor, aligning the needle jet with the 
guide pin. Hold the needle jet in position while 
installing the needle jet holder. 

8. Position the floats on the float chamber pins . 
Install the floats with the brass pins at the 
bottom. 

9. Lubricate O-ring with light oil. 

10. Place the upper carburetor body on the float 
chamber body. Hold the two castings together 
and invert the carburetor. Check for proper 
al ignment of the castings. Secure three tube 
plates with four screws. Attach two vent tubes 
and power jet tube to upper carburetor body. 
Secure power jet tube to float bowl and 
carburetor body with clamps. 

3-42 CARBURETOR 

Installation (Both Models) 

1. Install the carburetor on the rubber flange and 
t ighten the clamp screw to secure the car­
buretor to holder. 

2. Screw the mixing body top assembly to the 
throttle cable . (See Figure 3- 17.) 

3. Insert the jet needle into the throttle slide 
valve. 

4 . Hold the throttle cable and mixing body top as­
sembly in one hand. Place the spring in the top 
and compress the spring so the throttle cable 
extends beyond the spring. 

5. Guide the throttle slide valve over the throttle 
cabre. Insert the end of the cable through the 
hole in the throttle slide va lve slot. 

6. While keeping the spring compressed, release 
the throttle slide valve and install the spring 
seat plate. Then release the spring. 

7. Install the throttle slide valve into the 
carburetor so the slot in the throttle slide valve 
mates with the locating pin inside the throttle 
slide valve bore. Install the mixing body top 
assembly and tighten finger tight. Tighten the 
throttle cable locknut. 

8. Slide the enrichener plunger cap, washer and 
spring over the end of the enrichener cable. 
(See Figure 3-18.) 

9. Place the hole in the starter plunger over the 
cable end and spring. Insert the plunger into 
the carburetor body and tighten the starter 
plunger cap. Bend washer plate against cap . 

10. Connect the fuel supply and primer tubes onto 
the proper carburetor fittings. Install the air 
silencer and belt guard. (See Figure 3-16.) 

While installing the air intake silencer, 
check that: 

1. The cover is securely fastened to 
silencer body and properly sealed. 

2. The rubber seal between silencer body 
and carburetor fits securely during 
installation. 

3. Intake hose must be directed rearward. 

Failure to comply with the above steps will 
cause engine failure. 

Install the short spring on the bottom and the long 
spring on the top. 
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Reassembly of VM36 Carubretor 

Check carburetor parts for proper identification 
markings prior to reassembly. If the correct com­
ponents are not installed the carburetor cannot be 
calibrated properly. 

1. Throttle Slide Valve - CA2.5 
2. Needle - 60H4-3 
3. Needle Jet - P-6 
4. Pi lot Jet - No. 30 
5. Main Jet - No. 150 
6. Econo (Power) Jet - No. 120 
7. Carburetor Body - 36/ 60 

1. Place the spring on the throttle stop screw and 
install in the carburetor body. (See Figure 3-
21.) Turn in the screw about 10 turns. 

2. Insert the spring and pilot air screw in the 
carburetor body. Turn the screw all the way in. 
Then turn out 1-3 / 4 turns for initial 
adjustments. 

3. Install pi lot j et, econo jet, and main jet. 

4. Position a new gasket, washers and baffle 
plate on the upper carburetor body. Install the 
float valve assembly. Tighten 25-30 in . Ib 
(0.29-0.35 kg-m). 

5. If the float arm was removed, install the float 
arm and secure with float pin. Be sure the pin 
is securely seated. 

6. Invert the carburetor and check the alignment 
between the float arm and the base of the car­
buretor. The float arm must be parallel to the 
base. Bend the tab of the float arm to adjust. 
(See Figure 3-20.) 

7. Insert the needle jet down through the top of 
the carburetor, aligning the needle jet with the 
guide pin . Hold the needle jet in position wh ile 
installing the needle jet holder. 

8. Position the floats on the float chamber pins. 
Install the floats with the brass pins at the 
bottom. 

9. Lubricate O-ring w ith light oil. 

10. Place the upper carburetor body on the float 
chamber body. Hold the two castings together 
and invert the carburetor. Check for proper 
alignment of the castings. Secure three tube 
plates with four screws. Attach two vent tubes 
and power jet tube to upper carburetor body. 
Secure power jet tube to float bowl and 
carburetor body with clamps. 

3 -42 CARBURETOR 

Installation (Both Models) 

1. Install the carburetor on the rubber flange and 
tighten the clamp screw to secure the car­
buretor to holder. 

2. Screw the mixing body top assembly to the 
throttle cable. (See Figure 3-17.) 

3. Insert the jet needle into the throttle slide 
valve. 

4 . Hold the throttle cable and mixing body top as­
sembly in one hand. Place the spring in the top 
and compress the spring so the throttle cable 
extends beyond the spr ing. 

5. Guide the throttle slide valve over the throttle 
cable. Insert the end of the cable through the 
hole in the throttle slide valve slot. 

6. While keeping the spring compressed, release 
the throttle slide valve and install the spring 
seat plate. Then release the spring . 

7. Install the throttle slide valve into the 
carburetor so the slot in the throttle slide valve 
mates with the locating pin inside the throttle 
slide valve bore. Install the mixing body top 
assembly and tighten finger tight. Tighten the 
throttle cable locknut. 

8 . Slide the enrichener plunger cap, washer and 
spring over the end of the enrichener cable . 
(See Figure 3-18.) 

9. Place the hole in the starter plunger over the 
cable end and spring. Insert the plunger into 
the carburetor body and tighten the starter 
plunger cap. Bend washer plate against cap . 

10. Connect the fuel supply and primer tubes onto 
the proper carburetor fittings. Install the air 
silencer and belt guard. (See Figure 3-16.) 

While installing the air intake silencer, 
check that: 

1. The cover is securely fastened to 
silencer body and properly sealed. 

2. The rubber seal between silencer body 
and carburetor fits securely during 
installation. 

3. Intake hose must be directed rearward. 

Failure to comply with the above steps will 
cause engine failure. 

Install the short spring on the bottom and the long 
spring on the top. 
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IWARNINGI 

While ralsmg the snowmobile off the 
ground, place the skis against a stationary 
object, and be sure the vehicle is properly 
secured to prevent personal injury. 

11 . Raise the rear of the snowmobile off the 
ground. Start the eng ine and perform the car­
buretor adjustments as described in Section 2. 

Troubleshooting 

Carburetor related malfunctions can be identified 
as too rich or too lean a fuel mixture. Symptoms 
are as follows: 

When the fuel / air mixture is too rich: 

1. Engine noise is dull and intermittent. 

2. The condition grows worse when the eng ine is 
hot. 

3. The cond itio n grows worse when the 
enrichener is opened. 

Tuning 

MAXIMUM 

4. The condition may improve slightly when the 
air silencer is removed. 

5. Exhaust gases are heavy. 

6. Spark plugs become fouled. 

When fuel / air mixture is too lean, 

1. The engine becomes overheated. 

2. The cond it ion improves when the enrichener is 
opened. 

3. Acceleration is poor. 

4. Spark plugs burn . 

5. The revolutions of the engine fluctuate and 
lack of power is noticed. 

If a carburetor is experiencing too rich or too lean 
fue l mixture problems, first check to see that the 
throttle is working properly. Then disassemble and 
clean the carburetor. A rich or lean fuel mixture is 
usually caused by a clogged air or fuel passage . If 
cleaning does not improve carburetor performance, 
carburetor tuning may be necessary. 

PILOT SYSTEM THROTTLE SLIDE I 

EFFECT 

MINIMUM 0 1/ 8 1/ 4 3 / 8 

JET NEEDLE/ NEEDLE JET 

1/ 2 3 / 4 

(ECONO 
JET ON 

440 ONLY) 

FULL 

THROTTLE POSITION 

Different fuel metering components function ac­
cording to the throttle sett ing: 

1. Pilot Air Screw - from closed throttle to one 
half (1/2) throttle opening. 

2. Throttle . Slide Valve Cutaway - from closed 
throttle to one half (1/2) throttle opening . 

3. Jet Needle and Needle Jet - one eighth (1 / 8) 
to seven eighths (7 / 8) throttle opening. 

4 . Main Jet - one quarter (1 / 4) to full throttle 
opening. 

I 

5. Econo Jet (440 Models on ly) - one half (1/2) to 
full throttle opening. 
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Tuning enables adjustment of the fuel l air mixture 
at any throttle setting by replacing the standard 
fuel metering devices with parts designed to meter 
more or less fuel than standard. Because a change 
in one fuel metering system can affect the per­
formance of other systems, all systems should be 
checked whenever a change is made to one fuel 
metering system. 

PILOT AIR SCREW - regulates air that mixes with 
fuel from the pilot jet. Turning the pilot air screw 
in richens the fuel l air mixture. Turning out leans 
the mixture. The pilot air screw should be normally 
posit ioned 11 2 to 2 turns from full in. Less than 
112 turn indicates the pilot jet is too small. More 
than two turns out indicates the pilot jet is too 
large. 

JET NEEDLE SYSTEM - can be tuned by changing 
the position of the clip on the jet needle . There are 
five grooves at the top of the needle. The grooves 
are numbered 1 through 5 from top to bottom. The 
cl ip is normally installed in the No.3 groove. Mov­
ing the clip to a higher position on the needle 
leans out the fuellair mixt ure. Moving the clip to a 
lower position richens the fuel l air mixture. 

MAIN JET SYSTEM - t he main jet meters all of the 
f ue l to the main system. The ma in fuel system 
components meter fue l from 118 throttle to full 
throttle. 

ECONO (POWER) JET SYSTEM - is similar to the 
main system in that it only draws fuel when there 
is enough air flow through the venturi to draw fuel 
through the system. The fuel that passes through 
the system is metered by a reverse type jet. This 
system has the most effect during wide open throt ­
tle position when the engine is operating at engine 
speeds above 5000 RPM . Use of econo jet gives 
better engine response at high engine RPM's (over 
5000 RPM) and better fuel economy at lower en­
gine RPM . At wide open throttle the main jet sup­
plies approximately 70% of the engines fuel re ­
quirements while the econo jet supplies 30%. The 
econo jet stops feeding fuel below 11 2 throttle or 
5000 RPM due to the reduction of air flow through 
the carburetor bore at reduced throttle setti ngs. 

Fuel Pump 
Removal 

1. Remove air intake silencer from carburetor. 

2. Remove fuel inlet line from fuel pump. Plug 
end of fuel line. (See Figure 3-22.) 

3. Remove fuel outlet line and impulse line from 
fuel pump. 

4. Remove two fuel pump mounting nuts. 

3 -44 FUEL PUMP 

1 . Fuel Inlet Li ne 
2. Fuel Outlet Lines 
3. Impulse Line 
4. Fuel Pump 

Figure 3-22 

Disassembly 

1. Remove the eight retainer screws. (See Figure 
3-23.) 

2. Lift off body cover. Remove spring and 
diaphragm assembly. 

BODY A 
BODY B 

1. Screw 
2. Screw 
3. Cap 

11 - ~ 
1O-~ 

4. Diaphragm Assembly 
5. Filter 

6. Gasket 
7. Diaphragm 
8. Gasket 
9. Bottom Body 
10. Valve 
11. Grommet 
12. Spring 
13. Alignment Tabs 

Figure 3-23 
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3. Remove filter from body A. 

4. Remove body B, gasket, body B, diaphragm and 
gasket. Note the position of the gasket in re­
lation to body B. 

5. Once removed, the grommets cannot be rein ­
stalled - Be sure to have replacements on hand 
before removing them . Remove grommets and 
check valves from body B. 

Cleaning 

Clean the body castings A and B, the cap and the 
bottom body with a mild solvent. Clean filter or re­
place if necessary. 

Do not clean rubber diaphragms with 
solvent. Damage to diaphragms will occur. 

Be sure fuel line and impulse line fittings 
are clear of any obstructions. 

Reassembly 

1. Install lower gasket and diaphragm on bottom 
body. (See Figure 3-9.) 

2. Install check valves using new grommets in 
body B. Position body B on bottom body. 

3. Install gasket and body A onto body B. Be sure 
alignment tabs on gasket, body A, and body B 
are indexed during assembly. 

4 . I nsta II fi Iter into body A. 

5. Install diaphragm assembly onto body A. Be 
sure alignment tabs on body A and diaphragm 
are indexed during assembly. 

6. Install spring into diaphragm assembly. 

7. Install cap onto diaphragm assembly. Be sure 
a lignment tabs on cap, diaphragm assembly, 
body A, gasket, and body B are indexed 
properly. 

8 . Install eight retaining screws and tighten in a 
crisscross pattern. 

Installation 

1. Connect impulse line to front fitting. 

2. Install fuel inlet line and fuel outlet lines. 
Arrows on top of body cover indicate direction 
of fuel flow. (See Figure 3-23.) 

3. Install two fuel pump mounting nuts. 

4 . Replace air intake silencer to carburetor. 

While installing the air intake silencer, 
check that: 

1. The cover is securely fastened to 
silencer body and properly sealed. 

2. The rubber seal between silencer body 
and carburetor fits securely during 
installation. 

3. Intake hose must be directed rearward. 

Failure to comply with the above steps will 
cause engine failure. Install the short 
spring on the bottom and the long spring 
on the top. 

Engine Removal 
1. Unplug the harness from the rear of the head­

light. Open the clamps securing the harness to 
the hood. Remove the harness from the hood . 

2. Disconnect the hood lanyard from the radiator 
duct assembly. Remove the hinge pins from 
the hinges. Remove the hood . 

3. Refer to LIQUID COOLING SYSTEM and drain 
cooling system. 

4. Remove the two springs that secure the 
muffler to the exhaust manifold. Remove the 
muffler mounting hardware . Remove the 
muffler. 

5. Remove the hair pin clips securing converter 
guard and remove the guard . (See Figure 3-
24.) 

1. Converter Guard 
2. Drive Belt 
3. Hair Pin Clips 

Figure 3-24 
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6. Remove the three bolts securing the radiator 
and duct assembly to the chassis and chain­
case. 

7 . Remove hose clamps securing hose at thermo­
stat cover and heat exchanger piping . Lift 
radiator and duct assembly from the chassis. 

8 . Disconnect the hose from the heat exchanger 
to the water pump. 

9. Cut the plastic cable tie securing the engine 
harness connector . Separate the connector. 

10. Guide starter handle through the control 
console. Unwind the rope from the coil guide. 
Allow rope and handle assembly to recoil up to 
the starter. 

11. Remove the four springs securing the airsilen­
cer. Remove the air silencer. 

12. Loosen the clamps on the carburetor holders. 
Remove the carburetors from the engine . 

13. Remove the inlet tube from the oil pump. Insert 
a bolt into the end of the tube to prevent loss 
of oil. 

14. Loosen the locknuts on the control cable 
assembly at the oil pump. Remove cable 
assembly from oil pump. 

15. Remove temperature gauge sending unit from 
thermostat housing manifold. Be careful not to 
kink or damage the tube on the unit. 

16. Hold the converter with a strap wrench and re ­
move the converter mounting bolt. 

17. Install the drive converter puller bolt. (See 
Figure 3-25.) 

NOTE: Be sure you use the correct puller with 
metric threads. Damage to the converter could 
result from the wrong puller . Hold the converter 
with a strap wrench and remove the converter. 

18. Remove the four bolts from the LH engine 
mount. (See Figure 3-26.) 

19. Remove the two bolts from the RH engine 
mount. Be careful not to lose the U shaped 
shims. 

20. Disconnect fuel pump pulse l ine from the 
crankcase fitting . 

21. Raise the RH side of the engine and pull the 
LH side out of the engine mount. Lift the en­
gine out of the chassis . 

3-46 RECOil STARTER 

1. Drive Converter Puller Bolt 

Figure 3-25 

1. Engine Mount Screws 

Figure 3-26 

Recoil Starter 
Removal 

1. Remove starter handle and tie knot in starter 
rope to prevent rope from suddenly retracting 
into the recoil case. 

2. Remove three slotted hex head bolts securing 
starter assembly to engine and remove starter 
assembly. (See Figure 3-27.) 

1. Slotted Hex Head Bolts 

Figure 3-27 
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Inspection 

1. Pull the starter rope out 3-5 in. (76.2-1 27.0 
mm) and examine the starter pawls for chips or 
excessive wear. (See Figure 3-28.) Listen for 
any grinding noise which might indicate a 
broken or worn starter spring . Examine the 
starter rope for excessive wear or frayed 
condition. 

1 . Starter Pawls 
2. Starter Rope 

Figure 3-28 

Disassembly 

1. Release recoil spring tension by removing 
handle from starter rope and allowing recoil 
reel to spin slowly. 

2. Remove the nut and washers securing the re­
taining cover to the starter assembly. Exe rt 
slight downward pressure on cover to remove 
spring tension from retaining cover and slowly 
remove cover. 

3. Remove the return spring, pressure spring, 
starter pawl springs, pawls and washer from 
starter assembly. (See Figure 3-29.) Check the 
return spring and pressure spring for breaks, 
rust, distorted or weakened condition . 

IWARNINGI 

Exercise care when removing recoil reel 
from starter assembly. All spring tension 
should be released to prevent spring from 
accidently disengaging and causing injury. 
Wear safety glasses when repairing starter 
assembly components. 

4. To replace starter rope, remove recoi l reel from 
starter assembly. Untie knot and remove 
starter rope . Install new starter rope and tie a 
securing knot as shown in Figure 3-29. 

,-----------------------------------------------~ 

1. Return Spring 
2. Pressure Spri ng 
3. Starter Pawl Springs 
4 . Pawls 
5. Washer 
6. Recoi l Slide Plate A 
7. Recoil Slide Plate B 

Figure 3-29 
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1. Recoil Spring 
2. Spri ng Hook 

Figure 3-30 

3-48 RECOIL STARTER 

5. With recoil reel removed, as shown in Figure 
3-30, examine recoil spring for cracks, 
crystallization or abnormal bends. Exercise care 
when handling recoil case to prevent recoil 
spring from accidently disengaging . Spring 
should remain in the recoil case. When in­
stalling a new recoil spr ing, attach hook in 
recoil spring to recoil case. 

Reassembly 

1. Thoroughly clean all parts removed prior to re­
assembling starter. Reassemble components as 
shown in Figure 3-31. Apply a light coat of 
low-temperature grease (Texaco 2346EP or 
equ ivalent) on recoil reel and recoil spring. 

2. Apply correct recoil spring tension by placing 
rope in notch of recoil reel and rotate reel 
COUNTERCLOCKWISE four turns . Release rope 
from notch and allow rope to rewind . 

NOTE: Before bolts are tightened pull slightly on 
starter rope to engage pawls, then tighten bolts 
securely. 

3. Secure starter assembly to engine using three 
hex head bolts . Insert starter rope through 
guide in chassis and attach starter handle to 
starter rope. Pull starter a few times and ob­
serve starter operation. 
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1. Spacer Flange 8. Recoil Rope Ree l 15. Friction Plate 
2. Starter Pulley 9. Recoil Slide Plate B 16. Thrust Washer 
3. Spring Washer 10. Recoil Slide Plate A 17. Spring Washer 
4. Bolt 11 . Thrust Washer 18. Nut 
5. Bolt 12. Nylon Bushing 19. Spira l Rope Return Spring 
6. Pawl Return Spring 13. Plate Return Spring 20. Recoil Rope 
7. Recoil Pawl 14. Friction Spring 21 . Recoi l Rope Handle 

Figure 3-31 

RECO IL STARTER 3-49 



COl Magneto 
Removal 

1. Remove recoil starter assembly. Remove fly­
wheel nut. Insert a bar through slots in starter 
pulley to prevent flywheel ' from rotating. (See 
Figure 3-32.) 

Figure 3-32 

2 . Remove three bolts securing starter pulley to 
f lywheel. Removal wil l be much easier if a bar 
is inserted through the slots in the starter 
pulley to prevent the pulley from rotating. 

3 . Bolt the flywheel puller (special tool No. 
T56019-01) to the flywheel with the three fly­
wheel puller bolts (No. 11 OG0630). The starter 
pulley and spacer flange are still in position 
under the flywheel puller. Pull the flywheel 
and remove the puller, starter pulley and 
spacer flange . (See Figure 3-33.) Examine fly­
wheel keyway for damage. 

Figure 3-33 

3 -50 COl MAGNETO 

4. Disconnect the red and white COl wire con­
nectors and remove the brown and yellow 
(lighting coil) wires from the engine plug . Be 
sure to mark the Grey plastic connector so the 
lighting coil wires will be reinstalled properly. 
(See Figure 3-34.) 

5. Remove the nuts securing magneto cover to 
crankcase. Remove the magneto cover and en­
gine mount as an assembly. 

Figure 3-34 

6. Scribe a mark on the stator plate and the 
crankcase boss for proper indexing during 
reassembly. (See Figure 3-35.) 

Figure 3-35 
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7. Remove the two screws securing the stator 
plate to the crankcase. (See Figure 3-36.) 

8. Remove the stator plate. (See Figure 3-37.) 

Figure 3-36 
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Figure 3-37 

Disassembly 

Refer to Figure 3-38 for disassembly sequence of 
magneto components. 

1. Flywheel 
2. Stator Assembly 
3. Pulser Coil 
4. Pa n Head Screw 
5. Lighting Coil 
6. Stator Harness Clamp 
7. Spring Washer 
8. Pan Head Screw 
9. Coil Wire Clamp 
1 O. Exciter Coi I 
11. Coil Spacer Collar 
1 2. Pa n Head Screw 
13. Plain Washer 
14. Spring Washer 
15. Pan Head Screw 

Figure 3-38 
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Inspection 

1. Check woodruff key for damage. 

2. Check magnets in flywheel assembly. 
Thoroughly clean magnet area to remove any 
metal filings or particles that the magnets 
might have attracted. 

3. Perform a visual check of all wires for frayed 
condition. 

Reassembly 

1. Reinsta ll all components removed from the 
stator plate. (See Figure 3-38.) Tighten all 
screws securely. 

2. Reassemble stator assembly to crankcase. Be 
sure to align marks between stator assembly 
and crankshaft made during removal. If these 

marks are not aligned ignition timing will be 
incorrect and may result in eng ine damage. 
Torque the two screws to 5 ft Ib (0.7 kg-m) . 

3. Install woodruff key into crankshaft. Check 
wire routing to insure grommet is properly 
located in the crankcase . If the grommet is not 
in place, the wires can be rubbed by the 
flywheel or pinched dur ing assembly. 

4. Reinstall starter pulley and spacer flange onto 
flywheel. Secure with the three bolts. 

5. Assemble flywheel to the crankshaft. Torque 
flywheel nut to 60 ft Ib (8.3 kg-m). 

Liquid Cooling System 
The cooling system and its flow pattern is shown 
in Figure 3-39. 

Figure 3-39 
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Draining Coolant 

To drain the coolant from this system: 

1. Place a pan under the lower pan assembly 
where the overflow hose comes out, to catch 
the coolant as it drains. 

2. Remove the overflow hose from the reservoir 
tank. Route the hose underneath the engine. 
Bring the hose up to the drain plug in the 
manifold on the front of the engine . Remove 
the drain plug and insert the hose into the 
opening. (See Figure 3-40.) 

3. Remove the cap on the reservoir tank after the 
hose is inserted into the drain opening, this 
will allow the coolant to flow freely . 

4. Lift the rear of the snowmobile slightly to allow 
the coolant to drain out of the heat exchanger. 

1. Drain Plug 
2. Overflow Hose 

Figure 3-40 

Disassembly 

1. Remove water temperature gauge sending 
un it. Be carefull not to kink or damage the 
capillary tube as this w ill render the gauge in ­
operative. 

2. Separate the thermostat cover from the 
housing. Remove the thermostat. (See Figure 
3-41 .) 

3. Remove the clamp securing the bypass hose to 
the thermostat hous ing. Remove the 
thermostat housing from the cylinder heads. 

1. Thermostat Cover 
2. Thermostat 
3. Thermostat Housing 
4. By-pass hose 

Figure 3-41 
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Water Pump Removal 

1. Remove the hose from the heat exchanger to 
the water pump inlet and the bypass hose. 
(See Figure 3-42.) 

2. Remove the two bolts secur ing the water pump 
to the crankcase . Remove the two nuts 
securing the water pump to the oil pump. 
Remove the water pump. Be careful not to lose 
the coupl ing . (See Figure 3-43.) 

1. Bypass Hose 
2 . Water Pump 
3 . Hose Clamp Pl iers 

Figure 3-42 

1. Coupling 
2. Water Pump 

Figure 3-43 
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Inspection 

1. Check the water pump for loose bearings and 
internal rubbing . Replace pump if necessary. 

2. Check the thermostat for damage. Heat 
thermostat in a pan of water. With a 
thermometer, check to see that the thermostat 
opens at 1 D8°F (42°C). Replace thermostat if it 
fails to open at this temperature or is damaged. 

Reassembly 

1. Install a new a-ring in the water pump flange. 

2. Position the coupling onto the oil pump shaft . 

3. Install the water pump. The crankshaft may 
have to be rotated slightly to align coupling 
with the water pump. Tighten the nuts that 
secure the water pump to the oi l pump first 
then tighten the bolts between the pump 
flange and the crankcase. 

4. Apply silicone sealer to the gasket surfaces of 
the outlet manifold and install onto the cyl inder 
heads. 

5. Reinstall thermostat. Apply silicone sealer to 
the gasket surface of the thermostat housing 
and install housing onto manifold. 

6. Check hoses for weak spots or cracks and rein ­
stall if they check out good . Replace the hoses 
if they show any signs of deterioration or wear. 

7. Reinstall temperature gauge sending unit. 

NOTE: Refer to exploded view Figure 3-44 for 

assemblv {Jrocedure. 

8. Fill the coolant system. Refer to page 3 -58. 
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1. Bolt 13. Coolant Pump Assembly 
2. Spri ng Washer 14. Nut 
3. Plain Washer 15. Stud 
4. Bolt 1 6. Drive Coupli ng 
5. Gasket 17. Bolt 
6. Thermostat Cover 18. Coolant Pump O-Ring 
7. Thermostat Cover Gasket 19. Crankcase to Pipe Gasket 
8. Thermostat 20. Pipe to Cylinder Gasket 
9. Jiggle Valve 21 . Crankcase to Cylinder Pipe 
10. Hose to Cylinder Head Pipe 22. Bolt 
11 . Hose Clamp 23. Pipe to Cyli nder Head Gasket 
12. Hose 24. Bolt 

Figure 3-44 
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Chassis Coolant System 
Disassembly (See Figures 3-45 
and 3-46) 

1. Drain coolant from system; 

2. Remove the hose clamps securing the hose at 
the thermostat cover and the heat exchanger. 

3. Remove the three bolts securing the radiator 
and duct assembly to the chassis. Remove the 
radiator and duct assembly. 

4. Remove the hoses from the radiator. Remove 
the two bolts securing the radiator to the duct 
assembly and remove the radiator. 

5. Remove the coolant and overflow hoses from 
the reservoir tank. Remove the two screws 
securing tank to the duct assembly and re­
move the tank. 

6. Remove the four bolts securing seat assembly 
a nd remove seat assembly. 

7. Remove the suspension and swing the track 
out of the tunnel. 

8. Remove the rivets securing the heat ex­
changer to the top of the tunnel. 

1. Reservoir Assembly 
2. Pressure Cap 
3. Screw 
4. Tube 
5. Pipe Clamp 
6. Rivet 
7. Coolant Pipe 
8. End Cap Gasket 
9. Open End Cap 
10. Special Screw 
11. Hose Clamp 
12. Coolant Hose (Exchanger 

to Pipe) 
13. Coolant Hose (Exchanger 

to Pump) 
14. Exchanger Pad 
15. Closed End Cap 
16. Heat Exchanger 
17. Rivet 
18. Brace Assembly 
19. Plain Washer 

9. Remove the hose clamps and hoses from the 
heat exchanger. Remove the heat exchanger. 

10. Remove the five special screws securing the 
end caps to the heat exchanger. Remove the 
end caps. 

1. Cap 
2. Reservoir Tank 
3. Radiator 
4. Duct Assembly 

Figure 3-45 

20. Special Bolt 
21. Insert Nut 
22. Special Bolt 
23. Plain Washer 
24. Duct Assembly 
25. Bolt 
26. Retainer 
27. Mounting Grommet 
28. Grommet Bushing 
29. Mounting Pad 
30. Coolant Hose (Radiator to 

Engine) 
31. Coolant Hose (Exchanger 

to Radiator) 
32. Special Washer 
33. Heat Exchanger (Radiator) 
34. Hose Clamp 
35. Coolant Hose (Radiator to 

Reservoir) 
36. Hose Clamp 

Figure 3-46 
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Inspection 

1. Flush out the heat exchanger. 

2. Check the radiator for leaks and damage. Re ­
pair as necessary. 

3. Check the reservoir tank for cracks and leaks. 
Repair as necessary. 

4. Check all hoses and pipes for cracks, cuts and 
deterioration. Replace as required. 

Reassembly 

1. Reinstall the end caps onto the heat exchanger 
with new gaskets. 

2. Reinstall the hoses between the heat ex­
changer and the coolant pipes. 

3. Pop rivet the heat exchanger back onto the top 
of the tunnel. Heads of the rivets are to be 
located on the track side (underside) of the 
tunnel. 

4. Reassemble radiator and reservo ir tank into 
duct assembly. 

5. Reinstall duct assembly into chassis. Reas­
semble all hoses. 

6. Fill the cooling system. 

7. Check the system for leaks. If no leaks appear, 
reinstall the seat and suspension assembl ies. 

Filling Cooling System 

1. Remove vent screw in top of thermostat 
housing. (See Figure 3-47.) 

1. Vent Screw 
2. Thermostat Housing 

Figure 3-47 
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2. Fill the cooling system through the reservoir 
tank opening. Use a 50/ 50 mixture of coolant 
a nd water. (Prestone II or Dowgard 
winter / summer coolants) 

CAUTION 

DO NOT USE 100% WATER OR COOLANT. 
100% coolant will freeze before a 50150 
mixture of water and coolant. 

The capacity of the system is one gallon. 

3. When fluid appears at the vent opening 
reinstall the vent screw and continue filling. A 
jiggle valve, located next to the thermostat in 
the thermostat housing, bleeds the air out of 
the system while filling. Correct coolant level is 
114 inch down from the neck in the reservoir. 

CAUTION 

Recheck the coolant level after running 
the engine, to insure coolant level remains 
adequate to properly cool engine. 

The windshield must be in sta lled on the 
snowmobile for proper cooling. The windshield 
forms a vacuum behind it causing the air to be 
drawn out of the radiator vent panel on top of the 
hood to give proper air flow through the radiator. 
(See Figure 3-48.) 

The coolant temperature can and will vary depend­
i ng on ambient temperature, snow conditions and 
operating conditions . In marginal snow conditions 
the engine will run hotter than in heavy snow. 

Prolonged periods of idle or operating below half 
throttle will cause the engine to run hotter than 
when it is operated at full throttle. 

If the temperature of the engine registers 
anywhere in the GREEN on the gauge this would 
be normal. If the temperature registers in the RED 
on the gauge, stop the engine immediately and 
check for the cause. 

1 . Hood Louvers 
2. Windshield 
3. Vent Panel 

Figure 3-48 
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Carburetor Holders 
Removal 

Remove the two bolts securing each carburetor 
holder to the cylinders. Remove the carburetor 
holders, insulators and gaskets. (See Figure 3-49.) 
Discard the gaskets. 

Inspection 

1. Inspect the carburetor holders for cracks or 
deterioration. Replace if necessary. 

2. Inspect the insul ators for cracks or warpage. 
Replace if cracked, warped or damaged. 

Installation 

1. Apply sil icone sealer to both sides of the 
gasket. 

Position the gasket, insu lator and the carburetor 
holder onto the cylinder flange. Secure with the 
two bolts and washers removed above. Be sure the 
air silencer spr ing retaining tabs are located on the 
outside bolt of each carburetor holder. (See Figure 
3-49.) 

1. Bolt 
2. Carburetor Holder 
3 . Insulator 
4. Gasket 

Figure 3-49 

Cylinder Heads, 
Cylinders and Pistons 
Cylinder Heads Removal 

1. Drain the coolant system. Refer to page 3-53 . 

2. Remove the nuts securing the exhaust 
manifold to the engine and remove the exhaust 
manifold. (See Figure 3-51.) 

3. Loosen the clamp on the by-pass hose at the 
water pump. Remove the bolts securing the 

thermostat housing manifold to the cy linder 
heads. Remove the assembly from the eng ine. 
(See Figure 3-50.) 

1. By-pass Hose 
2. Thermostat Housing 

Manifold 
3. Water Pump 

Figure 3-50 

1. Nuts 
2 . Exhaust Manifold 

Figure 3-51 
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1. Coolant Manifold 

Figure 3-52 
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4. Remove the six bolts securing the coo lant 
manifold to the cylinders and crankcase. 
Remove the coolant manifold . (See Figure 3-
52.) 

5. Remove the oil injection nozzles from each 
cylinder. If the engine will be disassembled for 
a long period of time, cover the nozzles with a 
plastic bag or other suitable cover to prevent 
foreign matter from entering the system . 

6. Scribe a mark on each cylinder head, cylinder 
and the crankcase to assure rematching the 
parts in reassembly. Remove the eight nuts 
securing each cylinder head and remove the 
heads. (See Figure 3-53.) 

/1----6 1. Cap Nut 
2. Stud 
3. Spring Washer 
4. Plain Washer 

]---7 5. Stud 
6. Cyli nder Head 
7. Head Gasket 
8. Cylinder 

1---8 9. Cylinder Base Gasket 
10. Inlet Gasket 
11 . Insulator 
12. Carburetor Holder 
13. Silencer Spring Washer 
14. Bolt 
15. Plain Washer 
16. Exhaust Gasket 
17. Spring Washer 
18. Stud 
19. Nut 

Figure 3-53 

3 -60 CYLINDER HEADS, CYLINDERS AND PISTONS 



\ 

Inspection 

1. Check for excessive carbon build-up in cyl ­
inder head. During every engine tear -down re ­
move all carbon from the cylinder heads. 

2. Check all coolant passages in the cylinder 
heads and remove any obstructions. 

3 . Check the cylinder head gasket surface for flat­
ness with a stra ight edge. (See Figure 3-54.) If 
the head is sl ightly distorted it can be cor­
rected by placing a sheet of No. 400 sand­
paper on a flat surface and sliding the head 
back and forth in a figure 8 motion until the 
entire surface is shinny. Dull spots (unsanded 
areas) indicate low portions or warpage. 

Figure 3-54 

Cylinders 
Removal 

Remove the cylinders . Using a mallet gently tap 
bottom of cylinder to allow for easy removal of the 
cylinder. 

NOTE: It is advisable to place a clean rag beneath 
the piston. This will prevent any carbon or broken 
part from falling into the crankcase . 

Inspection 

1. Check all coolant passages and remove any 
obstruction. 

2. Thoroughly clean all carbon deposits from the 
exhaust ports and cylinder walls. 

3. Check the cylinder wall for excessive scoring. 

4. Using an inside micrometer check the cyl inder 
bore for wear. If the cylinder diameter exceeds 
the dimension shown under Service limit in 
Figure 3-55, replace the cylinder. 

NOTE: The cy linders in this engine are aluminum 
with chrome plated bores. They cannot be honed 
or rebored. Cylinders should be checked for size at 
top and bottom of bore with two measurements 
90° apart. 

TOP OF CYLINDER 

BonOM OF CYLINDER 

CYLINDER BORE DIAMETER TOLERANCES 

MODEL 

SS440-A 1 

SS340-A 1 

STANDARD (NEW) 

2.6774 - 2.6781 in. 
(68.005- 68.023 mm) 

2.3640 - 2.3648 in . 
(60.045 - 60.065 mm) 

Figure 3-55 

SERVICE LIM IT (USED ) 

2.681 in. 
(68.10 mm) 

2.366 in. 
(60.10 mm) 
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Pistons 
Removal 

1. Mark one of the pistons to ensure that it will 
be reinstalled into the same location during 
reassembly. 

2. With a small scribe or screwdriver, remove the 
piston pin retainers. 

3. Push the pi n out of the piston. If a burr was 
formed during removal of the pin retainers it 
will be necessary to use the piston pin puller 
listed under special tools . 

4. Remove piston from connecting rod. 

5. Remove the needle bearings from the upper 
connecting rod end . 

6. Remove the piston ring from the piston by 
spreading it open with your fingers and lifting 
off the piston. 

Inspection 

1. Remove all carbon from piston dome, ring 
groove and piston skirt. 

NOTE: If piston dome or skirt is scored or dam­
aged replace the piston and piston ring. 

2. Check the p~ston-to-cylinder wall clearance. 
Measure the smallest inside diameter of the 
cylinder bore. Using a micrometer measure the 
largest outside diameter of the piston . Place 
micrometer 0.4 in. (10 mm) above the bottom 
of the piston skirt. (See Figure 3-56.) If the dif­
ference in the measurements obtained is less 
than 0 .002 in. (0.05 mm) or more than 0.004 
in . (0.10 mm) for the SS440 and 0 .003 in. 
(0.08 mm) or more than 0 .005 in. (0.12 mm) 
for the SS340 replace the piston. If the piston 
skirt is less than the Service Limit listed in Fig­
ure 3-56 replace the piston. 

PISTON SKI RT DIAMETER TOLERANCES 

MODEL 

SS440-A 1 

SS340-A1 

3-62 PISTONS 

STANDARD (NEW) 

2.6744 - 2.6752 in. 
(67.929 - 67.950 mm) 

2.3602 - 2.3610 in. 
(59.949 - 59.969 mm) 

Figure 3-56 

SERV ICE LIMIT (USED) 

2.670 in. 
(67.82 mm) 

2.355 in. 
(59.82 mm) 

j 
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3. Measure the diameter of the piston pin at the 
center and near the end . If the dimensions 
measured is less than the Service Limit shown 
in Figure 3-57 replace the piston pin. 

4 . Measure the piston pin bore diameter. If the di­
mension measured exceeds the Service Limit 
shown in Figure 3-58, replace the piston . 

MODEL 

All 

MODEL 

All 

PISTON PIN DIAMETER TOLERANCES 

STANDARD (NEW) 

0.6297 - 0.6299 in. 

(15.994 - 16.000 mm) 

Figure 3-57 

PISTON PIN BORE DIAMETER TOLERANCES 

STANDARD (N EW) 

0.6299 - 0.6201 in. 
(15.999-16.005mm) 

Figure 3-58 

SERVICE LIMIT (USED) 

0.628 in. 

(15.96 mm) 

SERVICE LIMIT (USED ) 

0.622 in. 
(16.08 mm) 
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5. Measure the connecting rod small end bore 
diameter with an inside micrometer. If the dia­
meter is larger than the Service Limit shown in 
Figure 3-59 repl ace the cra nkshaft and con ­
necting rod assembly. 

6 . Check piston ring gap by inserti ng piston ring 
into cylinder hori zonta lly . Insert a feeler gauge 
in t he opening between t he ends of the piston 
ri ng . (See Figure 3-60.) If maximum ring gap 
exceeds the Service Limits when measured at 
the top and the bottom of the cylinder bore, re­
place the r ings. 

CO NN ECT I NG ROD SMALL END BORE DI AMETER TO LER ANCES 

MODE L 

A ll 

MODEL · 

SS440-A 1 

SS340-A1 

3 -6 4 PISTONS 

STANDARD (NEW) 

0.7875 - 0.7880 in . 
(20.003 - 20.015 mm) 

Figure 3-59 

SERV ICE LIMIT (USED) 

0.789 in. 
(20.05 mm) 

PISTON RIN G END GAP (RING WIDTH) 
UPPER AND LOWER RING WI DTH TO LERANCES 

STANDAR D (N EW) 

0.008 - 0.01 6 in . 
(0.2 - 0.4 mm) 

0.008 - 0.01 6 in. 
(0.2 - 0.4 mm) 

Figure 3-60 

SERVICE LIMIT (U SED ) 

0.028 in. 
(0. 7 mm) 

0.028 in. 
(0.7 mm ) 
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7. With the rings installed in their grooves, take 
several measurements with a feeler gauge to 
determine ring to groove clearance. If the 
clearance exceeds the Service Limit in Figure 

3-61 , replace the rings and remeasu re ring to 
groove clearance. If the dimension sti ll ex­
ceeds the Service Limit, replace the piston. 

TOP RING/GROOVE CLEARANCE 

MODEL 

SS440-A1 

MODEL 

All 

STANDARD (NEW) 

0.0020 - 0.0047 in. 
0.05 - 0.12 mm) 

BOTTOM RING /GROOVE CLEARANCE 

STANDARD (NEW) 

0.0020 - 0.0035 in. 
(0.05 - 0.09 mm) 

Figure 3-61 

SERV ICE LIMIT (USED ) 

0.009 in. 
(0.22 mm) 

SERVICE LIMIT (USED) 

0.008 in. 
(0.19mm) 
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Reassembly 

1. Insta ll the piston rings onto the piston. The flat 
ring must be installed in the lower groove. The 
ring with the L shaped cross section must be 
installed in the top groove with the leg of the L 
up. The end gaps of these rings must be 
positioned over the alignment pins in the pis­
ton ring grooves. 

NOTE: These rings are very fragile and should be 
handled accord ingly. 

2 . Assemble bearings to upper connecting rod 
ends . 

3. Attach piston and ring assemblies to connect­
ing rods and insert piston pins. Secure piston 
pins with piston pin clips . (See Figure 3-62.) 

Figure 3-62 

NOTE: Install the pistons with the letter E and the 
arrow mark to the exhaust side (front) of the 
engine. (See Figure 3-63.) 

4. Apply a light coating of silicone sealer to the 
cylinder base gaskets, and position them over 
the cylinder studs in the crankcase. 

5. Lubricate the cylinder bores with KAWASAKI 
Snowmobile Oil. 

3 -66 REASSEMBLY 

Figure 3-63 

6. Lubricate the pistons and rings with 
KAWASAKI Snowmobile Oil. Match up the 
match marks scribed into the crankcase and 
cylinders before disassembly. (See Figure 3-
64.) With the appropriate ring compressor in­
stall the cylinders. Be sure that the intake port 
of the cy linder is facing the water pump side 
(rear) of the crankcase . (See Figure 3-65.) 

NOTE: Check for broken rings after cylinder is in­
stalled . Push on the ring with your thumb through 
the exhaust port if the ring springs back the ring is 
okay. 

Figure 3-64 

I 
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1. Ring Compressor 

Figure 3-65 

7. App ly silicone sea ler to both sides of the cyl in­
der head gasket. Use the silicone sealer 
spar ingly to avo id plugging or restricting the 
coolant passages. (See Figu re 3-66.) 

Figure 3-66 

8. Install the cy linder heads. Do not torque th e 
head nuts at this time. (See Figure 3 -67.) 

9. Apply silicone sealer to the gasket surfaces of 
the coolant manifold and install the manifold 
onto the cylinders . To properly align the 
cylinders tighten the four bolts securing the 
manifold to the cylinders first, then torque the 
cylinder head nuts to 16 ft Ib (2. 2 kg-mi. 
Torque the cylinder head nuts in 1/3 in ­
crements of the above torque using a cross­
cross pattern. (See Figure 3 -68.) 

Figure 3-67 

1. Tighten Four Manifold Bolts First 

Figure 3 -68 
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10. After the cylinder head nuts have been torqued 
tighten the two bolts securing the manifold to 
the crankcase. (See Figure 3-69.) 

11. Reinstall the thermostat housing manifold and 
bypass hose. Be sure to apply silicone sea ler to 
both sides of the gasket. 

12. Install carburetor holders, insulator blocks and 
gaskets. Refer to page 3-59. 

13. Fill the coolant system. Refer to page 3-58. 

14. Install oil injection nozzles to each cylinder. 

1. Coolant Manifold 

Figure 3-69 

Oil Injection System 
Oil Pump Output Test 

For this test it is necessary to use premixed fuel 
(40 to 1). Use a one gallon can with a hose con­
nected to the inlet of the fuel pump. Disconnect 
the oil pump output lines at oil pump. Install 
separate oil tubes to each outlet and place end of 
each in a separate container. Start engine and run 
at IDLE SPEED (3000 RPM) with OIL PUMP LEVER 
WIDE OPEN. Measure the output of each tube in a 
calibrated glass tube. Correct output from the tube 
to the crankcase should be 3.35 to 4.06 cc per 
minute. The output from each tube to the cylinder 
fittings should be 1.68 to 2.03 cc per minute. 
Replace the oil pump if output is below these 
specifications. 

3-68 OIL INJECTION SYSTEM 

Disassembly 

1. Disconnect oil tube from the inlet fitting of the 
oil pump. Insert a bolt into the end of the 
tubing to prevent the oil from draining out. 

2. Remove the oil injection nozzles from the 
cyli nders and the crankcase. (See Figures 3-70 
and 3-71.) 

1. Injection Nozzle 

Figure 3 -70 

1. Injection Nozzle in Crankcase 
2. Injection Nozzle in Cylinders 

Figure 3 -71 
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3. Remove the drain plug on the front of the gear­
case and drain the case. (See Figure 3-72.) 

1. Drain 

Figure 3-72 

4. Remove the bolts securing the gearcase cover 
to the crankcase and remove the gearcase 
cover. (See Figure 3-73.) Check to see if the 
small spacer used on the idler gear came off 
with the cover and if so, remove it so it will not 
become lost. (See Figure 3-73.) 

Figure 3-73 

5. Remove the idler gear. Take care not to lose 
the spacer in back of the gear. (See Figure 3-
74.) 

6. Remove the water pump and coupling . 

7. Hold the oil pump shaft on the coupling end 
with a small wrench. Remove the nut securing 
the gear to the pump shaft and remove the 
gear. (See Figure 3-75.) 

1. Idler Gear 
2. Spacer 

Figure 3-74 

Figure 3 -75 
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8. Rem ove the two bolts securing the oil pump to 
the crankcase and remove the pump. (See Fig­
ures 3-76 and 3-77.) 

. .1 

Figure 3-76 

1. Oil Pump 
2. Gears 

Figure 3-77 

3-70 OIL INJECTI ON SYSTEM 

Inspection 

CHECK VALVE (BANJO FITTING) 

The check valve is needed to prevent oil from 
bleeding back to the pump when the engine stops. 
The check valve retains oil in the hose between 
the oil pump and cylinder for when the engine 
restarts. A small capacity, hand held pressure 
tester is recommended for testing the check valves. 
Only 3 to 6 PSI is required to move the check valve 
off its seat. If the valve does not check out good 
replace the valve . 

Do not use high pressure compressed air 
on the check valve. High pressure air will 
damage the valve which will result in 
engine failure. 

1. Spring 
2. Steel Ball 

Figure 3-78 

Check the gears, bearings and seals for wear or 
damage and replace if necessary. 

Figure 3-79 shows the oil flow through the crank­
case to the center main bearings and to the big 
end of the connecting rod. 

Check the gearcase vent hole directly above the 
sight glass to be sure it is free from obstruction to 
ensure proper seal operation. (See Figure 3-80.) If 
this hole is plugged, it could permit the gearcase 
oil to be sucked into the crankcase through the 
seal between the gearcase and crankcase . Loss of 
this oil would result in gear and bearing failure. 



1. Vent Hole 

Figure 3-80 

Figure 3-79 

Assembly 

1. Install a new O-ring into oil pump flange and 
apply a thin coat of silicone sea ler. Insta ll oil 
pump into cra nkcase and secure wi th two 
bolts. Be sure to install new seal washers on 
the mounting bolts to prevent gearcase oil 
leakage. 

Bleed oil pump by removing bleed bolt and 
holding control lever in full open position. 
Hold lever open until ALL air is bled from 
tube feeding the pump. 
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2. Install oil pump gear and secure with nut and 
washer. 

3. Posit ion one spacer, idler gear and second 
spacer onto idler shaft. 

4. Install bearing into gearcase cover. Measure 
from the gasket surface of the gearcase cover 
to the face of the inner race of the bearing. 

(GEARCASE) COVER 

(See B Figure 3-81. ) Also measure from the 
gasket face of the crankcase to the face of the 
drive gear on the end of the crankshaft. (See A 
Figure 3-81.) Subtract dimens ion B from 
dimension A the resu lts would be the 
clearance . 

With the correct shims there should be an axial 
clearance of 0.004-0.016 in. (0.15 -0 .39 mm). 

CRANKCASE 

DR IVE GEAR 

BEARING 
(GEARCASE) 

B 

Clearance = Dimension B·A 

.0052-.0156 in. (0.135 - 0.39 mm) 

.0157-.0232 in . (0.4 - 0.59 mm) 

.0236-.0312 in. (0.6 - 0.79 mm) 

.0315-.0390 in. (0.8 - 0.99 mm) 

.0394-.0469 in. (1 .0 - 1.19 mm) 

.0472-.0537 in. (1.2 -1.39mm) 

.0551-.0626 in . (1.4 - 1.59 mm) 

.0629-.0705 in. (1.6 - 1.79 mm) 

.0709-.0783 in. (1.8 - 1.99 mm) 

.0787-.0862 in. (2.0 - 2.1 9 mm) 

.0866-.0931 in. (2.2 - 2.39 mm) 

.0945-.1020 in. (2.4 - 2.59 mm) 

.1024-.1076 in. (2.6 - 2.735 mm) 

Shim No. Required 

None 
( 1 ) 
(1) + (1) 
(2) 
(1) + (2) 
(3) 
(2) + (2) 
(4) 
(2) + (3) 
(2) + (2) + (2) 
(3) + (3) 
(2) + (2) + (3) 
(3) + (4) 

SHIM NUMBER DESCRIPTION 

No. Thickness Part No. 
(1 ) .00787 in. (0.2 ± 0.015 mm) 92025-3007 
(2) .02362 in. (0.6 ± 0.030 mm) 92025-3008 
(3) .03937 in . (1.0 ± 0.040 mm) 92025-3009 
(4) .05512 in. (1.4 ±0.050 mm) 42925-3010 

Figure 3-81 
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5. Install a new O-ring into gearcase cover and 
coat gasket surface slightly with silicone 
sealer. (See Figure 3-82.) The outer sea l in the 
gearcase cover is a double lip sea l. Fill the area 
between the two lips with grease before 
insta lling the cover . 

6. Install gearcase cover and secure with bolts 
removed previously. 

7. Reinstall the oil pump nozzles to the crank 
case and cylinders. 

8 . Fill gearcase to just above center of sig ht glass 
but not higher than the top with SHELL XL 100 
1 OW- 3~ non-foaming engine oil. (See Figure 3-
83.) The gearcase oil should be changed after 
the first 100 miles and thereafter at the end of 
each season. 

9. Bleed oil pump and purge oil pump tubes as 
described on page 3-117. 

~ ... --..-
Figure 3-82 

1. Gearcase 
2. Sig ht Glass 
3. Fill Hole 

Figure 3-83 

Crankshaft Assembly 
Removal 

1. Remove the cylinder heads, cylinder, and 
pistons. Refer to page 3-59. 

2. To remove the magneto cover and engine 
mount plate disconnect the CDI wires and re ­
move the lighting coil wires from the con ­
nector plug. Be sure to mark the connector so 
the wires for the lighting coil are reconnected 
correctly. Remove the nuts securing the mag­
neto cover and lift t he entire assembly off of 
the crankcase. (See Figure 3-84.) 

3. Scribe a mark on the stator plate and the 
crankcase boss to assure proper indexing 
during reassembly. (See Figure 3-85.) 

Figure 3-84 

Figure 3 -85 
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4. Remove the screws securing stator plate to the 
crankcase and remove the stator plate. 

5. Remove the bolts securing the water pump to 
the crankcase and the nuts securing the water 
pump to the oil pump. Remove the water 
pump. 

6. Drain the gearcase assembly. Remove the bolts 
sec uri ng the gearcase cover to the crankcase 
and remove the cover. Remove the idler gear, 
spacers and idle shaft. 

7. Remove oil pump nozzle from the crankcase 
assembly. Remove the driven gear from the oil 
pump shaft and remove the oil pump. 

8. Remove the bolts securing the crankcase 
halves together. Remove the lower crankcase 
from the upper crankcase. 

9. Use a mallet or a soft hammer to break the 
crankcase sea l and separate the two halves. 
(See Figure 3-86.) 

10. Lift the crankshaft assembly straight up and 
out of the crankcase. 

Figure 3 -86 

3-74 CRANKSHAFT ASSEMBLY 

Inspection 

1. With a feeler gauge check the side clearance 
of the connecting rods. (See Figure 3-87.) The 
correct tolerance is 0.016-0.020 in. (0.4-0.5 
mm). If the clearance is greater than this re ­
place the crankshaft assembly. 

Figure 3-87 

2. Check the crankshaft center bearings for wear 
or rough spots. If the center bearings show 
wear or have rough spots replace the crank­
shaft assembly. 

3. To check the connecting rod radial clearance, 
set up the crankshaft as shown in Figure 3-88 
with a dial indicator. With the connecting rod 
perpendicular pull the connecting rod up 
toward the dial indicator. Then push the con ­
necting rod down towards the crank pin. The 
difference between these two readings is the 
radial clearance. The allowable radial clear ­
ance is 0.0008-0.001 in. (0.02-0.03 mm), if the 
radial clearance exceeds these dimensions re­
place the crankshaft assembly. 

4. If the outer bearings, seals or oil pump drive 
gear require replacement, remove these parts 
with a bearing puller. (See Figure 3-89.) Never 
hammer on the bearings or crankshaft to re ­
move these parts. 

When installing the bearing or gear, heat the 
parts with a heat gun or place on top of a light 
bulb. The parts will expand for easy in­
stallation. 

) 
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Figure 3-88 

Figure 3-89 

5. If the outer bearings on either end have been 
replaced or a new oil pump drive gear has 
been pressed onto the crankshaft, the crank­
shaft must be checked for alignment. Place the 
crankshaft on V-blocks and use a dial indi­
cator as shown in Figure 3-90 to check the 
alignment. Maximum run out permissable is 
0.002 in. (0.05 mm) T.I.R. (Total Indicated 
Reading). If the run out exceeds this dimen ­
sion replace the crankshaft assembly. 

Figure 3-90 

6. When reinstalling crankshaft into crankca se 
measure crankshaft end play. The end play can 
be measured with a feeler gauge between the 
center bearing and the oil slinger at the mag­
neto end. The end play can also be measured 
by placing a dial indicator against one end of 
the crankshaft and moving it to one end of the 
crankcase a nd then back to the other end of 
the crankcase. The difference in the two read­
ings will be your end play. Select the correct 
shim from the chart below. Maximum end play 
is 0.015 in. (0.38 mm). 

AVAILABLE "SHIM" DIMENSIONS 

Thickness Part No. 

0.0276 ± 0.0012 in. (0.7t ± 0.03 mm) 92025·3001 

0.0315 ± 0.0012 in. (0.8t ± 0.03 mm) 92025·3002 

0.0354 ±0.0016 in. (0.9t±0.04 mm) 92025·3003 

0.03937 ± 0.0016 in. (1.0t±0.04 mm) 92025·3004 

0.0472 ± 0.0020 in. (1.2t ±0.05 mm) 92025·3005 
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Install the shim between the oil slinger and the 
crankshaft center bearing on the magneto end . 
(See Figure 3-91.) 

Installation 

1. Shim 

Figure 3-91 

1. Place the crankshaft assembly into the crank­
case. Be sure the dowel pin on labyrinth seal is 
properly located in the notch of the upper 
crankcase half. Apply a liberal amount of oil to 
all the bearings on the crankshaft assembly. Be 
sure that the lips of the oil seals and the oil 
slingers near the center main bearings are 
properly seated in the grooves in the upper 
crankcase half . (See Figure 3-92.) 

1. Dowel Pin 
2. Labyrinth Seal 

Figure 3-92 

3-76 CRANKSHAFT ASSEMBLY 

2. Apply a continuous thin bead of KAWASAKI 
sealer to the upper crankcase half. (See Figure 
3-93.) 

Figure 3-93 

3. Install the lower half of the crankcase. Torque 
the bolts in a criss-cross pattern as shown in 
Figure 3-94. Bolts numbered one through eight 
torque to 16 ft Ib (2.2 kg-m). Bolts numbered 
nine and ten torque 5 to 6 ft Ib (0.7 to 0.8 kg­
m). 

4. Reinstall COl magneto assembly. Refer to page 
3-52. 

5. Install pistons, cylinder, and heads. Refer to 
page 3-66. 

6. Fill cooling system. Refer to page 3-58. 

Figure 3-94 
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Brake Light Switch, 
Dimmer Switch, or 
Brake Lever Assembly 
Removal 

2. Insert a screwdriver between handle grip and 
handlebar to loosen the grip from the bar, and 
pull handle grip from handlebar. 

3. Disconnect the brake and dimmer switch con­
nectors from the main harness . 

NOTE: Separate components of the brake lever 
assembly, the brake light switch or the dimmer 
switch are available and can be replaced. To 
replace either switch, the lever assembly must be 
removed from the handlebar. 

4. Loosen lock screw and slide brake lever as­
sembly from handlebar. (See Figure 3-95.) 

5. Remove screw securing brake case plate to the 
case, and remove the plate. Either switch can 
now be slid out of the case and a replacement 
slid in. 

1. Remove brake cable from brake lever assem­
bly. 

6. To replace the lever, remove retainer, washer 
and pin. 

8 

10 

1. Dimmer Switch 
2. Lock Screw 
3. Lever Pin 
4. Brake Lever 
5. Pin Washer 
6. Pin Retainer 
7. Brake Case 
8. Brake Case Plate 
9. Plate Screw 
10. Brake Light Switch 

Figure 3-95 
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Installation 

1. Install the components and the brake lever as­
sembly in the reverse order of removal. Torque 
the lock screw to 25 in . Ib (0.29 kg -m). 

2. Check the brake lever adjustment as described 
in Section 2. 

Emergency Stop Switch 
or Throttle Lever 
Assembly 
Remova l 

NOTE: Separate components of t he t hrottle lever 
assembly and the emergency stop switch are avail­
able and ca n be replaced. To rep lace the switch 
the lever assembly must be removed from the 
handlebar. 

1. Remove throttle cable from thrott le lever as­
sembly. 

I I 
9 2 

1. Emergency Stop Swi tch 
2. Throttle Case Plate 
3. Lock Screw 
4. Lever Pin 
5. Throttle Lever 

8 

2. Insert a screwdriver between handle grip and 
handlebar to loosen the grip from the bar, and 
pull handle grip from handlebar . 

3. Disconnect the emergency stop switch con­
nector from the main harness. 

4 . Loosen lock screw, and slide throttle lever 
assembly from the handlebar. (See Figure 3-
96.) 

5. Remove the screw securing throttle case plate 
to the case and remove the plate . The emer­
gency stop switch ca n now be sl id out of the 
case and a replacement sl id in. 

6. To replace the lever, remove reta iner, washer 
and pin. 

Installation 

1. Install the components and the throttle lever 
assembly in the reverse order of removal. 
Torque t he lock screw to 25 in . Ib (0 .29 kg-m) . 

2. Check the throttle lever adjustment as 
described in Section 2 . 

~-4 
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6. Pi n Washer 
7. Pin Retainer 
8. Throttle Case 
9. Plate Screw 

Figure 3 -96 
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Headlamp 
Removal 

1. To remove just the headlamp assembly, dis­
connect the headlamp harness from the 
headlamp. 

2 . Flip the headlamp housing up and remove the 
four adjusting screws and springs. The head­
lamp assembly can now be removed from the 
headlamp housing. 

The entire headlamp housing and holder assembly 
can be removed as a unit. 

1. Disconnect the headlamp harness. 

2. Remove the four special screws and cup wash­
ers securing the headlamp housing holder into 
the hood. Remove the head lamp housing 
assembly from the hood. (See Figure 3-97.) 

3. Push the front latch to release the headlight. 
Remove the four adjusting screws and springs, 
headlight assembly can now be removed from 
the housing assembly. 

Disassemble headlamp as illustrated in Figures 3-
98 and 3-99. 

Figure 3-98 

1. Specia l Screw 
2. Cup Washer 
3. Headlamp Housing Assembly 
4. J Clamp for Wiring Harness 

Figure 3-97 

1. Headlamp Assembly 
2. Head lamp Lens 
3. Headlamp Bulb 
4. Upper Adjust ing Screw 
5. Adjustment Spring 
6. Retainer 
7. Headlamp Harness 
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Figure 3-99 

Installation 

1. Reassemble head lamp in reverse order of re­
moval. Position J clamp for headlight wiring 
harness as shown in Figure 3-97. 

2. Adjust headlamp in accordance with Section 2. 

Key Switch 
Removal 

1. Remove the air si lencer. 

2. Remove the handlebars. 

3. Remove the handlebar holder. 

4. Remove the two upper steering mount bolts. 
Lift the key switch panel and bracket up. Dis ­
connect the wiring harness from the key 
switch . 

5. Remove the face nut from the key switch . Re­
move the switch from the panel. (See Figure 3-
100.) 
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1. Pivot Pin 
2. Special Screw 
3. Plain Wa sher 
4. Hinge Bracket 
5. Cupped Washer 
6. Headlamp Housi ng Holder 
7. Grommet 
8. Snap Ring 
9. Gasket 
10. Latch Pin 
11. Snap Ring 
12. Close Latch 
13. Close Torsion Spring 
14. Headlamp Housing 
15. Rivet 
16. Latch Spri ng 
17. Open Latch 
1 8. Latc h Ho usi ng 
19. Rivet 
20. Latch Cover 
21. Nylon Bushing 
22. Open Torsion Spring 

1 . Key Switch 
2. Panel 
3. Bracket 

Figure 3 -100 



Installation 

1. Install the key switch in the reverse order of 
removal. Hand tighten the face nut. Torque the 
upper steering mount bolts to 18 ft Ib (2.5 kg ­
m). Torque the handlebar holder bolt to 35 ft Ib 
(4.84 kg -m). Torque the four socket screws 
securing the handleholder to 105 in. Ib (1.21 
kg-m). 

Speedometer 
Removal 

1. Disconnect speedometer cable and remove the 
light bulb assembly from the speedometer. 

2. Remove the speedometer bracket, and remove 
the speedometer from the panel. (See Figure 3-
101 .) 

Installation 

1. Install the speedometer to the panel and in­
stall the speedometer bracket. 

2. Install the light bulb assembly. Connect the 
speedometer cable and hand-tighten. (See 
Figure 3-101.) 

Figure 3-101 

Tachometer 
Removal 

1. Remove the light bulb assembly from the tach­
ometer, and disconnect wires from the tach ­
ometer. 

2. Remove the tachometer bracket and remove 
the tachometer from the console. 

Installation 

1. Install the tachometer in reverse order of re­
moval. (See Figure 3-102.) 

Figure 3-102 

Temperature Gauge 
Removal 

1. Drain the cooling system. 

2 . Disconnect the sending unit from the engine. 
Be careful not to damage or kink the capillary 
tube as this will render the gauge inoperative. 

3. Remove or disconnect the light bulb assembly. 

4. Remove the gauge bracket and remove the 
gauge from the panel. 

Installation 

1. Install the temperature gauge in the reverse 
order of removal. 

2. Fill cooling system. Refer to page 3-58 . 
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Tail Lamp 
Removal 

1. Disconnect tail lamp harness from the main 
harness. 

2 . Remove the seat and fuel tank. 

3. Remove the tail lamp lens and gasket. (See 
Figure 3-103.) 

4. Remove the nuts securing the tail lamp 
assembly and remove the tail lamp assembly. 

1. Harness 
2. Nut 
3. Tail Lamp Body Assembly 
4. Bulb 
5. Gasket 
6. Screw 
7. Lens 

Figure 3-103 

Installation 

Install tail lamp assembly in the reverse order of 
removal. During reinstallation of the seat carefully 
torque the four mounting bolts as the nuts inside 
the seat can be easily stripped. 

Light Regulator 
Replacement 
1. Disconnect the light regulator connector from 

the main harness . 
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2. Remove machine screw, lockwasher and lock­
nut, and remove the light regulator. 

3. Install light regulator in the reverse order of re­
moval. Tighten machine screw to 95 in. Ib 
(1.09 kg-m). 

Throttle Ca ble and 
Oil Pump Cable 
Removal 

1. To remove the throttle cable from each car­
buretor, unscrew the mixing body top assem­
bly and pull out the throttle slide valve 
assembly. (See Figure 3-104.) 

1. Mixing Body Top Assembly 
2. Throttle Slide Valve Assembly 
3 . Spring 
4. Throttle Spri ng Seat Plate 

Figure 3-104 

2. Compress the throttle spring and remove the 
throttle spring seat plate . 

3. Slide the throttle cable tip to the larger hole in 
the base of the throttle slide va lve and separ­
ate the throttle cable from the throttle slide 
valve. 
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4. Loosen the throttle cable locknut and unscrew 
the throttle cable from the mixing body top 
assembly. (See Figure 3-104.) Loosen clamp 
screw and remove LH carburetor from car ­
buretor holder. 

5 . Loosen the locknut of the oil pump cable which 
is toward the engine . 

® 
I 

10 

./ 
7 

1. Snap Ring 

6 . Remove the cable from the inlet plate bracket. 
Move the oil pump control lever to the full on 
position and disconnect the cable from it. 

7. Remove snap ring and disconnect the throttle 
cable end from the throttle lever. (See Figure 
3-105.) 

/' 

6. Lower Cable Housing 
2. Throttle Cable Assembly 7. RH Carb Throttle Cable 
3. Upper Throttle Cable 
4. Upper Cable Housing 
5. Connector 1 -3 Cable 

8. LH Carb Throttle Cable 
9. Oil Pump Cable 
10. Locknut 

Figure 3-105 

THROTTLE CABLE AND OIL PUMP CABLE 3-83 



Installation 

1. Slide the throttle cable through the throttle 
lever assembly and install the snap ring. (See 
Figure 3-105.) 

2. Connect the throttle cable end to the throttle 
lever. 

3. Reconnect the oil pump cable to the oil pump. 
Install the LH carburetor and secure to holder 
assembly by tightening the clamp screw. 

4. Screw the throttle cable into the mixing body 
top assembly. (See Figure 3-104.) 

5. Hold the throttle cable and mixing body top as­
sembly in one hand. Place the spring in the top 
a nd compress the spring so the throttle cable 
extends beyond the spring. 

6. Guide the throttle slide valve over the throttle 
cable. Insert the end of the cable through the 
hole in the throttle slide valve slot. 

7. While keeping the spring compressed, release 
the throttle slide valve and install the spring 
seat plate. Then release the spring. 

8. Install the throttle slide valve into the carbure­
tor so the slot in the throttle slide valve mates 
with the locating pin in the throttle slide valve 
bore. Install the mixing body top assembly and 
tighten finger tight. 

9. Synchronize the throttle cables and the oil 
pump cable in accordance with Section 2. 
Tighten the throttle cable locknuts. 

Brake Cable 
Removal 

1. Remove the return spring and disconnect the 
brake cable tip from the retainer. (See Figure 
3-106.) 

2. Remove the locknuts from the brake cable . 

3. Remove the snap ring and disconnect the 
brake cable end from the brake lever. (See 
Figure 3-107.) 
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1. Locknuts 
2. Return Spri ng 
3. Retainer 
4 . Brake Cable Bracket 

Figure 3-1 06 

1. Snap Ring 
2. Brake Cable End 
3. Brake Cable Tip 

Figure 3-107 

Installation 

1. Place the end of the brake cable through the 
brake lever assembly and install the snap ring. 

2. Connect the brake cable end to the brake lever. 

3. Insta ll one locknut on the end of the brake 
cable and place it through the brake cable 
bracket. (See Figure 3-106.) 

4. Install the second locknut on the end of the 
brake cable. Install the brake cable tip to the 
retainer and connect the return spring. 

5. Ajust the brake as described in Section 2. 
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Enrichener Cable 
Removal 

1. Enrichener Switch Nut 
2. Enrichener Switch 

Figure 3-10B 

1. Unscrew the enrichener switch nut and 
separate the enrichener switch from the panel. 
(See Figure 3-10B.) 

2. Lift the plastic cap up from the enrichener 
cable and unscrew the enrichener plunger cap. 
(See Figure 3- 109.) Remove the enrichener 
plunger assembly from the carburetor. 

3 . Unscrew the fitting, compress the enrichener 
plunger spring and disconnect the enrichener 
cable from the plunger. 

Installation 

1. Slide the enrichener switch through the hole in 
the pa nel and i nsta II the enrichener switch 
nut . (See Figure 3- 10B.) 

2. Slide the enrichener plunger cap, washer and 
spring over the end of the enrichener cab le. 
(See Fig ure 3-109.) 

3. Place the hole in the enrichener plunger over 
the cable end and spring . Insert the plunger 
into the carburetor body and t ighten the 
plunger cap. Bend washer aga inst cap and 
slide plastic cap down over plunger cap. 

4. Check enr ichen er cab le ad just m ent as 
descr ibed in Section 2. 

1 
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1. Enrichener Plunger Cap 
2. Enrichener Plunger 
3. Spring 

Figure 3 -109 
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Drive Converter 
Removal 

1. Remove the drive belt. 

2. Remove the drive converter mounting bo lt and 
conical washers. 

3. Install the drive converter puller bolt (tool No. 
57001 -3502) and screw in to remove the drive 
converter. (See Figures 3-110 and 3 -111.) 

1. Drive Converter Puller Bolt 

Figure 3-110 

Figure 3-111 
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Disassembly and Inspection 

I WARNING I 
Do not let go of the cover suddenly as the 
cover can pop up and cause personal 
injury. 

1. With a firm grip on the cover to prevent the 
spring from pushing the cover off. remove the 
bolts that secure the cover on the converter. 

2. Remove the spring . 

3. Check the cover bush ing for excessive wear. A 
quick check can be made by placing the cover 
over the sleeve, if excessive wobbling is 
noticed the bushing should be replaced . For an 
accurate check measure the outside diameter 
of the sleeve and the inside diameter of the 
bushing with micrometers. If the difference be­
tween the two readings is 0.02 in. (0.5 mm) or 
larger replace the bushing. See Figure 3-112 
for bushing removal. See Figure 3-113 for 
bushing installation. 

Figure 3-112 

Figure 3-11 3 
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4. Lift the sleeve out of the converter. Remove 
the wear guides and check for excessive wear, 
replace if worn excessive ly. 

5. Remove the spider assembly. 

6. Remove the sp lit washer. Before removing the 
I movable sheave, check the bushing for ex­

cessive wear by wobbling sheave from side to 
side. If excessive movement is noticed rep lace 
the bush ing. For an accurate measurement, 
measure the diameter of the shaft on the fixed 
sheave and the ins ide diameter of t he bushing 
in the movable sheave. If the difference be ­
tween t he two read ings is 0.02 in. (0.5 mm) or 
larger replace the bush ing . See Fig ure 3- 11 4 
for bushing emoval. See Figure 3-115 for 
bushing installation. 

Figure 3-1 14 

Fi gure 3-115 

7. Remove the spacer, pin and roller assembly 
from the movable sheave and replace any part 
which shows signs of wear. Measure the thick­
ness of the spacers with a micrometer they 
should be 0.032 ± 0.004 in. (0.8 ± 0.1 mm) if 
they measure 0.016 in. (0.4 mm) or less re­
place them. 

8. Remove the weight ramps, spacers, pins and 
bushings. Replace any parts showing exces­
sive wear. Check the spacers with the same 
procedure as in Step 7 above. 

Cleaning 

1. Remove all grease and dirt by wiping the com­
ponents with a rag dipped in cleaning solvent. 
Dry parts with compressed air or a clean cloth. 

DO NO T soak components with bushings in 
cleaning solvents, since some solvents can 
damage the bushing resulting in converter 
failure. 

2. Remove drive belt accumulations from the sta­
t ionary sheave and movable sheave with clean­
ing solvent. 

3. Remove rust and drive belt accumulations from 
the steel shaft of the stationary sheave with 
cl ea ning solvent or a fine grade of steel wool. 

Reassembly 

NOTE: All of the major components have arrows 
cast into them. It is very important during reas­
sembly to ensure that all of the arrows are in line 
so t hat the balance of the converter will not be dis­
tu rbed. 

1. Assemble the roller assemblies, pins and 
spacers and place into the movable sheave 
wit h the pins in the pin grooves. Secure with 
bolts removed in disassembly. Torque the bolts 
8 to 10 ft Ib (1.1 - 1.4 kg-m). (See Figure 3-118.) 

2. After torquing the bolts, check that the roller 
can rotate freely . 

3. Assemble the weights to each weight ramp. 
Torque the bolts to 4 to 5 ft Ib (0.5-0.7 kg-m). 
Install the pin and spacers and position in the 
spider assembly with the pin in the pin groove. 
Sec ure with bolts removed in disassembly. 
Torque the bolts 6 to 8 ft Ib (0.8-1.1 kg-m). 
Check after torquing to assure that the weight 
ramp ca n move freely. (See Fig ure 3-118.) 
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4. After inspecting for any dents or damage place 
the fixed sheave on a work bench , with shaft 
up. 

5. Align the arrows and place the movab le sheave 
over the shaft of the fixed sheave. Coat the 
splined portion of the shaft and the ID of sp lit 
washer with NEVER-S EEZ. Install the split 
w as her and check to be sure it seats in the 
groove. 

6 . Apply NEVER-SEEZ to the bottom portion of the 
spider which contacts the spl it washer. Hold 
the three weight ramps up align the arrows 
and install the spider. 

NOTE: Due to the indexing of the sp lines the 
arrows may not align perfect. Align as close as 
possible. 

7. Apply NEVER-SEEZ to the oil groove area f ill ­
ing the grooves and the bottom su rface of the 
sleeve. Install the sleeve. Be sure the notches 
in the bottom surface of the sleeve fit over the 
projections on the spider. (See Fig ure 3-116.) 

1. Notch in Sleeve and Projection on Spider 

Figure 3-116 
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8. Install the spring into the groove in the spider. 

9. Install the plastic guides into the movable 
sheave. (See Figure 3-118.) 

10. Align the arrow on the cover with the other 
arrows in the assembly and press cover down 
onto sheave. Securely hold cover onto the 
sheave assembly and install the six bolts 
removed in disassembly. Torque the bolts 8 to 
10ft Ib (1.1-1.4 kg-m). After assembly check 
the difference between the cover end su rface 
and the sleeve end surface this should be 
0.098 in. (2.5 mm). If this dimension is less 
check to be sure the notches in the sleeve are 
engaged onto the projections on the spider. 

11. Place the converter with the cover up on the 
workbench with pressure of approximately 110 
pounds (50 kg) on the cover check the shifting 
action. 

Installation 

In order to maintain proper torque on bolt 
and to prevent possible bolt failure, install 
the THREE conical washers on converter 
mounting bolt as shown in Figure 3-117. 

Install the drive converter on the crankshaft and 
secure with bolt and three, properly installed 
conical washers. Torque the bolt 60 to 65 ft Ib 
(8.30-8.99 kg-m). Install the drive belt. 

Figure 3 -117 
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1. Ramp Weight Assembly 
2. Bolt 
3. Specia l Washer 
4. Flanged Bolt 
5. Cover Assembly 
6. Bushing 
7. Sleeve 
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8. Yellow Spring 
9. Spider 
10. Wear Guide 
11. Split Washer 
12. Movable Sheave Assembly 
13. Bushing 
14. Aluminum Bolt 

Figure 3-118 
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15. Washer 
16. Spacer 
17. Pin 
18. Roller Assembly 
1 9. Fixed Sheave 
20. Special Lock Nut 
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Driven Converter 

NOTE: Driven converter spring test is based on 
production setting for movable sheave twist (pre­
load). Standard twist setting is 1500 (spring tabs 
positioned in holes identified as B-2 or C1). 

Before removing the driven converter check the 
converter spring. Use a C clamp to attach spring 
loaded scale to the flange of the movable sheave 
approximately 1/8 in. in from the edge. Pull in a 
clockwise direction with the scale. It should take 
10 ± 0.5 pounds to begin to move the sheave. If it 
takes less replace the spring. (See Figure 3-119.) 

1. Scale 
2. C Clamp 
3. Movable Sheave 

Figure 3 -119 

Removal 

To remove the driven converter, remove left side 
aluminum trim from lower pan by removing 
mounting hardware. (See Figure 3-120.) Lower pan 
is notched to allow driven converter removal. 
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1. Aluminum Trim 
2. Retaining Bolt 

Figure 3 -1 20 

Remove the large bolt that retains the driven 
converter to the jackshaft and remove the driven 
converter. (See Figures 3-120 and 3-121 .) Be 
careful not to lose the shims inside the driven con ­
verter. (See Figure 3-121.) 

1. Driven Torque Converter 
2. Shims 

Figure 3-1 21 



) 

Disassernbly 

1. Remove the six bolts securing the coupling and 
remove the coupling . 

I WARNING I 
Do not release the ramp suddenly as 
personal injury could result. 

2. Twist the fixed sheave counterclockwise and 
the movable sheave clockwise and secure. 
Press the ramp down slightly and remove the 
retainer ring . Slowly release the ramp and 
remove. 

3. Before removing the fixed sheave move the 
sheave from side to side to check for a worn 
bushing. If there is excess ive movement re­
place the bushing . For an accurate check mea­
sure the diameter of the shaft of the movable 
sheave and the inside diameter of the bushing 
with micrometers. If the difference between 
the two readings is 0 .02 in. (0.5 mm) or more 
replace the bushing. (See Figures 3-122 and 3-
123.) 

4 . Measure the inside diameter of the lower 
bushi ng in the movable sheave and the dia ­
meter of the jackshaft if the difference be­
tween the readings is 0.02 in. (0.5 mm) or 
greater replace the bushing . (See Figures 3-
124 and 3-125 .) 

Figure 3-122 

Figure 3-123 

Figure 3-124 

Figure 3-125 
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5. Place the shaft end of the coupling into the 
end of the shaft on the movable sheave and 
move from side to side if there is excessive 
movement replace the bushing. For an ac­
curate check, measure the outside diameter of 
the coupling shaft and the inside diameter of 
the bus hi ng with micrometers . If the dif­
ference between the two readings is 0.02 in . 
(0.5 mm) replace the bushing. (See Figures 3-
126 and 3-127. ) 

6. Check the wear shoes if they are excessively 
worn replace them. Push t he wear shoes out 
from the back of the fixed sheave with a ham­
mer and punch. 

Figure 3-126 
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Figure 3-127 

Reassembly (See Figure 3-130.) 

1. Start the wear shoes in by hand then press 
shoe in until it bottoms on the sheave casting. 
Be careful when assemb ling sheave not to 
scratch and nick its face. 

2. Very important : Locate the small ova l protru­
sion (width 0.060 in. (1 .5 mm), length 0 .118 in . 
(3.0 mm)) on the ridge on the back side of the 
movable sheave. (See Figure 3-128.) 

Figure 3-128 

3 . Place the fixed sheave onto the movable 
sheave. Position the arrow on the fixed sheave 
1500 clockwise from the oval protrusion, when 
viewi ng from the spl ined end. Note : Check to 
be sure the parts have no holes or dents. 

I 
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4. Insert the spr ing. Place tang of spring into hole 
marked B in the fixed sheave . (See Figure 3-
129.) Apply NEVER-SEEZ to the sp lines in the 
ramp cap. Insert the tang on the other end of 
the spring into hole number 2 in the ramp cap . 
(See Figure 3-129. ) This is the standard 
specification for this converter. 

NOTE: To increase top end RPM move spr ing to 
pos ition C-2, which increases twist to 180°. To de­
crease top end RPM move spring to A -2 (120°) or 
A-1 (90°) decrease of tw ist. See Chart below. 

A-l 900 

A-2 1200 

8 -1 1200 

8-2 1500 

C-l 1500 

C-2 1800 

5. Align the arrow on the ramp cap with the oval 
protrusion on the movable sheave . Match the 
sp lines nearest th is position and lower the 
ramp cap 0 .394 in. (10 mm) onto splined area 
of movable sheave. Secure the movable sheave 
onto the workbench and turn the f ixed sheave 
counterclockwise approximately 150° to 160° 
to align the oval protrus ion of the movable 
sheave and the arrow of the f ixed sheave . 
Push the ramp all the way down and install the 
retainer ring . NOTE: Be sure to twist the 
sheave in the correct direction . Install the re­
tainer ring with the sharp or square edges out 
and make sure it seats completely into the 
groove. 

Figure 3-129 

6. Install the coupling. Be sure to align the arrow 
on the coupling with the arrows on the as ­
sembly. Insta ll the six bo lts and torque 8 to 10 
ft Ib (1.1 - 1.4 kg -m). 

7. Check to see if the fixed sheave will return 
properly when it is turned counterclockwise. 

NOTE: The 35° ramp is standard. A 30° ramp for 
high altitudes is available, this ramp w ill also 
produce a quicker downshift and a slower upshift. 

Follow Figure 3-130 for assembly procedu re. 
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8. Bushing 
9. Ramp C 
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Movable Sh Bushing eave Assembly 
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Chaincase 
Removal 

1. Remove the muffler. 

2. Remove bolt attaching radiator assembly to the 
chaincase. 

3. Remove brake return spring . Remove brake 
cable from clevis retainer. Remove brake cable 
from brake cable bracket. (See Figure 3-131 .) 

1. Rad iator Mount Bolt 
2. Brake Cable 
3. Clevis Retai ner 
4. Return Spring 
5. Brake Cable Bracket 

Figure 3-131 

4 . Remove the cover to drain the oil from the 
chaincase. 

5. Remove all tension from the track. Refer to 
page 3-99. 

6 . Remove tensioner spring , chain, top and bot­
tom sprockets. (See Figure 3-132. ) 

7. Remove the four bolts holding the chaincase to 
the frame. 

8. Pull chaincase away from frame and remove 
from the snowmobile. The brake disc will slide 
off of jackshaft along with chaincase . Do not 
lose t he woodruff key that fastens the brake 
hub to the jackshaft. 

1. Tensioner Spring 
2. Cha in 
3. Top Sprocket 
4. Bottom Sprocket 
5. Chaincase Mounting Bolts 

Figure 3 -1 32 

Disassembly of the Chaincase 

1. Remove brake lever, spring and pins. 

2. Remove brake cal iper, movable pad and back­
up plate. 

3. Remove tensioner arms with chain guides. 

4 . Usi ng an appropriate puller remove the bear­
ings and seals. All bearings must be removed 
towards the chaincase cover. 

NOTE: It is not recommended to remove the 
bearings or seals unless replacement is required . 
The bearings and seals are press-fitted and re­
peated removal may damage the bearings and 
seals or the chaincase. Heating chaincase with a 
high intensity light heat gun, or small propane 
torch will ease remova l of the bearings. 
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1. Bolt 
2. Chaincase Cover 
3. Oil Level Gauge 
4. a-Ring Sea l 
5. Pink Tensioner Spr ing 
6. Chain 
7. Chaincase 
8. Nut 
9. Insert Nut 
10. Drain Plug 
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11 . Special Washer 
12. Bolt 
13. Lower Oil Seal 
14. Lower Ball Bearing 
1 5. Sprocket 
16. Washer 
17. Bolt 
18. Tensioner Arm 
19. Plain Washer 
20. Bolt 

Figure 3-133 

21 . Chain Guide 
22. Hair Pin 
23. Tensioner Arm Sleeve 
24. Bolt 
25. Special Washer 
26. Sprocket 
27. Sprocket Spacer 
28. Upper Ball Bearing 
29. Upper Oil Seal 
30. Fill Plug 
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Cleaning and Inspection 

1. Clean metal parts in solvent and dry all parts 
except bearings with compressed air. Allow 
bearings to air dry. 

2. Inspect bearings for scoring and wear. 

3. Inspect sprocket and splined shafts for chipped, 
broken or missing teeth or spl ines. 

Reassembly (See Figure 3-133.) 

1. If removed, install new seals and bearings. 
Heating the chaincase with a high intensity 
light, heat gun, or small propane torch will 
ease installation of the bearings. 

2. Install tensioner arms with bolt, washer, sleeve 
and nut. Do not over tighten . The arm must 
swing freely. 

3. Install brake pad back-up plate and movable 
brake pad into chaincase and install fixed 
caliper and brake cable bracket with bolts and 
nuts. 

4 . Insert push pins into brake housing and install 
spring, guide, brake lever, washer and nut. 
NOTE: Lubricate pins and underside of brake 
lever with NEVER-SEEZ lubricant. 

Installation (See Figure 3-133.) 

1. Install the chaincase and brake disc onto the 
jackshaft as an assembly. Be sure to properly 
align the woodruff key between the jackshaft 
and the brake hub prior to installation. Torque 
the nuts 18 ft Ib (2.5 kg-mI. 

2. Install the upper sprocket spacer. 

3. Install the upper sprocket, lower sprocket, (lip 
on the lower sprocket goes toward the bearing) 
and the chain as a un it. Insta ll the lower 
sprocket bolt and washer, torque 35 ft Ib (4.84 
kg-mI. Install the upper sprocket bolt and 
washer, torque 40 to 50 ft Ib (5 .53-6.92 kg-mI. 

4. Install the chain guides, tensioner spring and 
hair pin retainers. 

5 . Install brake cable and return spring . 

6. Attach radiator bracket and reinstall the 
muffler. 

7. Install the chaincase cove r and new a-ring 
seal. Fill the cha incase with DEXRON II auto­
matic transmission fluid to the center of the 
sight gauge. Reinstall the f i ll plug. 

8. Adjust track tension . Refer to Section 2. 

Brake Caliper 
Removal (See Figure 3 -134.) 

1. Remove brake return spring . Remove brake 
cable from clevis retainer . Remove brake cable 
from brake cable bracket. 

2. Remove nut, washer, brake lever, spring and 
guide, and push pins f rom cast ing. 

3. Remove the two bolts and nuts securing the 
brake caliper and bracket to the cha incase 
casting. 

4 . Slide brake disc towards center of chassis and 
remove the movable brake pad and back-up 
plate. 

1. Return spr ing 
2. Clevis Reta iner 
3. Brake Cable 
4. Brake Cable Bracket 
5. Bolts and Nuts 
6. Brake Lever 
7. Nut 

Figure 3- 134 
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Repair (See Figure 3 -135.) Assembly 

Inspect the brake pads for wear. If pad A is worn 
so only 1/32 in. (O.79 mm) protrudes from the 
ca liper, replace pad A. Use contact cement to 
secure the new pad. If pad B is worn to 1/4 in . 
(6.3 mm), replace pad B. 

Apply coating of NEVER-SEEZ to push pins. 
Assemble and install brake caliper in the reverse 
order of removal and disassembly. Then adjust 
brake as instructed in Section 2. 

Clean all parts in solvent. Be sure to keep oil and 
grease from t he pads. Braking action will be im­
paired by oily or greasy pads. 
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1. Bolt 9. Fixed Side Caliper 
2. Brake Cable Bracket 10. Insert Nut 
3. Push Pin 11 . Special Nut 
4. Pad Back-up Plate 12. Brake Disc Hub 
5. Pad B 13. Special Screw 
6. Brake Disc 14. Special Woodruff Key 
7. Brake Caliper Assembly 15. Brake Return Spring 
8. Pad A 16. Cam Spr ing 

Figure 3- 135 
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17. Bolt 
18. Spring Guide 
19. Retainer Bush ing 
20. Brake Cam 
21 . Specia l Washer 
22. Insert Nut 
23. Insert Nut 
24. Clevis Retai ner 
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Drive Chain Replacement 

Removal 

1. Remove the six chaincase cover bolts and 
remove chaincase cover to drain the chain­
case. 

2. Remove tensioner spring pins and spring. 

3. Remove lower sprocket retaining bolt, upper 
sprocket retaining bolt and remove sprockets 
and chain. (See Figure 3-136.) 

1 . Upper Sprocket 
2. Retaining Bolt 
3. Chain 
4. Retaining Bolt 
5. Lower Sprocket 
6. Spring Pins 
7. Tensioner Spring 

Figure 3-136 

Installation 

1. Install the upper sprocket spacer. 

2. Install the upper sprocket, lower sprocket (lip 
on the lower sprocket goes towards the 
bearing) and the chain as a unit. Install the 
lower sprocket bolt and washer, torque 35 ft Ib 
(4.84 kg-m). Install the upper sprocket bolt and 
washer, torque 40 to 50 ft Ib (5.53-6.92 kg -m). 

3. Install tensioner spring and spring pins. Install 
the chaincase cover and new O-ring seal. 

4 . Fill the chaincase with DEXRON II automatic 
transmission fluid to the center of the sight 
gauge. 

SI ide Ra il Suspension 
Removal 

1. Loosen track tension by: 

a. Loosening the rear axle wheel assembly 
mounting bolt on either end of the rear axle. 
(See Figure 3-138.) 

b. Turn the rear axle adjusting nuts counter 
clockwise to reduce track tension. (See Figure 
3- 137.) 

1. Rear Axle Adjusting Nuts 

Figure 3-137 
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2. Remove the bolts securing the rear suspension 
arm to the side of the tunnel. (See Figure 3 -
138.) 

1. Rear Suspension Mounting Bolt 
2. Rear Axle Wheel Assembly Mounting Bolt 

Figure 3-138 

3. Remove the bolts securing the front 
suspension swing arm assembly to the side of 
the tunnel. (See Figure 3 -139.) 

1. Bolt 
2. Suspension Assembly 
3. Track 

Figure 3-139 
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4. Remove the suspension assembly from the 
snowmobile. (See Figure 3-140.) 

Figure 3- 141 shows the complete suspension 
assembly after it has been removed from the 
snowmobile. 

1. Suspension Assembly 
2. Track 

Figure 3-140 

Inspection 

Move slide rail suspension back and forth on a 
level surface to check for binding. (See Figure 3-
141 .) 

If the suspension binds, locate the problem and 
refer to the appropriate repair procedure, below. 
Refer to Figure 3-142 for parts location and 
identification when repair ing the suspension . 

NOTE: The following repairs are performed with 
the slide rail suspension removed from the snow­
mobile. 



Figure 3- 141 
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1. Rear Axle 26. Rear Suspension Bracket 51. Spring Adjusting Bracket 
2. Rear Axle Wheels Spacer 
3. Rear Axle Washer 
4. Rear Axle Bracket 
5. Insert Nut 
6. Rivet 
7. Special Bolt 
8. Track Adjusting Bracket 
9. Rear Axle Wheel Assembly 
1 O. Inside Spacer 
11. Rear Axle Wheel 
12. Ball Bearing 
1 3. Snap Ri ng 
14. Outside Spacer 
1 5. Plai n Washer 

27. Rear Suspension Arm 
28. Specia l Washer 
29. Special Bolt 
30. Suspension Rail Brace 
31 . Rea r Brace Bracket 
32. Suspension Ra il 
33. Rivet 
34. Stopper Bumper 
35. Back- up Washer 
36. Special Bolt 
37. Spring Lock Washer 
38. Special Cupped Washer 
39. Spring 
40. Spring Spacer 

52. Insert Nut 
53. Insert Nut 
54. Outside Spacer 
55. Brace Bracket 
56. Front Idler Wheel Assembly 
57. Inside Spacer 
58. Idler Wheel 
59. Ball Bearing 
60. Snap Ri ng 
61. 0 utside Spacer 
62. Center Spacer 
63. Shaft 
64. Front Pivot Shaft 
65. Limiter Shaft 

16. Special Bo lt 41. Front Suspension Bracket 66. Limiter Damper 
17. Specia l Nut 42. Eye Bolt 
18. Suspension Arm Spacer 43. Bolt 
19. Bolt 44. Snow Track 
20. Track Guard Pipe 45. Track Rod Assembly 
21 . Pivot Shaft 46. Special Rivet 
22. Pivot Arm Assembly 47. Nut 
23. Bolt 48. Track Rod 
24. Insert Nut 49. Rail Wear Str ip 
25. Pivot Arm Bushing 50. Special Screw 

Figure 3-142 

Front Idler Shaft and 
Wheels 

Inspection 

1. Replace front idler shaft wheel if rubber is ex­
cessively worn. 

2 . Spin wheels on the shaft and check for noise 
or binding . Replace bearings if necessary. 

3. Inspect the shaft for damage. 

Removal 

Remove front idler shaft and wheels from the sus­
pension by removing bolts from shaft and spring 
adj usti ng bracket. (See Figure 3-143.) 

67. Swing Arm Assembly 
68. Suspension Shock Absorber 
69. Shock Absorber Sleeve 
70. Shock Absorber Bushing 
71. Shock Absorber Cam 
72. Shock Absorber Spring 
73. Spri ng Retainer 

1. Bolt 
2. Spri ng Adj usti ng Bracket 
3. Idler Wheels 

Figure 3-143 
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Disassembly (See Figure 3-142.) 

1. To remove idler wheel, remove spacers and 
slide idler wheel assembly off shaft. 

2. To remove the bearing from the idler wheel, 
remove the outside and inside spacers, snap 
ring and press the bearing out of the wheel. 

NOTE: To protect against wear, DO NOT allow dirt 
to enter beari ngs. 

Reassembly and Installation 

1. Reassemble bearings and wheels to idler shaft. 
Lubricate bearings and shaft before assembly. 
Be sure large diameter spacers face to outside 
of suspension. 

NOTE: To prevent bearing damage, press bearings 
into the idler wheels - DO NOT tap them in. 

2. Secure the idler shaft assembly to the front 
spring adjusting bracket . Torque the bolts to 25 
ft Ib (3.46 kg -m). 

Limiters 
Inspection 

1. Inspect lim iters for deterioration and damage. 
Replace as required. 

2. Check t he limiter cross shaft and bell crank for 
distortion. 

Removal 

1. To remove the limiter, remove the locknut se­
curing limiter to the bracket on the swing arm 
assembly and remove the limiter. 

\WARNINGI 

Front swing arm is under heavy spring 
load. Relieve spring load from both swing 
arm springs prior to removing limiter shaft. 

2. To remove the limiter cross shaft. remove the 
bolts securing it to the front suspension 
bracket and remove the shaft. 

Reassembly 

1. Reinstall limiter cross shaft and torque to 25 ft 
Ib (3.46 kg -m). 

2. Reinstal l limiter into the bracket on the swing 
arm . (See Figure 3-142.) 

3-104 RAIL WEAR STRIPS 

3. For general riding adjust the limiter so there is 
a clearance of 1/ 4 in. (6 .35 mm) or less be ­
tween the rubber pad and the stop (cross 
shaft). 

NOTE: Weight of snowmobile must be on sus­
pension to obtai n this adjustment. 

When riding in powder snow this clearance 
can be increased to allow the skis to ride 
higher during acceleration of the snowmobile. 
(See Figure 3-144.) Torque the nut to 35 ft Ib 
(4.84 kg-m). 

Clearance between the rubber washer and 
the stop should never exceed 112 in. (12.7 
mm), serious damage to the slide rails or 
track could occur. 

1. Limiter Rubber Pad 
2. Stop 

Figure 3-144 

Rail Wear Strips 

Inspection 

1. Check rail wear strips for cracks, distortion, 
and alignment with rail suspension. 

2. Measure wear strip thickness . If rail strip is 
worn to 3/ 8 in. (9.5 mm) or less at any point, it 
must be replaced . 



Removal 

1. Turn slide rail suspe nsion upside down, and 
brace it to prevent shifting. 

2. Remove the screw and nut from the rail wear 
str ip. 

3. Tap the back of the wear strip with a block of 
wood and hammer as illustrated in Figure 3-
145 to remove it from the suspension rail. 

Figure 3-145 

Installation 

Install new rail wear strip by sliding it into posi­
tion on the suspension rail. Secure with a special 
screw and nut and tighten to 25 in. Ib (0.29 kg -m). 

Rear Axle and Wheels 
Inspection 

1. Replace rear idler wheel if rubber is ex­
cessive ly worn . 

2. Spi n rear idler whee ls on the shaft, and check 
for noise or bi nding. Replace bearings if 
necessary. 

3. Inspect the shaft for damage. 

Removal and Disassembly 

1. Remove the bolts from the end of the axle. 
(See Figures 3-142 and 3-146.) 

2. Tap the rear axle out of the wheel assemblies . 
Remove the axle spacers, washers and snap 
ring from the wheels and press out the 
bearings. 

NOTE: To protect against excessive wear, DO NOT 
allow dirt to enter bearings. 

1. Bolt 
2. Idler Wheel 
3. Spacer 

Figure 3-146 

Reassembly and Installation 

1. Press the new bearings into the wheels and 
secure with the snap ring. 

NOTE: There are no lubrication fittings on the sus­
pension system, therefore lubricate the shafts be­
fore installing. 

2. Insta ll the axle spacers and washers onto the 
rear axle. Position the track adjusting brackets 
and washers onto the rear axle as shown in 
Figure 3-142. Install the outer idler wheels 
onto the axle shaft. Be sure the large diameter 
spacer on the wheel assembly is installed 
toward the outside of the suspension. Secure 
with the bolts previously removed. Torque the 
bolts 25 ft Ib (3.46 kg-m). (See Figure 3-142 .) 
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Shock Absorber 
Inspection 

1. Exami ne shock absorber shaft for warpage . 

2. Examine shock absorber for leakage and 
cracked or worn rubber. 

3. Examine shock absorber spring for cracks, 
wear or damage. 

4. Inspect bellcrank attaching points at each end 
of shock for damage. Replace if necessary. 

Removal 

1. Remove the bolt from the shock absorber in 
pivot arm end of assembly. 

2. Remove the bolt securing shock absorber to 
the swing arm assembly and remove the shock 
absorber. 

To remove the spring from the shock absorber: 

1. Attach shock spring compressor No. 57001-
3504 as shown in Figure 3-147. 

2. Turn screw to compress the spring. Remove 
the spring retainer. Slowly release spring and 
remove the spring and adjusting cam. 

Figure 3-147 

Reassembly and Installation 

1. Reassemble shock absorber to the suspension 
in the reverse order of removal. 

2. Torque the bolts to 35 ft Ib (4.84 kg-m). 

3. Adjust the spring tension with the cam. Install 
the spanner wrench with the handle straight 
up and move the cam into the second detent 
notch. (See Fig ure 3-148.) 
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1. Spanner Wrench 
2. Cam 
3. Spr ing 

Figure 3-148 

Front Springs 
Inspection 

1. Check the eye bolts and spring spacers for dis­
tortion or wear. (See Figure 3 -149.) 

2. Replace a distorted spring, eye bolt or worn 
spacer. 

1. Spacer 
2. Eye Bolt 
3 . Spring 

Figure 3-149 



Removal 

1. Relieve swing arm spring tension by turning 
the eye bolt nuts counterclockwise until the 
nuts are at the end of the eye bolt. 

2. Release the spring from swing arm. Remove 
'I bolt and special cup washer securing spring 

and remove the spring and spacer. 

3. Remove the locknut and washer from the eye 
bolt and remove the eye bolt. 

Installation 

1. Lubricate the spacer and reassemble in the re­
verse order of removal. 

2. Adjust the nuts on the eye bolts to one inch as 
measured from the washer face to the end of 
the eye bolt. (See Figure 3-150.) 

1. Washer 
2. Locknut 
3. End of Eye Bolt 

Figure 3-150 

Swing Arm 
Inspection (See Figure 3-151.) 

1. Exami ne swi ng arms for distortion, cracks or 
broken welds. Replace if necessary. 

2. Remove spring and shock absorber. 

3. Remove and examine the pivot shafts for wear 
or damage. Replace if necessary. NOTE: Lubri­
cate the shafts before insta llation . 

4 . Exami ne the front suspension brackets for 
bends or cracks. Replace if necessary. 

1. Swi ng Arm Assembly 
2. Front Suspension Bracket 
3. Shaft 
4. Front Pivot Shaft 

Figure 3-151 

Swing Arm Removal 

1. Relieve swing arm spring tension by turning 
the eye bolt nuts counterclockwise until nuts 
are at end of eye bolt. 

2. Remove springs, eye bolts and spacers from 
swing arm and bolts securing swing arm. 

3. Remove the swing arm. 

Installation 

1. Install the swing arm in the reverse order of 
removal. 

2. Adjust swing arm spring tension as shown in 
Figure 3-150. 

Pivot Arm and 
Track Guard 
Inspection 

1. Examine pivot arm, track guards and rear sus­
pension brackets for dents, bends and cracks. 
Replace if necessary. 
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Pivot Arm and Track 
Guard Removal 

1. Remove shock absorber and spring assembly. 

2. Remove all bolts, nuts and washers which se­
cure the pivot arm and track guard to the sus­
pension rails. 

3. Remove rear suspension arms, track guard and 
pivot arm. 

Installation 

1. Install the pivot arm, track guard and rear sus­
pension arm in the reverse order of removal. 
(See Figures 3-142 and 3-152.) 

2 . Reinstall shock absorber and spring. 

1. Pivot Arm 
2. Rear Suspension Arm 
3. Track Guard 
4. Rear Suspension Bracket 

Figure 3-152 

Suspension Rails 
Inspection 

Inspect suspension rails for distortion and damage. 

Removal 

1. Relieve swing arm spring tension on both 
sides. Remove rail wear strips and rear axle 
outside wheel assemblies. 

2. Remove all rivets and bolts which secure sus­
pension rails to the suspension, and slide out 
the rails from the suspension. 

Installation 

1. Reassemble suspension rails in the opposite 
order of removal. 

2. Install rail wear strips . Tighten bolt to 25 in. Ib 
(0.29 kg-mI. 

3 . Adjust spring tension for swing arm as shown 
in Figure 3-150. 

Bumper 

Inspection 

1. Check bumper for wear or deterioration. 
Replace if necessary. 

Removal 

1. Drill out the pop rivet securing the bumper to 
the rail. 

Installation 

1. Position bumper and special back up washer 
onto the rail and pop rivet into place. 

Installation of Slide Rail 
Suspension 

1. Place the snowmobile on its right side and 
slide suspension between the track. 

2. Align front pivot shaft with holes in side of 
tunnel. Secure with whiz lock bolts. Torque to 
25 ft Ib (3.4 kg-mI. 

3. Align rear pivot shaft with holes inside of 
tunnel. Secure with whiz lock bolts. Torque to 
30 ft Ib (4.15 kg-mI. 

4. Adjust the track and suspension in accordance 
with Section 2. 
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Driveshaft a nd Track 
Removal 

1. Remove slide rail suspension. 

2. Drain chaincase oil. Remove chaincase cover, 
sprockets and chai n. 

3 . Remove speedometer drive adapter from the 
bearing flange. Remove the speedometer key. 

4. Loosen set screw and collar on driveshaft 
bearing. (See Figure 3-153.) 

1. Punch 
2. Set collar 

Figure 3-153 

5. Remove three bolts, nuts and the bearing 
flange . Remove the bearing from the drive­
shaft assembly. 

6. Reach between the track and slide the drive­
shaft from the chaincase and remove. (See Fig­
ure 3-154.) 

7. Remove the track. 

1. Track 
2. Driveshaft 

Figure 3-154 

Repair of Driveshaft-

1. Turn the bearing by hand. If the bearing binds, 
has excessive end play or is rough, it must be 
replaced. 

2. Check the driveshaft for distortion. Check the 
splined end for chipped, nicked or broken 
splines. 

3 . Check idler wheels for excessive wear. To re ­
move the idler wheels, remove snap rings and 
slide idler wheels and washers off the drive 
shaft. 

NOTE: The snap rings used to retain the idler 
wheels are smaller 10 than the rings used to re­
ta in the drive sprockets. 

4. Check the drive sprockets for excessive wear. 
To remove drive sprockets, remove the snap 
ri ngs, position the drives haft vertically on a 
wood block to protect the driveshaft. Lightly tap 
off the sprockets and spacers with a rubber 
mallet. When reassembling the drive sprockets, 
make sure the index marks (T) are aligned as 
shown in Fig ure 3-155. 

1. Alignment Marks (T) 

Figure 3-155 
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Repair of the Track 

1. Check track for cracks, tears and gouges. 

2. Check for broken, worn or missing track bars. 
Remove old track bars . 

3. To install new bar, pos ition it on the track and 
install the special rivet screws and nuts sup­
plied with replacement track bar kit. Use the 
holes in replacement bar as a template to drill 
holes into track. 

1 

\ 

4 

1. Track 
2. Special Rivet Bolt 
3. Nut 
4. Track Bar 

Figure 3 -156 

Installation 

1. Insert track onto chassis tunnel and position 
the track as shown in Figure 3-157. 

Figure 3 -157 
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2. Insert splined end of driveshaft through the 
chaincase. Be careful not to damage seal. 

3. Place the lock collar and bearing on the drive 
shaft from outside of chassis. Install bearing 
flange. ( , 

4. Install upper sprocket spacer, upper and lower 
sprockets and chain. Install the tensioner 
spri ng a nd pi ns. (See Fig ure 3-158.) 

1. Upper Sprocket 
2. Lower sprocket 
3. Tensioner Spring 

Figure 3 - 158 

5. Secure chaincase cover to the chaincase and 
torque bolts 70 in. Ib (0.81 kg -m). 

6. Pull driveshaft to the left side of the tunnel 
(this positions the lower sprocket lip tight 
against the bearing in the chaincase. With a 
hammer and punch, lock the bearing collar in 
the same direction as shaft rotation. Tighten 
set screw to prevent the lock collar loosening. 
I nsert speedometer key into driveshaft. Ha nd 
tighten speedometer drive adapter . 

7. Fill the chaincase as specified in Section 2. 

8 . Adjust the track as described in Section 2. 
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Jackshaft and Brake Disc 
Removal 

1. Remove belt guard and drive belt. 

2. Remove left side trim from lower pan. 

3. Remove driven converter. 

4. Remove the chaincase cover to drain the 
chaincase. 

5. Remove chain tensioner spring and upper 
chain sprocket and spacer. 

NOTE: It may be necessary to remove the lower 
sprocket also. 

6. Loosen brake lever adjusting nut so disc 
rotates freely. Remove the three bolts and nuts 
and bearing flange from bearing housing. 

7. Turn jackshaft and disc so key is on top to 
prevent it from falling out and remove jack­
shaft from the chaincase. Remove the brake 
disc from between the calipers . 

Cleaning and Inspection 

1. Loosen the set screw and collar and remove 
the bearing from the jacks haft. Replace the 
bearing if damaged or it turns rough. 

2. Clean the brake disc with solvent and dry. Do 
not allow oil or grease on disc as it impairs 
braking action. Replace the disc assembly if the 
disc is scored or warped. 

Installation 

1. Slide brake disc assembly between brake 
calipers. 

2. Insert key into jackshaft and slide jacks haft 
through brake disc assembly into chain case. 

3. Slide lock collar and bearing onto jackshaft and 
into bearing housing. Do not lock collar at this 
time. Install bearing flange. 

4. Install upper sprocket spacer, sprockets, chain 
and tensioner. Torque the upper sprocket 
mounting bolt 40 to 50 ft Ib (5.53-6.92 kg -m). 
Torque the lower sprocket mounting bolt to 35 
ft Ib (4.84 kg-m). 

5. Install chaincase cover and fill chaincase with 
fluid until fluid is one half way up in the 
window in the chaincase cover. 

6. Pull the jackshaft toward the left side of the 
snowmobile to seat the top sprocket spacer 
against the bearing . With a hammer and punch 
lock the bearing collar in the direction of shaft 
rotation. Tighten set screw to prevent collar 
from loosening. 

7. Install driven converter and check alignment as 
described in Section 2. 

8. Install left side tr im to lower pan. 

Steering and Skis 
Handlebars and Column Removal 
(See Figure 3-160.) 
1. Disconnect electrical connectors from the main 

harness so handlebars can be removed . 

2. Disconnect the control cables from the 
handles. 

3. Remove four mounting screws from the handle 
holder. The handlebars can now be removed. 

4 . Removal of the steering pole requires the prior 
removal of the intake silencer and engine as 
previously described in this section. 

5. Remove the bolt and nut holding the primary 
tie rod to the steering pole. 

6. Remove the bolts and nuts from the upper 
mounting blocks and lower mounting brackets. 

7. Remove upper spl it bushing and lower damper; 
withdraw steering pole upward through the key 
switch panel. 

8. Remove bolt and washer securing lower 
handlebar holder to top of steering pole and lift 
off lower holder. 

NOTE: During reassembly, front of key switch 
panel bracket must be mounted behind the bracket 
on the upper steering mount assembly to prevent 
the steering pole from turning over center during a 
full -lock turn. (See Figure 3-159.) 

1. Panel Bracket 
2. Bracket on Upper Steering Mount 

Figure 3-159 
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3 -112 STEERING AND SKIS 

5 

,.:. ,:. r-l . 
.' ://~~ 
: ,.:r--
" '-.. , 

~ 
I 



1. Steeri ng Ha ndle 
2. Wire Clamp 
3. Handle Holder 
4 . Screw 
5. Handle Grip 
6. Bolt 
7. Special Washer 
8. Handle Holder 
9. Special Washer 
10. Bolt 
11. Upper Mount Block 
12. Bushing 
13. Insert Nut 
14. Steeri ng Pole Assembly 
1 5. Base Bracket 
16. Insert Nut 
17. Tie Rod 

18. Bolt 
1 9. Left Steeri ng Arm 
20. Wave Washer 
21 . Tie Rod End 
22. Bolt 
23. Nut 
24. Tie Rod 
25. Special Nut 
26. Bolt 
27. Tie Rod End 
28. Rig ht Steering Arm 
29. Tie Rod End 
30. Adjusting Stud 
31. Bolt 
32. Tab Locking Washer 
33. Upper Bracket 
34. Damper 

Figure 3-160 

Steering Arm and 
Ski Removal 

1. Remove the tie rods from the steering arms. 

2. Loosen the bolts securing the steering arms to 
the spindles approximately 3 turns but do not 
remove. 

3. Position the snowmobile on its side. Drive the 
spindle from the steering arm by tapp ing on 
the bolt head until the spindle loosens from the 
splines in the steering arm. 

4. Remove bolts, washers, steering arms and 
assembled spindles. 

5. Remove bushings from top and bottom of 
spindle bosses. 

Repair 

1. Clean all steering components thorough ly. 

2. Inspect parts for wear and damage. Refer to 
Figure 3-160 for parts location and identifica­
tion. Replace parts as required. 

Installation 

1. Reinstall steering pole reversing order of 
removal. Apply a liberal coating of silicone 
grease to lower damper/ bushing. Torque 
mounting bolts to 16 ft Ib (2.2 kg-m) and set 
lock tabs. 

2. Install primary tie rod to steering pole. 

3. Slide one bushing onto ski spindle and insert 
into spindle boss on chassis. Slide remaining 
bushing onto spindle. 

4. Install steering arm to spindle, matching large 
spl ine of arm to corresponding spline on 
spind le, and securing with bolt and washer. 
Torque bolt to 30 ft Ib (4.2 kg-mI. 

5. Install secondary tie rod to steering arms. 

6. Install handlebars reversing order of removal. 

7. A lign skis and center steering pole as 
described in Section 2. Check mounting bolts 
for proper torque. 

Repair of the Skis 

1. Clean the skis thoroughly to remove dirt and 
grease. Paint as required to prevent rust. 

2. Inspect skis for wear and damage. See Figure 
3-161 for parts location and identification. 

Skeg Replacement 

1. Remove nuts securing skeg to ski and remove 
skeg. 

2. To install skeg, grasp ends of skeg and bend 
skeg until the three studs on skeg are aligned 
with holes in ski. Insert skeg studs through 
holes in ski, and secure skeg to ski using three 
nuts. Tighten nuts to 18 ft Ib (2 .5 kg -mI. 
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1. Spindle Bushing 
2. Ski Spindle 
3. Spindle Sleeve 
4. Damper 
5. Bolt 
6. Ski Saddle 
7. Bolt 
8. Monoleaf Spring 
9. Spring Sleeve 
10. Back-Up Plate 
11. Ski Bumper 
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12. Bumper Retainer 
13. Insert Nut 
14. Insert Nut 
15. Bolt 
16. Ski 
17. Skeg 
18. Bolt 
19. Rub Strip 
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20. Shock Absorber Spacer 
21. Ski Shock Absorber 
22. Bolt 

Figure 3- 161 
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Ski Spindle Replacement 

1. Remove the nuts and bolts which secure the 
spindle to the ski saddle. 

\ 2. Lift the spindle from the ski saddle. 

3. To install, apply low-temperature grease to the 
u nthreaded portion of the bolt . Position the 
spindle on the ski saddle and secure with bolt. 
Tighten nut to 35 ft Ib (4.84 kg-mI. 

Make sure the head of the bolt is on the outside of 
the machine. 

NOTE: On some replacement spindles, the spin ­
dle may be too wide for the ski saddle . Grind the 
spindle if necessary for a proper fit. 

Ski Spring Replacement 

1. Remove the spi ndle from the ski saddle. 

2. Remove the nuts and bolts which secure the 
shock absorbers to the mounting brackets . 

3. Place the ski in a vise and compress spring 
about one inch. Remove the bolt and nut which 
secure the front of the spr ing. Slowly release 
vise pressure. 

Ir--W-A-R-NI-N-G-I 

When tightening the vise, be sure ski is 
securely positioned in vise. Spring pressure 
will tend to force ski to rotate resulting in 
possible damage. 

4. Remove the rear bolt and nut, and remove the 
spring . 

5. To install the spring, position the end of the 
spring in the rear ski mounting bracket. Se­
cure with bolt and nut and tighten the nut to 
31 ft Ib (4.28 kg -mI. 

NOTE: Install nut on inside of ski . 

6. Position the rub strip and front of spring on the 
front ski mounting bracket. 

7. Place the ski in a vise and compress the spring 
until the bolt and nut can be installed . Tighten 
nut to 25 in. Ib (0.29 kg-mI. Remove from vise. 

NOTE: Install nut on inside of ski . 

8. Install shock absorber to the mounting bracket. 

9. Install the spindle. 

Seat 
Removal 

1. Remove the four seat mounting bolts. 

2. Lift the seat from the snowmobile. 

1. Seat Mounting Bolts 

Figure 3-162 

Installation 

1. Position the seat on the snowmobile . 

2. Secure seat with the four seat mounting bolts. 
Do not overtighten mounting bolts as "blind 
nuts" used in the seat can be easily stripped. If 
"blind nuts" become accidentally stripped, drill 
head of nut off and push stripped section of 
nut into seat. Push new nut into hole in seat. 

Fuel Tank 
Removal 

1 . Remove the seat 

2. Drill rivets from bracket at rear of tank holding 
tank to chassis and remove bracket. 

3. Lift tank to allow access to feedline fitting at 
lower front of tank. Disconnect tank to fuel 
pump tube, and connect another suitab le 
length of 114 in. tube and allow fuel to drain 
into a proper container. 

4. Disconnect remaining fuel level sight tubes 
from fittings at left front corner of tank, and lift 
tank from snowmobile. 
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Installation 

1. Posit ion tank on chassis, with tank slightly 
raised. Reconnect fuel pump tube to fitting at 
bottom front of tank, and sight level tube to 
fittings at left front of tank. 

2 . Position tank on chassis. Check to be sure the 
four rubber pads are installed at the front of 
the tank. These pads protect the tank from 
damage by the steering hoop. (See Figure 3-
163.) 

3. Remount the pad and bracket at the rear of the 
tank. 

Oil Tank 
Removal 

1. Pads front 
2. Pads side 
3 . Pad Rear 

Figure 3-163 

2 

1. Remove oil tank retai ning band, and lift tank to 
allow access to elbow fittings on bottom. (See 
Figure 3-163.) Remove mounting bolts and 
pivot radiator and duct assembly out of position 
to improve access to oi l tank fitt ings. 

3-116 Oil TANK 

2. Pull oi l level tube from fitting at the top of tank 
and allow oil to drain into a container of 
sufficient capacity to hold the entire 2-1 / 2 
quarts (2.37 liters) of oil tank capacity if 
necessary. (See Figure 3- 164.) 

3. Disconnect remaining vent and feed tubes an 
remove tank. 

6 

\ 

10- / 

8 

1. Oil Tank Band 
2. Elbow Fitting 
3. 1/ 4 x 1.50 in. (Tank to Tee) Tube 
4. T Fitting 
5. 1/ 8 x 15.00 in. (Vent) Tube 
6. 1/ 4 x 14.50 in. (Oil Level) Tube 
7. Oil Tank Pad 
8. 1/ 4 x 20.00 in. (Oil Pump Supply) Tube 
9. Pick Up Pipe 
10. Oil Tank 
11,. Oil Tank Cap 

Figure 3-164 
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Inspection 

1. Wash remaining oil and residue from tank with 
a mild solvent. 

2. Examine tank for damage, cracks or leaks. 
Repair or replace as necessary. Allow solvent 
to dry from tank if the tank is to be reused . 

3. Be sure pick up pipe is installed in the f itting 
that supplies oil to the oil pump. 

If pick up pipe is not installed in the supply 
line fitting foreign matter may enter oil 
pump resulting in engine failure. 

Installation 

1. Reconnect vent, level, and feed tubes noting 
that feed tube is to be connected to the left 
hand fitting on the tank bottom, as this fitt ing 
has a stand pipe which prevents any tank 
sediment from entering lubrication system. 

2. Resecure tank with band, and refill with 
Kawasaki Snowmobile Oil. Mount radiator and 
duct assembly into position with bolts 
previously removed. 

3. Pull feed tube from rear of the oil pump, and 
bleed air from the line. Reconnect the line and 
secure with clamp. (See Figure 3-165.) 

Bleed the oil pump by removing the bleed 
bolt from the oil pump. Hold control lever 
in the full open position until all air is 
deleted from the tube feeding the pump. 

4. To purge trapped air from outlet tubes of oil 
pump, hold oil pump lever in full open position 
for one minute with engine idling at 3,000 
RPM. Oil pump lever wide open for one minute 
generates maximum oil flow and completely 
purges oil pump outlet tubes of air. 

1. Feed Line 

Figure 3-1 65 
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Fuel and Oil 
Recommendations 

\WARNINGI 

Gasoline is extremely flammable and 
highly explosive under certain conditions. 
Insure adequate ventilation when fueling 
the snowmobile anri never smoke or allow 
sparks or open flame near fuel system. 

Your Kawasaki Snowmobile uses a two cycle en­
gine which means oil must be mixed with the 
gasoline to provide proper internal engine lubrica­
tion and cooling . 

Oil 

We recommend using Kawasaki snowmobile oil, in 
an emergency use a B.I.A. certified T.C.W. (Two 
Cycle) oil. These oils are specially formulated to 
give minimum piston ring varnish and combustion 
chamber deposits along with excellent lubrication 
qualities (Figure 4-1) . 

Figure 4-1 

The use of fuel additives such as " tune-up tonics" 
and "super oils" are NOT RECOMMENDED. 

Fuel 

Use regular leaded gasoline with a minimum 
PUMP POST OCTANE NUMBER of 89. 

Fuel/Oil Mixture 

\WARNINGI 

Gasoline fumes are heavier than air and 
can become explosive if exposed to a pilot 
light from a furnace, hot water heater, etc. 
Fill the fuel tank only in an area that is 
well ventilated and free from pilot lights 
and sparks. 

These snowmobile engines are automatically 
lubricated by a variable pump which may change 
the mixture from about 110 to 1 to about 25 to 1, 
depending on engine speed and throttle opening. 
When the engine needs less oi l, as at an idle, it 
gets less oil. 

Under full throttle, the engine will be fed more oi l. 
Automatic oiling is economical because it gives the 
engine only as much oil as it needs. This also cuts 
down on visible exhaust emissions. 

Before removing filler cap from the fuel tank, re­
move any ice, snow, or water from around the fuel 
tank opening to prevent contamination of fresh fuel 
mixture. 

Fill the fuel tank slowly and pour the fuel into the 
tank using a funnel with a fine mesh screen. 

Break-in Procedure 

During the first 10 hours of operati on , do not sub­
ject the snowmobi le engine to continued full 
speed, do not ride with passengers in deep snow, 
and do not break trail. 

For proper engine break- in, run machine on hard 
packed snow at approximatey 1/ 2 to 3/ 4 throttle, 
with occasional bursts to full speed. Limit the full 
speed operation to 1-1/2 to 2 minutes then return 
to cruising speed for 10 to 15 minute interval. 
After 10 hours of operation, or 2 tanks of gasol ine 
are used, break-i n is complete. 
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CONVERSION CHART/Fraction Inch to Decimal Inch to mm 

Frac. Dec. mm. Frac. Dec. mm. Frac. Dec. mm. Frac. Dec. mm. 

Inch Inch Inch Inch Inch Inch Inch Inch 

.000400 .0100 13/32 .406250 10.3187 .984259 25.0000 1.800000 45.7196 

.000800 .0200 27/64 .421875 10.7156 63/64 .984375 25.0031 1.811037 46.0000 

.001200 .0300 .433074 11.0000 1 1.000000 25.4001 1-13/ 16 1.812500 46.0376 ' 

.001600 .0400 7/16 .437500 11.1125 1.023629 26.0000 1-27/32 1.843750 46.8313 
.002000 .0500 .450000 11.4300 1-1/32 1.031250 26.1938 1.850000 46.9896 
.002400 0600 29/64 .453125 11.5094 1.050000 26.6699 1.850407 47.0000 
.002800 .0700 15/32 .468750 11.9062 1-1/16 1.062500 26.9876 1-7/8 1.875000 47.6251 
.003100 .0800 .472444 12.0000 1.062999 27 .0000 1.889777 48.0000 
.003500 .0900 31/64 .484375 12.3031 1-3/32 1.093750 27.78 13 1.900000 48.2596 
.003900 .1000 1/2 .500000 12.7000 1.100000 27 .9397 1-29 /32 1.906250 48.4188 

1/128 .007900 .2000 .511814 13.0000 1.102369 28.0000 1.929147 49.0000 
.011800 .3000 33/64 .515625 13.0969 1-1/8 1.125000 28.5751 1-15/1 6 1.937500 49.2126 

1/64 .015625 .3969 17/32 .531250 13.4937 1.141739 29.0000 1.950000 49.5296 
.015700 .4000 35/64 .546875 13.8906 1.150000 29.2097 1.968522 50.0000 
.019700 .5000 .550000 13.9700 1-5/32 1.1 56250 29.3688 1-31/32 1.968750 50.0063 
.023600 .6000 .551184 14.0000 1.181113 30.0000 2 2.000000 50.8001 
.027600 .7000 9/16 .562500 14.2875 1-3/16 1.1 87500 30.1626 2.007892 51.0000 

1/32 .031250 .7937 37/64 .578125 14.6844 1.200000 30.4797 2-1 /32 2.031250 51.5939 
.031500 .8000 .590554 15.0000 1-7/32 1.218750 30.9563 2.047262 52 .0000 
.035400 .9000 19/32 .593750 15.0812 1.220483 31 .0000 2.050000 52.0695 
.039370 1.0000 .600000 15.2400 1-1/4 1.250000 31 .7501 2-1/16 . 2.062500 52.3876 

3/64 .046875 1.1906 39/64 .609375 15.4781 1.259853 32.0000 2.086632 53.0000 
.050000 1.2700 5/8 .625000 15.8750 1-9/32 1.281250 32.5438 2-3/32 2.093750 53.1814 

1/16 .062500 1.5875 .629924 16.0000 1.299223 33.0000 2.100000 53.3395 
5/64 .078125 1.9844 41/64 .640625 16.271 9 1.300000 33.0197 2-1 /8 2.125000 53.9751 

.078740 2.0000 .650000 16.5100 1-5/16 1.312500 33.3376 2.126002 54.0000 
3/32 .093750 2.3812 21/32 .656250 16.6687 1.338593 34.0000 2. 150000 54.6095 

.100000 2.5400 .669294 17.0000 1-11/32 1.343750 34.1313 2-5/32 2.156250 54.7688 
7/64 .109375 2.7781 43/64 .671875 17.0656 1.350000 39.2897 2.165372 55.0000 

.118110 3.0000 11/64 .687500 17.4625 1-3/8 1.375000 34.925 1 2-3/16 2. 187500 55.5626 
1/8 .125000 3.1750 .700000 17.7800 1.377963 35.0000 2.200000 55.8795 
9/64 .140625 3.5719 45/64 .703125 17.8594 1.400000 35.5597 2.204712 56.0000 

.150000 3.8100 .708664 18.0000 1-13/32 1.406250 35.7188 2-7/32 2.218750 56.3564 
5/32 .156250 3.9687 23/32 .718750 18.2562 1.417333 36.0000 2.244112 57 .0000 

.157418 4.0000 47/64 .734375 18.6531 1-7/16 1.437500 36.5126 2-1/4 2.250000 57 .1 50 1 
11/64 .171875 4.3656 .748034 19.0000 1.450000 36.8297 2-9/32 2.281250 57.9439 
3/16 .187500 4.7625 3/4 .750000 19.0500 1.456703 37.0000 2.283482 58.0000 

.196850 5.0000 49/64 .765625 19.4469 1-15/32 1.468750 37 .3063 2.300000 58.4195 

.200000 5.0800 25/32 .781250 19.8437 1.496073 38.0000 2-5/16 2.312500 58.7376 
13/64 .203125 5.1 594 .787409 20.0000 1·1 /2 1.500000 38.1001 2.322852 59.0000 
7/32 .218750 5.5562 51/64 .796875 20.2406 1-17/32 : 1.531250 38.8938 2-11/32 2.343750 59.5314 
15/64 .234375 5.9531 800000 20.3200 11.535443 39.0000 2.350000 59 .6895 

.236220 6.0000 13/16 .812500 20.6375 1.550000 39.3696 2.362226 60.0000 
1/4 .250000 6.3500 .826779 21.0000 1-9/16 1.562500 39.6876 2-3/8 2.375000 60.3251 
17/64 .265625 6.7469 53/64 .828125 21.0344 1.574817 40.0000 2.400000 60.9594 

.275590 7.0000 27/32 .843750 21.4312 1-19/32 1.593750 40.4813 2.401596 61 .0000 
9/32 .281250 7.1437 .850000 21.5900 - 1.600000 40.6396 2-13/32 2.406250 61.1189 
19/64 .296875 7.5406 55/64 .859375 21.8281 1.614187 41.0000 2-7/16 2.437500 61 .9126 

.300000 7.6200 .866149 22.0000 1-5/8 1.625000 41.2751 2.440966 62.0000 
5/16 .312500 7.9375 7/8 .875000 22.2250 1.650000 41 .9096 2.450000 62.2294 

.314960 8.0000 57/64 .890625 22.6219 1.653557 42.0000 2-15/32 2.468750 62.7064 
21/64 .328125 8.3344 .900000 22.8600 1-21/32 1.656250 42.0688 2.480336 63.0000 
11/32 .343750 8.7312 .905519 23.0000 1-11/16 1.687500 42.8626 2-1/2 2.500000 63.5001 

.350000 8.8900 29/32 .906250 23.0187 1.692927 43.0000 2.519706 64.0000 

.354330 9.0000 59/64 .921875 23.4156 1.700000 43.1796 2-17 /32 2.531250 64 .2939 
23/64 .359375 9.1281 15/16 .937500 23.8125 1-23/32 11.718750 43.6563 i 2.550000 64.7694 
3/8 .375000 9.5250 .944889 24.0000 1.732297 44.0000 12.559076 65.0000 
25/64 .390625 9.9219 .950000 24.1300 1-3/4 11.750000 44.4501 2-9/16 2.562500 65.0876 

.393704 10.0000 61/64 .953125 24.2094 1.771667 45.0000 2-19/32 2.593750 65.8814 

.400000 10.1600 31/32 .968750 24.6062 1-25/32 11.781250 45.2438 12.598446 66.0000 
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CONVERSION CHART/Fraction Inch to Decimal Inch to mm cont. 

Frac. Dec. mm. Frac. Dec. mm. Frac. Dec. mm. Frac. Dec. mm. 

Inch Inch Inch Inch Inch Inch Inch Inch 

2.600000 66.0394 2.952780 75.0000 3-5/16 3.312500 84.1377 3.661449 93.0000 
2-5/8 2.625000 66.6751 2-31/32 2.968750 75.4064 3-11/32 3.343750 84.9314 3-11/16 3.687500 93.6627 

2.637816 67.0000 2.992150 76.0000 3.346485 85.0000 3.700000 93.9792 
2.650000 67.3094 3 3.000000 76.2002 3.350000 85.0892 3.700819 94.0000 

2-21/32 2.656250 67.4689 3-1/32 3.031250 76.9939 3-3/8 3.375000 85.7252 3-23/32 3.7 18750 94.4564 
2.677186 68.0000 3.031520 77.0000 3.385855 86.0000 3.740189 95.0000 

2-11/16 2.687500 68.2626 3.050000 77.4693 3.400000 86.3592 3-3/4 3.750000 95.2502 
2.700000 68.5794 3-1/16 3.062500 77.7877 3-13/32 3.406250 86.5189 3.779559 96.0000 
2.716556 69.0000 3.070890 78.0000 3.425225 87.0000 3-25/32 3.781250 96.0439 

2-23/32 2.718750 69.0564 3-3/32 3.093750 78.5814 3-7/16 3.437500 87.3127 3.800000 96.5192 
2-3/4 2.750000 69.8501 3.100000 78.7393 3.450000 87.6292 3-13/16 3.812500 96.8377 

2.755930 70.0000 3.110260 79.0000 3.464595 88.0000 3.818929 97.0000 
2-25/32 2.781250 70.6439 3-1/8 3.125000 79.3752 3-15/32 3.468750 88.1064 3-27/32 3.843750 97.6314 

2.795300 71.0000 3.149635 80.0000 3-1/2 3.500000 88.9002 ~ 3.850000 97.7891 
2.800000 71.1194 3.150000 80.0093 3.503965 89.0000 :3.858299 98.0000 

2-13/16 2.812500 71.4376 3-5/32 3.156250 80.1689 3-17/32 3.531250 89.6939 3-7/8 3.875000 98.4252 

f 
2.834670 72.0000 3-3/16 3.187500 80.9627 3.543339 90.0000 '3.897669 99.0000 

2-27/32 2.843750 72.2314 3.189005 81.0000 3.550000 90.1691 3.900000 00.0591 
2.850000 72.3893 3.200000 81 .2793 3-9/16 3.562500 90.4877 3-29/32 3.906250 99.2189 
2.874040 73.0000 3-7/32 3.218750 81.7564 3.582709 91.0000 3.937043 100.0000 

2-7/8 2.875000 73.0251 3.228375 82.0000 3-19/32 3.593750 91.2814 3-15/16 3.937500 100.01 30 
2.900000 73.6593 3-1/4 3.250000 82.5502 3.600000 91.4392 3.950000 100.329 1 

2-29/32 2.906250 73.8189 3.267745 83.0000 3.622079 92.0000 3-31/32 3.968750 100.8060 
2.913410 74.0000 3-9/32 3.281250 83.3439 3-5/8 3.625000 92 .0752 3.976413 101.0000 

2-15/16 2.937500 74.6126 3.300000 83.8192 3.650000 92 .7092 4 4.000000 101.6000 
2.950000 74.9293 3.307115 84.0000 3-21/32 3.656250 92.8639 

DRI LL SIZES 
Inch Decimal Equivalent 

80 .0135 61 .039 42 .0935 23 .154 4 .209 
79 .0145 60 .040 41 .096 22 .157 3 .2 13 
78 .016 59 .041 40 .098 21 .1 59 2 .221 
77 .018 58 .042 39 .0995 20 .161 1 .228 0 .316 
76 .020 57 .043 38 .1015 19 .166 P .323 
75 .021 56 .0465 37 .104 18 .1695 A .234 Q .332 
74 .0225 55 .052 36 .1065 17 .173 B .238 R .339 
73 .024 54 .055 35 .110 16 .177 C .242 S .348 
72 .025 53 .0595 34 .111 15 .1 80 D .246 T .358 
71 .026 52 .0635 33 .113 14 .182 E .250 U .368 
70 .028 51 .067 32 .116 13 .185 F .257 V .377 
69 .02925 50 .070 31 .120 12 .1 89 G .261 W .386 
68 .031 49 .073 30 .1285 11 .191 H .266 X .397 
67 .032 48 .076 29 .1 36 10 .1935 I .272 y .404 
66 .033 47 .0785 28 .1405 9 .196 J .277 Z .413 
65 .035 46 .081 27 .144 8 .199 K .281 
64 .036 45 .082 26 .147 7 .201 L .290 
63 .037 44 .086 25 .1 495 6 .204 M .295 
62 .038 43 .089 24 .152 5 .2055 N .302 

f 
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English to Metric 
Conversions 
METRIC EQUIVALENTS 

m indicates one meter 
cm indicates one hundredth of a meter 
mm indicates one thousandth of a meter 
km indicates one thousand meters 

LENGTH 
1 mm. = 0.03937 In. 
Cm. = 0.3937 In. 
Meter = 3.28 Ft. 
Meter = 1.094 Yd. (39.37 In.) 
Kilom . = 0.621 M ile 

In. = 2.54 Cm . 
Ft. = 0.3048 Meter 
Yd. = 0.9144 Meter 
Mile = 1.61 Kilom. 

AREA 
Sq. Cm. = 0.1550 Sq . In. 
Sq. M. = 10.76 Sq. Ft. 

Sq. In. = 6.45 Sq . Cm. 
Sq. Ft. = 0.0929 Sq. M. 

VOLUME 
Cu. Cm. = 0.06 1 Cu. In. 
Cu . M. = 35.315 Cu. Ft. 

Cu. In. = 16.38 Cu. Cm. 
Cu . Ft . = 0.028 Cu. M. 

CAPACITY 
Liter = 0.0353 Cu . Ft . 
Liter = 0.2642 Gallons (U.S.) 
Liter = 61 .023 Cu. In. 
Liter = 2.202 lb. of fresh water at 62°F. 
Liter = 1,000 CC 
Liter = 35.19 FI. Oz. (Imp.) 
Liter = 33.82 FI. Oz. (U.S.) 

Gal. (U .S.) = 3.785 Liters 
Gal. (Imp.) = 4 .546 Liters 
Cu . Ft . = 28.32 Liters 
Cu. In. = 0.0164 Liter 
FI. Oz. (U.S.) = 29.57353 CC 
FI. Oz. (Imp.) = 28.41 CC 

WEIGHT 
Gram = 15.432 Gra ins 
Gram = 0 .0353 Oz. 

CONVERSION FACTORS 

Kilogram = 2.2046 Ibs. 
Kilogram = 0.0011 Ton (Sht) 
Met. Ton = 1.1025 Ton (Sht) 
Grain = 0.0648 Gram 

Oz. = 28.35 Gram 
Lb. = 0.454 Kilgm. 
Ton (Sht) = 907.18 Kilgm . 
Ton (Sht) = 0.907 Metric Ton 
Ton (Sht) = 2000 lb. 

PRESSURE 
1 Kilogram per Sq. Cm. = 14.2233 Lbs. per Sq . 
In. 
1 Lb. per Sq. In. = 0 .070307 Kilgms. per Sq. 
Cm. 
1 Kilogram per Sq. Meter = 0.20482 Lbs . per 
Sq. Ft. 
1 Lb. per Sq. Ft. = 4.8824 Kilgms. per Sq . 
Meter 
1 Kilgm. per Sq. Cm. = 0.96784 Standard 
Atmosphere 
1 Standard Atmosphere = 1.033228 Kilgm . per 
Sq. Cm. 
1 Metric Atmosphere = 1.033228 Kilgm . per 
Sq. Cm. 
1 Std. Atmosphere = 4.6959 Lbs. per Sq . In . 

CONVERSION TABLES 

GALLON I QUART I PINT I LITER 

1 = 4 = 8 = 3.785 
U.S. 1/ 4 = 1 = 2 = 0.946 

1/ 8 = 1/ 2 = 1 = 0.473 
0 .264 = 1.056 = 2.113 = 1 

1 = 4 = 8 = 4 .546 
IMP. 1/ 4 = 1 = 2 = 1.136 

1/ 8 = 112 = 1 = 0 .568 
0 .220 = 0.880 = 1.760 = 1 

U.S. 

1 Gallon = 128 oz. = 3,785.41 cc 
1 Quart = 32 oz. = 946.35 cc 
1 Pint=16 oz.=473.18 cc 

IMP. 

1 Gallon = 160 oz. = 4,546.09 cc 
1 Quart = 40 oz. = 1,136.52 cc 
1 Pint = 20 oz. = 568.26 cc 

Inches to cent imeters (cm) .......... ..... .... ..... ... .. ..... .. .... ... ... ... ...... .... ... ....... ..... ...... .. ............. .. Multiply by 2.54 
Meters (m) to yards .............. ..... .. .... ... ... .. ........... .... .. .............. ..... .. ....... ... Multiply by 70 and divide by 64 
Kilometers (km) to miles ........ ........ .......... .. ...... .. .... .. .. .... ...... .. .. .... ... .. .... .... .. Multiply by 5 and divide by 8 
Cubic inches to cubic centimeters .. ......... ................... .... .............. .. .. .............................. Multiply by 16.39 
Grams to ounces .................... ......................................... .... .......... .. ...... Multiply by 567 and divide by 20 
Liters to U.S. pints ..... .... .................. .. .. .. .. .... .. ...... .... ........ ........ ............... Multiply by 95 and divide by 20 
Degrees Centigrade to degrees Fahrenheit .. .......... ....... .. .. .. ..... Multiply by 9, divide by 5 and add 32 
Degrees Fahrenheit to degrees Centigrade .. .. .. ............ .. .. Subtract 32, multiply by 5 and divide by 9 
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UNIT CONVERSION TABLE LIST OF ABBREVIATION S 

cc x .0610 cu.in. ABDC ........ .... after bottom dead center 

cc x .03519 fl.oz. (imp.) AT DC ... .. ........ after top dead center 

-~ cc x . 03381 fl.oz. (U.S.) BBDC ........... . before bottom dead center 

cu. in. x 16.39 cc BDC .............. bottom dead center 

fl. oz . (imp.) x 28.41 cc BTDC ............ before top dead center 

fl. oz.(U.S.) x 29.57 cc cc .................. cubic centimeters 

ft-Ibs x 12 in-Ibs cu. in ............ cubic inches 

ft-Ibs x .1383 kg-m fl. oz ............. fluid ounces 

gal. (imp.) x 4.546 liters ft .................. f oot, feet 

gal. (imp.) x 1.201 gal. (U .S.) ft-Ibs .......... ... foot-pou nds 

gal. (U.S.) x 3.7853 liters gal. ............... gallon, gallons 

gal. (U.S.) x .8326 gal. (imp.) hp .. ...... .. .. ..... horsepower 

, grams x .03527 oz. in .................. inch, inches , 
I in. x 25.40 mm in-Ibs ............. inch-pounds 

in-Ibs x .0833 ft-Ibs kg ....... ........... kilogram, kilograms 

in-Ibs x .0115 kg-m kg/cm 2 
........... kilograms per square centimeter 

kg x 2.2046 lb. kg-m .............. kilogram-meters 

kg x 35.274 oz. km ................ kilometer 

kg-m x 7.233 ft-Ibs kph ............... ki lometers per hour 

kg-m x 86.796 in-Ibs Ib.,lbs. ......... pound, pounds 

kg/cm 2 x 14.22 Ibs/ sq.in. Ibs/sq.in ........ pounds per square inch 

km x .6214 miles Q .. ... .............. liter 

lb. x .4536 kg m ........ .. ...... .. meter, meters 

Ib/sq. in. x .0703 kg/cm 2 mi ................. mile, miles 

liter x 35.19 fl.oz. (imp.) mm ............... millimeters 

liter x 33.81 = fl.oz. (U.S.) mph .. .. .......... miles per hour 

liter x .8799 qt. (imp.) oz ................. ounce, ounces 

liter x 1.0567 qt. (U.S.) ps i ...... .......... pounds per square inch 

meter x 3.281 ft. qt .................. quart, quarts 

-~ mile x 1.6093 km r.p.m ............ . revo lutions per minute 

mm x .03937 in. sec . ............... second , seconds 

oz. x 28.35 grams SS .. .. ............. standing start 

qt. (imp.) x 1.1365 liters TDC ........ ...... top dead center 

qt. (imp.) x 1.201 qt. (U.S.) ....... ... .. ....... inch, inches 

qt. (U .S.) x .9463 liters 

qt. (U.S.) x .8326 qt. (imp.) 

fl. oz. (U.S.) x 1.04 = fl. oz. (imp.) 

I UNIT CONVERSION TABLE 4-7 



Special Service Tools 

Ln ___ '----'n ............. ~ 
Part No. 57001-3503 Converter al ignment gauge 

Part No. 57001 -3502 Drive converter puller 

Part No. 57001-910 Piston pin puller 

" II II II II 

Part No. T 57001-130 Piston ring compressor set 

- -SEALER-­

LIQUID GASKET 

Part No. 92104-002 Liquid gasket sealer 

Part No. 57001-3504 Shock spring compressor 

4-8' SPECIAL SERVICE TOOLS 

I 

Pa rt No. T56019-201 CD Ignition tester 

Part No. 57001-3501 Shock cam adjuster 

~ 
I 

Part No. T56019-011 Flywheel puller 

Iii 
Part No. 11 OG0630 
Flywheel puller bolt 

r-

~ 
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